
Bill Barrett Corporation

August 10, 2007

Ms. Diana Mason
State of Utah
Division of Oil, Gas and Mining
1594 West North Temple, Suite 1210
P.O. Box 145801
Salt Lake City, Utah 84114-5801

RE: Directional Drilling R649-3-11
Prickly Pear Unit Federal #16-17D-12-15
SHL: 507' FSL & 1436' FEL, SWSE 17-T12S-R15E
BHL: 660' FSL & 654' FEL, SESE 17-T12S-R15E
Carbon County, Utah

Dear Ms. Mason:

Pursuant to the filing of Bill Barrett Corporation's ("BBC") Application for Permit to Drill
("APD") regarding the above referenced well, we are hereby submitting this letter in
accordance with Oil & Gas Conservation Rule R649-3-11 pertaining to the "Exception to
Location and Siting of Wells."

• The above-mentioned proposed location is withinthe Prickly Pear UnitArea;
• BBC is permitting this well as a directional well in order to minimize surface

disturbance. By locating the well at the surface location and directionally drilling
from this location, BBCwill be able to utilizethe existing road and pipelines in the
area;

· BBC hereby certifies that it is the sole working interest owner within 460 feet of
the entire directional well bore.

Based on the information provided, BBC requests that the permit be granted pursuant to
R649-3-11. If you should have any questions or need further information, please contact
Doug Gundry-White, Senior Landman at 303-312-8129.

Doug Gundry-White
1099 18TH STREETSenior Landman
SUITE 2300

RECEIVED
DENVER, CO 80202

gg 14 gggy P 303.293.9100

F 303.291.0420DIV.0F0ll.,GAS&



CONFllENTIAL
Fonn3160-3 FORM APPROVED
(August2007) OMBNo.1004-0131

- ExpiresJuly31,2010UNITED STATES
DEPARTMENT OF THE INTERIOR 5. LeaseSerialNo.
BUREAUOFLAND MANAGEMENT UTU-73006

6. IfIndian,Alloteeor TribeNameAPPLICATION FOR PERMIT TO DRILL OR REENTER N/A

OO 2 IfUnitor CAAgreement,NameandNo.la. Typeofwork: / DRILL REENTER
Prickly Pear / UTU-079487

8. Lease NameandWellNo.
lb. Typeof Well: Od Weß GasWell Other Q SingleZone MultipleZone Prickly Pear Unit Federal 16-17D-12-15
2. NameofOperatorBillBarrett Corporation 9. API WellNo.

pending j-D Og) Q ff
3a. Address1099 t8th Street, Suite 2300 3b. PhoneNo.(include area code) 10.Fieldand Pool,orExploratory gg

Denver, CO 80202 303-312-8134 .me/Wasatch-Mesaverde
4. Locationof Well(Reportlocationclearly and in ammimee with anyStaterequimmeng.*) 11.Sec.,T.R.M. or Blk.andSurveyorArea

At surface SWSE, 507' FSL, 1436' FEL Sec. 17, T12S-R15E

Atproposedprod.zone SESE, 660' FSL, 654' FEL, Sec. 17
14. Distanceinmilesanddirectionfromnearesttownor postog 12.Countyor Parish 13. State

approxirnately40 rnilesnortheast of Wellington,Utah Carbon County UT
15. 8 cefro roposed*

507' SH / 660' BH 16. No.of acresinlease 17. SpacingUnitdedicatedtothiswell

propertyor leaseline,ft. 2054.68 40 acres
(Alsotonearestdrig.unit line,ifany)

18. Distancefrompo osedlocation* 16' SH / 860' BH 19.ProposedDepth 20. BLM/BIABondNo.on file
appnh

or o this
leng, mpleted, 7800' Nationwide Bond #WYBOOOO40

21. Elevations(ShowwhetherDF,KDB,RT,GL,etc.) 22. Approximatedateworkwillstart* 23. Estimatedduration
7459' graded ground 09/15/2007 45 days

24. Attachments
Thefollowing,completedinaccordancewith the requirementsof OnshoreOilandGasOrderNo.1,mustbe attachedto thisform:

1. Wellplatcertifiedbya registeredsurveyor. 4. Bondtocover the operationsunlesscovered byan existingbondon file(see
2. A DrillingPlan. Item20 above).
3. A SurfaceUsePlan (ifthe locationis on NationalForestSystemLands,the 5. Operatorcertification

SUPO mustbe filedwiththeappropriateForest ServiceOffice). 6. Suchothersite specificinformationand/orplansas maybe requiredbythe
BLM.

25. Signature Name(Printed¶ped) Date
Tracey Fallang 08/13/2007

Title
Environmental/R o Analyst

Title Ofßch:NVIHONMENTALMANAGER

Applicationapprovaldoesnotwarrantorcertifythattheapplicantholdslegalorequitabletitletothoserights inthesubjectleasewhichwouldentitletheapplicantto
conductoperationsthereon.
Conditionsof approval,ifany,are attached.

Title 18U.S.C.Section1001andTitle43U.S.C.Section1212,make it a crime foranypersonknowin ly and willfullytomaketoany departmentor agencyofthe UnitedStatesany false,fictitiousor fraudulentstatementsor representationsas toanymatterwithinitsjuris iction.

(Continued on page 2)
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' RECEIVED

JO DIV.0F0ll.,GAS&



BILL BARRETT CORPORATION
Ti2S, Ri5E, S. L.B. &M. Well location, PRICKLY PEAR UNIT FEDERAL#16-17D-12-15, locoted as shown in the

SW 1/4 SE 1/4 of Section 17, T12S, R15E,
sso·50'W

- 5282.64' (G.L.O.) S.L.B.&M., Corbon County, Utah.
BASIS OF ELEVATION

COTTON TRIANGULATIONSTATION, LOCATED IN THE NW 1/4 OF
SECTION 31, T12S, R16E, S.L.B.&M., TAKEN FROM THE TWIN
HOLLOW,CARBON COUNTY, QUADRANGLE,7.5 MINUTE QUAD.
(TOPOGRAPHIC MAP) PUBLFSHEDBY THE UNITED STATES
DEPARTMENTOF THE INTERIOR, GEOLOGICALSURVEY. SAID
ELEVATIONIS MARKED AS BEING 7386 FEET.

BASIS OF BEARINGS
BASIS OF BEARINGS IS A G.P.S. OBSERVATION.

Noo

. o
^o

oo o o - o

o
SCALE

THIS IS TO CERTIFYTHAT ROMPR/CKLY PEAR UN/T FIELD NOTESOF ACTUAL SURVEYS
Bott SUPERVISIONAND THAT THE SAM AND CO THEFEDERAL/16--170--12-15 Holeom BESTOF MY KNOWLEDGEAND B • $g

eros, cop

Elev. Ungraded Ground = 745
C 1436' (Comp.) RVEY

NB9 48'52T - 5227.44' (Meas.) 19,9 erass UINTAH ENGINEERING & LAND URVEYING
b

ca,, 2.0' High
85 SOUTH 200 EAST - VERNAL, UTAH 84078

(435) 789-1017LEGEND: (NAD 83)
LATlTUDE = 39 46'04.39" (39.767886) SCALE DATE SURVEYED: BATEDRAWN:

= 90° SYMBOL LONGITUDE= 110 15'23.51" (110.25653‡) 1 = 1000' 07-31-07 08-01-07
(NAD 27) PARTY REFERENCES

= PROPOSEDWELL HEAD. LATITUDE= 39°46'04.52" (39.767922) D.R. K.A. P.M. G.L.O. PLAT
A = SECTION CORNERS LOCATED. LONGITUDE= 110'15'20.95" (110.255819) WEATHER FILE

HOT BILLBARRETT
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HAZARDOUS MATERIAL DECLARATION

FOR WELL NO. PRICKLY PEAR UNIT FEDERAL #16-17D-12-15
LEASE NO. UTU 73006

Bill Barrett Corporation guarantees that during the drilling and completion of the above referenced well, we
will not use, produce, or store, transport or dispose 10,000# annually of any of the hazardous chemicals
contained in the Environmental Protection Agency's consolidated list of chemicals subject to reporting
under Title III Super Amendments and Reauthorization Act (SARA) of 1986.

Bill Barrett Corporation guarantees that during the drilling and completion of the above referenced well,
we will use, produce, store, transport, or dispose less than the threshold planning quantity (TPQ)of any
extremely hazardous substances as defmed in 40 CFR
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Bill Barrett Corporation
Drilling Program
Prickly Pear Unit Federal #16-17D-12-15
Carbon County, Utah

5. Cementing Program

9 5/8" Surface Casing Approximately 240 sx Halliburton Light Premium with
additives mixed at 12.7 ppg (yield = 1.85 ft3/Sx) and 170 sx
Premium cement with additives mixed at 15.8 ppg (yield =

1.16 R3/Sx) circulated to surface with 100% excess
5 ½" Production Casing Approximately 1530 sx 50/50 Poz Premium cement with

additives mixed at 13.4 ppg (yield = 1.49 ft3/Sx). Top of
cement to be determined by log and sample evaluation;
estimated TOC 900'.

Note: Actual volumes to be calculated from caliper log.

6. Mud Program

Interval Weight Viscosity Fluid Loss Remarks
(API filtrate}

0 - 40' 8.3 - 8.6 27 - 40 -- Native Spud Mud
40' -- 1000' 8.3 - 8.6 27 - 40 15 cc or less Native/Gel/Lime
1000' - TD 8.6 - 9.5 38-46 15 cc or less LSND/DAP
Note: Sufficient mud materials to maintain mud properties, control lost circulation and to contain
"kicks" will be available at wellsite. BBC may require minor amounts of diesel to be added to its
fluid system in order to reduce tork and drag.
Note: In the event air drilling should occur at this location:

- Fresh water would be used to suppress the dust coming out. The blooie line,
approximately 37' long and 6" diameter, would run from the pit to the wellhead. There is
no ignition system as burnable gas should not be encountered.

- Capacity of compressor: 1250SCFMwith an 1170 SCFM on standby, which would be
located very near the wellbore. The compressor has switches to shut off should any
problems be encountered.

- The rig has mud pumps capable of pumping the kill fluid (fresh water), of which there is
500 bbls on location at all times.

7. Testing, Logging and Core Programs

Cores None anticipated;
Testing None anticipated; drill stem tests may be run on shows of interest;
Sampling 30' to 50' samples; surface casing to TD. Preserve samples all show intervals;
Surveys Run every 1000' and on trips, slope only;
Logging DIL-GR-SP, FDC-CNL-GR-CAL-Pe-Microlog, Sonic-GR, all TD to
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Bill Barrett Corporation
Drilling Program
Prickly Pear Unit Federal #16-17D-12-15
Carbon County, Utah -

8. Anticipated Abnormal Pressures or Temperatures

No abnormal pressures or temperatures or other hazards are anticipated.

Maximum anticipated bottom hole pressure equals approximately 3754 psi* and maximum
anticipated surface pressure equals approximately 2082 psi** (bottom hole pressure minus the
pressure of a partially evacuated hole calculated at 0.22 psi/foot).

*Max Mud Wt x 0.052 x TD = A (bottom hole pressure)
**Maximum surface pressure = A - (0.22x TD)

9. Auxiliary Equipment

a) Upper kelly cock; lower Kelly cock will be installed while drilling
b) Inside BOP or stab-in valve (available on rig floor)
c) Safety valve(s) and subs to fit all string connections in use
d) Mud monitoring will be visually observed

10. Drilling Schedule

Location Construction: September 15, 2007
Spud: September 17, 2007
Duration: 15 days drilling time

30 days completion
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wmname: Utah: West 7'avaputs Fleid
Ope¢me BillBarrett
SWiptyps: Surface

f.saadam CarbonCounty, UT

Design parameters: Minimum design factors; Environment:
Collana? 298899Æ H2S considered? No
Med weight; 9.50 ppg Design factor 1.125 Surfacelamperature: 75.00 'F

Bottom hafe temperature: 89 "F
Dealgnla based onevacuatedpipe. 7emperaturegradient 1.40 *F/100ft

MinimurnsectionJongtk 1,000 if

am
Design factor 1.00 Cement top: Surface

Em
Max anticipatedsurface

pressure: 2,735 psi
Internalgradient: 0.22 ps1Æ
Cal ulated SHP 2,955 ps! Tension: Non-directiond string.

8 RoundSTC 1.80 |J)
8 Round LTC LBO (J)

Annular backup: 9.50 pp? Buttmas: 1.80 CJ
Prerniurt LBC
Body ylem :.80 (5 Re subsequent string::

Nex: setting depth i D.QCC 6
2ension is ossee on nuoyeo weigtL Next mua weiçN: 9.500 pp
Neutral point: 559 i Next setting BHR 4,935 DE

Fracture rnudwr; 19,000 ppp
Frecture depth: 10,000 $
10fectionpressure 5,195 ps;

Run Segment Nominal End 7rue Vert Measured Orlft Internal
Seq Length Size Weight Gracie Finish Depth Depth Diamater Capacity

(ft) (in) (Ibs&l) {ft) (tt) (In} (ff¶
1 1000 9.625 36.Q0 J/K.55 ST&C 1000 1000 8.796 77.2

Run Collapse Collapse Collapaa Burst Burst Burst Tension 7enslan Tension
Seq Load Strength Design Load Strength Design Load Strength Design

(psi) (pai) Factör (psi) {psi) Factor (KIps} (Kips) Factor
1 493 2020 4.094 2735 3520 1.29 31 453 14.64 J

Prepared Dominic Spencer Phone: (303) 312-8143 Daté: August 1,2003
by BIIIBarrett FAX: (303) 312.8198 Denver, Golorado

Renwas:
Codepaaisbased an d vetWeaf ¢epth of 1000 R, a mud welatuof 0.5 ppp The casing a seitsgeredla os evacuatedfor engepsepulpases.
cosepseanengrala anseden#sewestapa,punlop &Kamiermerned ofstedelcorrecuanformosfora.

Durarsirurg is notagostedtartensfun.

EngineeringresponsibMyfor use ofthisdealgn willbe thatofthe



9 e

manann: Utah: West Tavaputs
opanon Eff Barrett
ammene Production

smaamr CarbonCounty,UT

Design patametert: Mkdmumdesign factors: Environment:
Cognose Cohanse: H2Sconsidered? No
Muctwelght 9.50 ppg Designfactor i.125 Steface temperature: FU.00*F

Bottomhøie lenparature: 216 'F
Desigala based on evacuatedpipe. ,

Temperaturegradient: 1.40 'F/1000
Armimumsectioniength: 1,000 ti

Bink
Designfactor LOG Cementtop: 2,375 It

AuŒ
MaaranfÌdpatedaptlace

presagge: 4,705 ps!
intemalgradient 0.02 psVB
CalculatedBHP 4,935 psi Iggggg¿ Non4ire¢fionalthing.

8 Round STC: Lao p)
8 RoundLTC: 1.80 p)

Annularbackup: 9,60 ppg Buhregg: 1,80 (J)
Premium i 80 p)
Body yleid 1.80 (9)

Tention ja bgsed on buoyed waiphi.

hun Segrnern Nominal Enc True Ven Measured Drië interrif

het t.engfit âlze VVeighi Grade FInish Depm .Deptil Diameter Capacity
(h) {in) (Jos/fQ {ft) (ft) (in) (fta)

f 10000 5.5 17.00 W40 1.T&C 10000 10000 4.767 344.5

Run Collapse Colfspse Conapse burst Burst Bttrat Tension Tenston Tension
Seq Load Strength Design Load Strength Unsign Load Strength Design

(pal) (psi) Factor (ps!) (pal) Factor (Kfps) (Kips} Pactor
1 4935 6290 1.275 4705 7740 1,05 146 348 2.39 J

Pippated Dortlitic$poncet Phone:(303) 312-8143 Date: August 1,2003
by BillSerrett FAX:(303)312.87sa Denver,Colorado

asserlo
campsea assagona vaant done of 10000 A.a med eeWWal BAmg The assinga coraWereds he enmand spredessepurposes.

CollessesuenpaIsaased onins Wasicos. Dungp a Nanslernosed ofuswwconacNonforuneden,

sumtwengthisnotegumasforansion.

Engineedngtemponsibilityfor use of Ihis desigri wil be feataf the
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**uneme:
' West Tavaputs General

opagar: Bill Barrett Corporation
Skiry ps: Producüen

Designparameters: Minirnumdesign factors: Environment:
Gollanse: H28 considered? . No .

Mud Weight: 9.50 ppg Design factor 1.125 Surfacetemperature: 60.00 *F

Des(gnis based onevacuatedpipe. Softemhole ternperatuta: 200 *F

Temperaturegradient: 1,40 'F/1001f
Minimumseadon iength: 1,500 ff

gggi,g Cementtop: 2,500 ff

Design fadfor 1.00

Bamt
Maxat&lpated surface

pressure: 2,785 psi
Intemal gradiant: 0.22 psWI
OdiculatedBHP 4,935 psI Tension: Non-directionalstring.

8 Round STC: 1.80 (J)

No backup mud speciñad. 8 RoundLYC: 1.80 (J)
Buttress: 1.80 (J)
Premium: 1.80 (Ji

Bod yieff ? (F

Tension is based on buoyed weiptu
Neutral poing; ¾$60 f

Run Segment Nominal End True Vert Measured Driff Internal

Seq Length Size Weight Grade Finish Depth Depth Diameter Capacity

(ft) (In) (Ibs/ft) {ff) (ff) (in) {ff)

1 10000 4.5 11.60 I•80 LT&C 10000 10000 3.875 231.8

Run Cohapse Collapse Caldapse Burst Bural Burst Tension Tension Tension

Seq Load Strength Design Load Strength Design Load Strength Design
(psi) (psi) Factor {ps1) (psi) Factor (Nips) {KIps) Factor

1 . 4935 6350 1.287 4935 7780 1.58 100 223 2.24 J

Propered DominicSpencer . Rhone: (303) 312-8743 Date: December 13,2005

by: BillBarrett FA%:(303) 312.8195 Denver, Colorado

ftensks:
Cotipio is based ona ver#r.:sidepth of 10000ft, a mudweightof 9.5ppy Thecasingis consideredtobe evacuated for conspse purposes.

00Mapseattengfais based on theWestcott,Dunlop&Kemiermethodofbiaxialcorteadonfortenslan.

Buragabengthis Potagusted for tension.

Engineedag responsMty foraug ofudealusionwilbe Ihat of the
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PRESSURE CONTROL EQUIPMENT - Schematic Attached

A. Type: Eleven (11) Inch Double Gate Hydraulic BOP with Eleven (11) Inch
Annular Preventer. The blow out preventer will be equipped as follows:

1. One (1) blind ram (above).
2. One (1) pipe ram (below).
3. Drilling spool with two (2) side outlets (choke side 3-inch minimum, kill side

2-inch minimum).
4. 3-inch diameter choke line.
5. Two (2) choke line valves (3-inch minimum).
6. Kill line (2-inch minimum).
7. Two (2) chokes.
8. Two (2) kill line valves, one of which shall be a check valve (2-inch

minimum).
9. Upper kelly cock valve with handles avanable.
10. Safety valve(s) & subs to fit all drill string connections in use.

i L Pressure gauge on choke manifold
12. Fill-up line above the uppermost preventer.

& Pressure Rating: 3,000 psi

C. Testing Procedure:

Annular Preventer

At a minimum, the Annular Preventer will be pressure tested to 50% of the rated

working pressure for a period of ten (10) minutes or until provisions of the test are

met, whichever is longer.

At a minimum the above pressure test will be performed:

1. When the annular preventer is initially installed;
2. Whenever any seal subject to test pressure is broken;
3. Following related repairs; and
4. At thirty (30) day intervals.

In addition, the Annular Preventer will be fimetionally operated at least weekly.

Blow-Out Preventer

At a minimum, the BOP, choke manifold, and related equipment will be pressure

tested to the approved working pressure of the BOP stack (if isolated from the
surfàce casing by a test plug) or to 70% of the intergal yieldstrength of the surface

casing (if the BOP is not isolated from the casing by a test plug). Pressure will
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Remote controls shall be readily accessible to the driller. Remote controls for all

3M or greater systems will be capable of closing all preventers. Remote controls

for 5M or greater systems will be capable of both opening and closing all

preventers. Master controls will be at the accumulator and will be capable of

opening and closing all preventers and the choke line valve (if so equipped).

F. Miscellaneous Information:

TheBlow-Out Preventer and related pressure control equipment will be installed,

tested and maintained in compliance with the specifications in and requirements

of Onshore Oil & Gas Order Number 2. The choke manifold will be located

outside the tig sub-structute. The hydraulie BOP closing unit will be located at

least twenty-five (25) feet from the well head but readily accessible to the driller.

Exact locations and configurations of the hydraulic BOP closing unit will depend

upon the particular rig contracted to drill this hole.

A flare line will be installed after the choke manifold, extending 125 feet

(minimum) ñom the center of the drill hole to a separate flare



BILLBARRETTCORPORATION
TYPICAL3,000 0.s.l. BLOWOUTPREVENTER

RILUNGNIPPLE

FILLUPUNE LOWUWE

ANNULAR
PREVEWTF

PI E RAMS

DRILUNGSPOOL

CHECK VALVE

GA8tNG HEA

I KILLLINE.Maimum 2. ToChokeManifold -

I Minimum
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BILLBARRETTCORPORATION
TYPICAL3.000 c.s.l. CHOKE MANIFOLD

•I

AD,/USTABLECHOKE
TABLECHOKE

1TO MUD/GAS5EPARATOR \TO MUD/GAS SEPARATOR BOP STACKOUTLET AND/OR PIT(2 IN. MIN.] \AND/ORPIT(2IN MINJ (3/N



g Bill Barrett Corporation

NINE MILE CEMENT VOLUMES

Pricitly Pear Unit Federal 16-17D-12-15

Surface Hole Data: Calculated Data:

Total Depth: 1,000' Lead Volume: 219.2
Top of Cement: 0' Lead Fill· 700

OD of Hole: 12.250" Tail Volume: 94.0 ft'
OD of Casing: 9.625" Tail Fill. 300

Cement Data: Calculated # of Sacks:

Lead Yield: 1.85 ft*/sk # SK's Lead:

Tail Yield: 1.16 ft*/sk # SK's Tail:

% Excess: 100%

Production Hole Data: Calculated Data:

Total Depth: 7,800' Lead Volume: 1742.9 ft

Top of Cement: 900' Lead Fill: 6,900'

OD of Hole: 8.750"
OD of Casing: 5.500"

Cement Data: Calculated # of Sacks:

Lead Yield: 1 49 fta/sk

% Excess:
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Prickly Pear Unit Federal 16-17D-12-15 Proposed Cementing Program

Job Recommendation Surface Casing

Lead Cement - (700' - O')
Halliburton Light Premium Fluid Weight: 12.7 lbm/gal

2.0% Calcium Chloride Slurry Yield: 1.85 ft3/ sk
0.125 lbm/sk Ploy-E-Flake Total MÌxingFluid: 9.9 Gal/sk

Top of Fluid: 0'
Calculated Fill: 700'

Volume: 78.09 bbl
Proposed Sacks: 240 sks

Tail Cement - (1000' - 700')
Premium Cement Fluid Weight: 15.8 lbm/gal

94 lbm/sk Premium Cement Slurry Yield: 1.16 ft3
Sk

2.0% Calcium Chloride Total Mixing Fluid: 4.97 Gal/ sk
0.125 lbm/sk Ploy-E-Flake Top of Fluid: 700'

Calculated Fill: 300'
Volume: 33.47 bbl

Proposed Sacks: 170 sks

Job Recommendation Production Casing

Lead Cement - (7800' - 900')
50/50 Poz Premium Fluid Weight: 13.4 lbm/gal

3.0 % KCL Slurry Yield: 1.49
ft3

Sk

0.75% Halad®-322 Total Mixing Fluid: 7.06 Gal/sk
3.0 lbm/sk Silicalite Compacted Top of Fluid: 900'
0.2% FWCA Calculated Fill: 6,900'
0.125 lbm/sk Poly-E-Flake Volume: 403.52 bbl
1.0 lbm/sk Granulite TR 1/4 Proposed Sacks: 1530
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BilÎ BRITOft ÛOlfg0FBÌION

PRICKLY PEAR UF #16-17D-12-15
507' FSL, 1436'FEL WELL DETAILS
SECTION 17T12S R15E
CARBON COUNTY, UTAII Name +N/-S +E/-W Northing Easting Latitude Longitude Slot

PRICKLY PEAR UF #16-17D-12-15 0.00 0.00 7086621.62 1989925.10 39°46'04.390N 110°15'23.510W N/A

SECTION DETAILS

See MD Inc Azi TVD +N/-S +E/-W DLeg TFace VSee Target

1 0.00 0.00 78.75 0.00 0.00 0.00 0.00 0.00 0.00
2 1100.00 0.00 78.75 1100.00 0.00 0.00 0.00 0.00 0.00
3 2126.53 20.53 78.75 2104.71 35.50 178.46 2.00 78.75 181.96
4 2842.91 20 53 78.75 2775.58 84.53 424.87 0.00 0.00 433.20
5 4895.98 000 78.75 4785.00 155.53 781.80 l.00 180.00 797.12
6 7485.98 0 00 78.75 7375.00 155.53 781.80 0.00 78.75 797.12 PBHL #16-17D

West(-)/East(+) [300ftlin]

KB ELEVATION: 7475, -130 0 150 300 4 .0 600 750 900
- GR ELEVATION: 7459' 430 ' ' ' ' ' ' ' ' ' ' ' '

0
0 200' TARG T RADIUS

T - SHL
CASING PT y 150-- 507' FSL, 1436' FEL ----...-..

1100 SECTION 17

| KOP
0° 1100 MD Start l uild 2.00 0

1800 I OLD
2105 18 2 (° 2127 14D Start I old

-150 PBHL
660' FSL, 654' FEL

24uó DROP ------ ----- 155.53' N 781.80' E
21°2843 MD Start Drop.-1.00 SECTION 17

2776 433
WAt:ATCH

ÛÛ FORMATION TOP DETAILS

No. TVDPath MDPath Fonnation
NORTH HORN

I 2820.00 2890.27 WASATCH
2 4785.00 4895.98 NORTHHORN

4 UU 3 6525.00 6635.98 DARK CANYON
4 6775.00 6885.98 PRICE RIVER

4785 797 HOLD \
4600 4896 IVU start Bald T

Azimuths to True North
M Magnetic North: 11.86°

400 Magnetic Field
Strength: 52520nT
Dip Angle: 65.65°

f Date: 8/8/2007
0000 Model: bggm2006

DARK CANYON
TOTAL CORRECTION TO TRUE NORTH: 10.73°

6600-
PRICE UVER

7200- - --

6 MD TD Weatliertord'
-630 0 600 1200 1800 2400 Plan: Plan #1 (PRICKLY PEAR UF #16-17D-12-15/1)

Vertical Sect on at 78.75° [1200ftlin] Created By: ROBERT SCOTT Date:
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Weatherford International, Ltd.

PLAN REPORT

Company: BILLBARRETT CORP Date: 8/8|2007 Time: 17:37:Ž7 Page: 1
Field: CARBON COUNTY, UTAH Co-ordinate(NE) Reference: Well: PRICKLY PEAR UF #16-17D-12-15
Site: PRICKLYPEAR #16-17D-12-15 Vertical (TVD) Reference: SITE 7475.0
Well: PRICKLYPEAR UE #16-17D-12-15 Section (VS) Reference: Well (0.00N,0.00E,78.75Azi)
Wellpath: 1 Survey Calculation Method: Minimum Curvature Db: Sybase
Field: CARBON COUNTY, UTAH

Map System:US State Plane Coordinate System 1983 Map Zone: Utah, Central Zone
Geo Datum: GRS 1980 Coordinate System: Well Centre
Sys Datum: Mean Sea Level Geomagnetic Model: bggm2006

Site: PRICKLYPEAR #16-17D-12-15
SECTION 17 T12S R15E
50T FSL, 1436' FEL

Site Position: Northing: 7086621.62 ft Latitude: 39 46 4.390 N
From: Geographic Easting: 1989925.10 ft Longitude: 110 15 23.510 W
Position Uncertainty: 0.00 ft North Reference: True
Ground Level: 7459.00 ft Grid Convergence: 0.80 deg

Well: PRICKLYPEAR UF #16-17D-12-15 Slot Name:
50T FSL, 1436' FEL

Well Position: +N/-S 0.00 ft Northing: 7086621.62 ft Latitude: 39 46 4.390 N
+E/-W 0.00 ft Easting: 1989925.10 ft Longitude: 110 15 23.510 W

Position Uncertainty: 0.00 ft

Wellpath: 1 Drilled From: Surface
Tie-on Depth: 0.00 ft

Current Datum: SITE Height 7475.00 ft Above System Datum: Mean Sea Level
Magnetic Data: 8/8/2007 Declination: 11.86 deg
Field Strength: 52520 nT Mag Dip Angle: 65.65 deg
Vertical Section: Depth From (TVD) +N/-S +E/-W Direction

fl ft ft deg
0.00 0.00 0.00 78.75

Plan: Plan #1 Date Composed: 8/8/2007
Version: 1

Principal: Yes Tied-to: From Surface

Plan Section Information

MD Incl Azim TVD +N/-S +E/-W DLS Build Turn TFO Target
ft deg deg ft ft ft deg/100ft deg/100ft deg/100ft deg
0.00 0.00 78.75 0.00 0.00 0.00 0.00 0.00 0.00 0.00

1100.00 0.00 78.75 1100.00 0.00 0.00 0.00 0.00 0.00 0.00
2126.53 20.53 78.75 2104.71 35.50 178.46 2.00 2.00 0.00 78.75
2842.91 20.53 78.75 2775.58 84.53 424.87 0.00 0.00 0.00 0.00
4895.98 0.00 78.75 4785.00 155.53 781.80 1.00 -1.00 0.00 180.00
7485.98 0.00 78.75 7375.00 155.53 781.80 0.00 0.00 0.00 78.75 PBHL #16-17D

Survey

MD Incl Azim TVD N/S E/W VS DLS Build Turn Comment
it deg deg ft ft ft ft deg/100ft deg/100ft deg/100ft
200.00 0.00 78.75 200.00 0.00 0.00 0.00 0.00 0.00 0.00
300.00 0.00 78.75 300.00 0.00 0.00 0.00 0.00 0.00 0.00
400.00 0.00 78.75 400.00 0.00 0.00 0.00 0.00 0.00 0.00
500.00 0.00 78.75 500.00 0.00 0.00 0.00 0.00 0.00 0.00
600.00 0.00 78.75 600.00 0.00 0.00 0.00 0.00 0.00 0.00

700.00 0.00 78.75 700.00 0.00 0.00 0.00 0.00 0.00 0.00
800.00 0.00 78.75 800.00 0.00 0.00 0.00 0.00 0.00 0.00
900.00 0.00 78.75 900.00 0.00 0.00 0.00 0.00 0.00 0.00

1000.00 0.00 78.75 1000.00 0.00 0.00 0.00 0.00 0.00 0.00 CASING PT
1100.00 0.00 78.75 1100.00 0.00 0.00 0.00 0.00 0.00 0.00 KOP

1200.00 2.00 78.75 1199.98 0.34 1.71 1.75 2.00 2.00 0.00
1300.00 4.00 78.75 1299.84 1.36 6.84 6.98 2.00 2,00 0.00
1400.00 6.00 78.75 1399.45 3.06 15.39 15.69 2.00 2.00 0.00
1500.00 8.00 78.75 1498.70 5.44 27.34 27.88 2.00 2.00 0.00
1600.00 10.00 78.75 1597.47 8.49 42.69 43.52 2.00 2.00
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Weatherford International, Ltd.

PLAN REPORT

Company: BILLBARRETT CORP Date: 8/8/2007 Time: 17:37:27 Page: 2
Field: . CARBON COUNTY, UTAH Co-ordinate(NE) Reference: Well: PRICKLY PEAR UF #16-17D-12-15
Site: PRICKLY PEAR #16-17D-12-15 Vertical (TVD) Reference: SITE 7475.0
Welli PRICKLY PEAR UF #16-17D-12-15 Section (VS) Reference: Well (0.00N,0.00E,78.75Azi)
Welipath: 1 Survey Calculation Method: IVlinimumCurvature Db: Sybase
Survey

MD Incl Azim TVD N/S E/W VS DLS Build Turn Comment
ft deg deg ft ft ft ft deg/100ft deg/100ft deg/100ft

1700.00 12.00 78.75 1695.62 12.21 61.40 62.60 2.00 2.00 0.00
1800.00 14.00 78.75 1793.06 16.60 83.46 85.10 2.00 2.00 0.00
1900.00 16.00 78.75 1889.64 21.65 108.84 110.98 2.00 2.00 0.00
2000.00 18.00 78.75 1985.27 27.36 137.52 140.21 2.00 2.00 0.00
2100.00 20.00 78.75 2079.82 33.71 169.45 172.77 2.00 2.00 0.00

2126.53 20.53 78.75 2104.71 35.50 178.46 181.96 2.00 2.00 0.00 HOLD
2200.00 20.53 78.75 2173.51 40.53 203.73 207.72 0.00 0.00 0.00
2300.00 20.53 78.75 2267.16 47.37 238.13 242.79 0.00 0.00 0.00
2400.00 20.53 78.75 2360.80 54.22 272.52 277.87 0.00 0.00 0.00.
2500.00 20.53 78.75 2454.45 61.06 306.92 312.94 0.00 0.00 0.00

2600.00 20.53 78.75 2548.10 67.90 341.32 348.01 0.00 0.00 0.00
2700.00 20.53 78.75 2641.75 74.75 375.72 383.08 0.00 0.00 0.00
2800.00 20.53 78.75 2735.40 81.59 410.11 418.15 0.00 0.00 0.00
2842.91 20.53 78.75 2775.58 84.53 424.87 433.20 0.00 0.00 0.00 DROP
2890.27 20.06 78.75 2820.00 87.73 440.98 449.62 1.00 -1.00 0.00 WASATCH

2900.00 19.96 78.75 2829.14 88.38 444.25 452.95 1.00 -1.00 0.00
3000.00 18.96 78.75 2923.43 94.88 476.92 486.27 1.00 -1.00 0.00
3100.00 17.96 78.75 3018.28 101.06 507.98 517.93 1.00 -1.00 0.00
3200.00 16.96 78.75 3113.68 106.91 537.40 547.93 1.00 -1.00 0.00
3300.00 15.96 78.75 3209.58 112.44 565.19 576.27 1.00 -1.00 0.00

3400.00 14.96 78.75 3305.96 117.64 591.34 602.92 1.00 -1.00 0.00
3500.00 13.96 78.75 3402.79 122.51 615.83 627.89 1.00 -1.00 0.00
3600.00 12.96 78.75 3500.04 127.06 638.65 651.17 1.00 -1.00 0.00
3700.00 11.96 78.75 3597.68 131.27 659.81 672.75 1.00 -1.00 0.00
3800.00 10.96 78.75 3695.69 135.14 679.30 692.61 1.00 -1.00 0.00

3900.00 9.96 78.75 3794.03 138.68 697.11 710.77 1.00 -1.00 0.00
4000.00 8.96 78.75 3892.66 141.89 713.23 727.20 1.00 -1.00 0.00
4100.00 7.96 78.75 3991.58 144.76 727.65 741.91 1.00 -1.00 0.00
4200.00 6.96 78.75 4090.73 147.29 740.39 754.90 1.00 -1.00 0.00
4300.00 5.96 78.75 4190.09 149.49 751.42 766.15 1.00 -1.00 0.00

4400.00 4.96 78.75 4289.64 151.35 760.75 775.66 1.00 -1.00 0.00
4500.00 3.96 78.75 4389.33 152.86 768.38 783.44 1.00 -1.00 0.00
4600.00 2.96 78.75 4489.15 154.04 774.30 789.47 1.00 -1.00 0.00
4700.00 1.96 78.75 4589.06 154.88 778.51 793.76 1.00 -1.00 0.00
4800.00 0.96 78.75 4689.02 155.38 781.01 796.31 1.00 -1.00 0.00

4895.98 0.00 78.75 4785.00 155.53 781.80 797.12 1.00 -1.00 0.00 NORTH HORN
4900.00 0.00 78.75 4789.02 155.53 781.80 797.12 0.00 0.00 0.00
5000.00 0.00 78.75 4889.02 155.53 781.80 797.12 0.00 0.00 0.00
5100.00 0.00 78.75 4989.02 155.53 781.80 797.12 0.00 0.00 0.00
5200.00 0.00 78.75 5089.02 155.53 781.80 797.12 0.00 0.00 0.00

5300.00 0.00 78.75 5189.02 155.53 781.80 797.12 0.00 0.00 0.00
5400.00 0.00 78.75 5289.02 155.53 781.80 797.12 0.00 0.00 0.00
5500.00 0.00 78.75 5389.02 155.53 781.80 797.12 0.00 0.00 0.00
5600.00 0.00 78.75 5489.02 155.53 781.80 797.12 0.00 0.00 0.00
5700.00 0.00 78.75 5589.02 155.53 781.80 797.12 0.00 0.00 0.00

5800.00 0.00 78.75 5689.02 155.53 781.80 797.12 0.00 0.00 0.00
5900.00 0.00 78.75 5789.02 155.53 781.80 797.12 0.00 0.00 0.00
6000.00 0.00 78.75 5889.02 155.53 781.80 797.12 0.00 0.00 0.00
6100.00 0.00 78.75 5989.02 155.53 781.80 797.12 0.00 0.00 0.00
6200.00 0.00 78.75 6089.02 155.53 781.80 797.12 0.00 0.00 0.00

6300.00 0.00 78.75 6189.02 155.53 781.80 797.12 0.00 0.00 0.00
6400.00 0.00 78.75 6289.02 155.53 781.80 797.12 0.00 0.00 0.00
6500.00 0.00 78.75 6389.02 155.53 781.80 797.12 0.00 0.00
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Weatherford International, Ltd.

PLAN REPORT

Company: BILLBARRETT CORP Date: 8/8/2007 Time: 17:37:27 Page: 3
Field: CARBON COUNTY, UTAH Co-ordinate(NE) Reference: Well: PRICKLY PEAR UF #16-17D-12-15
Site: PRICKLYPEAR #16-17D-12-15 Vertical (TVD) Reference: SITE 7475.0
Well: PRICKLYPEAR UF #16-17D-12-15 Section (VS) Reference: Well (0.00N,0.00E,78.75Azi)
Wellpath: 1 Survey Calculation Method: Minimum Curvature Db: Sybase
Survey

MD Incl Azim TVD N/S E/W VS DLS Build Turn Comment
ft deg deg ft ft ft ft deg/100ft deg/100ft deg/100ft

6600.00 0.00 78.75 6489.02 155.53 781.80 797.12 0.00 0.00 0.00
6635.98 0.00 78.75 6525.00 155.53 781.80 797.12 0.00 0.00 0.00 DARKCANYON

6700.00 0.00 78.75 6589.02 155.53 781.80 797.12 0.00 0.00 0.00
6800.00 0.00 78.75 6689.02 155.53 781.80 797.12 0.00 0.00 0.00
6885.98 0.00 78.75 6775.00 155.53 781.80 797.12 0.00 0.00 0.00 PRICE RIVER
6900.00 0.00 78.75 6789.02 155.53 781.80 797.12 0.00 0.00 0.00
7000.00 0.00 78.75 6889.02 155.53 781.80 797.12 0.00 0.00 0.00

7100.00 0.00 78.75 6989.02 155.53 781.80 797.12 0.00 0.00 0.00
7200.00 0.00 78.75 7089.02 155.53 781.80 797.12 0.00 0.00 0.00
7300.00 0.00 78.75 7189.02 155.53 781.80 797.12 0.00 0.00 0.00
7400.00 0.00 78.75 7289.02 155.53 781.80 797.12 0.00 0.00 0.00
7485.98 0.00 78.75 7375.00 155.53 781.80 797.12 0.00 0.00 0.00 PBHL_#16-17D

Annotation

MD TVD
ft ft

1100.00 1100.00 KOP
2126.53 2104.70 HOLD
2842.91 2775.58 DROP
4895.98 4785.00 HOLD
7485.98 7375.00 PBHL

Targets

Map Map <-- Latitude --> <- Longitude ->

Name Description TVD +N/-S +E/-W Northing Easting Deg Min Sec Deg Min Sec
Dip. Dir. ft ft ft ft ft

PBHL_#16-17D 7375.00 155.53 781.80 7086788.011990704.66 39 46 5.927 N 110 15 13.497 W
-Circle (Radius: 200)
-Plan hit
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SURFACE USE PLAN

BILL BARRETT CORPORATION
Prickly Pear Unit Federal #16-17D-12-15

SWSE, 507' FSL, 1436' FEL, Sec. 17, Tl2S-R15E (surface hole)
SESE, 660' FSL, 654' FEL, Sec. 17, Tl2S-R15E (bottom hole)

Carbon County, Utah

The onsite for this pad was conducted and two producing wells exist on the location (the 15-17-12-15
and 11-17D-12-15). This is an additional well added to the pad and no expansion of the pad is
necessary; therefore, no onsite should be needed for this well.

The dirt contractor will be provided with an approved copy of the surface use plan of operations before
initiating construction.

1. Existing Roads:

a. The proposed well site is located approximately 45 miles from Myton, Utah. Maps
reflecting directions to the proposed well site are included (see Topographic maps A and
B).

b. The use of roads under State and County Road Department maintenance is necessary to
access the Prickly Pear Unit. However, an encroachment permit is not anticipated since
no upgrades to the State or County road systems are proposed at this time.

c. All existing roads will be maintained and kept in good repair during all phases of
operation.

d. Vehicle operators will obey posted speed restrictions and observe safe speeds
commensurate with road and weather conditions.

e. Since no improvements are anticipated to the State, County or BLM access roads, no
topsoil stripping will occur.

f. An off-lease federal right-of-way for the access road and utility corridor is not anticipated
at this time since existing roads are being utilized into the Prickly Pear Unit area. All new
construction will be within the Unit.

2. Planned Access Road:

a. The proposed access (approximately 1050 feet) was built under the APD approved for the
Prickly Pear Unit Federal 15-17-12-15
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Bill Barrett Corporation
Surface Use Plan
Prickly Pear Unit Federal 16-17D-12-15
Carbon County, Utah

3. Location of Existine Wells:

a. Following is a list of wells with surface hole locations within a one-mile radius of the
proposed well:

i. water wells none
ii. injection wells none
iii. disposal wells none
iv. drilling wells none
v. temp shut-in wells one
vi. producing wells eleven
vii. abandoned wells one

b. Topographic Map C may not include all wells noted in A. above if new wells have been
drilled since the date of the plat. An additional map has been included indicating current
locations.

4. Location of Production Facilities (see enclosed "proposed facility layout plats"):

a. Some permanent structures/facilities will be shared between this proposed well and
the additional wells drilled from this pad. Each well will have its own meter run and
separator. Pending the evaluation of completion operations, additional water and/or oil
tanks may be added if necessary.

b. All permanent above-ground structures will be painted a flat, non-reflective Olive
Black to match the standard environmental colors. All facilities will be painted the
designated color at the time of installation. Facilities required to comply with the
Occupational Safety and Health Act (OSHA) may be excluded.

c. Site security guidelines identified in 43 CFR 3162.7-5 and Onshore Oil and Gas Order
No. 3 will be adhered to.

d. A gas meter run will be constructed and located on lease within 500 feet of the wellhead.
Meter runs are housed and/or fenced. All gas production and measurement shall comply
with the provisions of 43 CFR 3162.7-3, Onshore Oil and Gas Order No. 5, and American
Gas Association (AGA) Report No. 3. Use of an electronic flow meter (EFM) for gas
measurement purposes is requested with this application. Use of a flow conditioner
is also being requested (versus straightening vanes).

e. A tank battery exists on this lease and may be modified as per the proposed facility layout
to include additional equipment. All loading lines and valves will be placed inside the
berm surrounding the tank battery or will have a secondary containment vessel. All liquid
hydrocarbon production and measurement shall conform to the provisions of 43 CFR
3162.7-2 and Onshore Oil and Gas Order No. 4 for the measurement of oil. BBC
requests permission to install the necessary production/operation facilities with this
application.

f. Any necessary pits will be properly fenced to prevent any wildlife and livestock entry.

Page
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Bill Barrett Corporation
Surface Use Plan
Prickly Pear Unit Federal 16-17D-12-15
Carbon County, Utah

g. All access roads will be maintained as necessary to prevent erosion and accommodate
year-round traffic as practicable. The roads will be maintained in a safe, useable
condition.

h. The site will require periodic maintenance to ensure that drainages are kept open and free
of debris, ice and snow, and that surfaces are properly treated to reduce erosion, fugitive
dust, and impacts to adjacent areas.

i. A 6-inch, surface-laid gas pipeline (approximately 1019 feet) exists on this location.

5. Location and Type of Water Supplv:

a. Bill Barrett Corporation will use water consistent with approvals granted by the Utah
State Engineer's Office under Application Number 90-1846 (T76109) which expires
March 27, 2008 or an existing water well in Sec. 13, T12S-Rl4E granted by the Utah
State Engineer's Office under Application Number 90-1844 (T75896) which expires
September 5, 2007.

b. Water use for this location will most likely be diverted from Nine Mile Creek, the N¼ of
Section 3, T12S-R14E. Bobtail trucks would haul the water, traveling Prickly Pear road
to Harmon Canyon, traveling north to this point of diversion.

6. Source of Construction Material:

a. The use of materials will conform to 43 CFR 3610.2-3.

b. No construction materials will be taken off-lease.

c. If any additional gravel is required, it will be obtained from a SITLA materials permits or
will be taken from federal BBC locations within the Prickly Pear unit.

7. Methods of Handline Waste Disposal:

a. All wastes associated with this application will be contained and disposed of utilizing
approved facilities.

b. Drill cuttings will be contained and buried on site.

c. The reserve pit will be located outboard of the location along the southeast side of the
pad.

d. The reserve pit will be constructed so as not to leak, break or allow any discharge.

e. If necessary, the reserve pit will be lined with 12 mil minimum thickness plastic nylon
reinforced liner material. The liner will overlay a felt-liner pad only if rock is
encountered during excavation. The pit liner will overlap the pit walls and be anchored
with dirt and/or rocks to hold it in place. No trash, scrap pipe, etc., that could puncture
the liner will be disposed of in the pit. Pit walls will be sloped no greater than 2:1. A
minimum 2-foot freeboard will be maintained in the pit at all times during the drilling and
completion operations.

Page
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Surface Use Plan
Prickly Pear Unit Federal 16-17D-12-15
Carbon County, Utah

f. The reserve pit has been located in cut material. Three sides of the reserve pit will be
fenced before drilling starts. The fourth side will be fenced as soon as drilling is
completed and shall remain until the pit is dry. After the reserve pit has dried, all areas
not needed for production will be rehabilitated.

g. No chemicals subject to reporting under SARA Title III (hazardous materials) in an
amount greater than 10,000 pounds will be used, produced, stored, transported or
disposed of annually in association with the drilling, testing or completion of the well.
Furthermore, no extremely hazardous substances, as defined in 40 CFR 355, in threshold
planning quantities will be used, produced, stored, transported or disposed of in
association with the drilling, testing or completion of the well.

h. Trash will be contained in a trash cage or roll-off container and hauled away to an
approved disposal site as necessary but no later than at the completion of drilling
operations. The contents of the trash container will be hauled off periodically to the
approved Carbon or Uintah County Landfill.

i. Produced fluids from the well other than water will be produced into a test tank until such
time as construction of production facilities is completed. Any spills of oil, gas, salt water
or other produced fluids will be cleaned up and removed.

j. After initial clean-up and based on volumes, BBC will install a tank (maximum size 400
barrel capacity) to contain produced waste water. After first production, produced
wastewater will be confined to a lined pit or storage tank for a period not to exceed ninety
(90) days. Thereafter, produced water will be used in further drilling and completion
activities, evaporated in the pit, or hauled to R & I Disposal, a State approved disposal
facility.

k. Any salts and/or chemicals, which are an integral part of the drilling system, will be
disposed of in the same manner as the drilling fluid.

1. Sanitary facilities will be on site at all times during operations. Sewage will be placed in
a portable chemical toilet and the toilet replaced periodically utilizing a licensed
contractor to transport by truck the portable chemical toilet so that its contents can be
delivered to the Price or Vernal Wastewater Treatment Facility in accordance with state
and county regulations.

m. Any liquid hydrocarbons produced during completion work will be contained in test tanks
on the well location. The tanks will be removed from location at a later date.

n. A flare pit may be constructed a minimum of 110' from the wellhead and may be used
during completion work. In the event a flare pit proves to be unworkable in this
situation, a flare stack will be installed. BBC will flow back as much fluid and gas as
possible into pressurized vessels, separating the fluid from the gas. The fluid will then be
either returned to the reserve pit or placed into a tank. Gas will be then directed into the
flare pit or the flare stack and a constant source of ignition will be on site. This should
eliminate any fires in and around the reserve pit. Natural gas will be directed to the
pipeline as soon as pipeline gas quality standards are met. By eliminating condensate on
the reserve pit and discharge of gas within the reserve pit, potential for damage to the pit
liner will be minimized.

o. Any hydrocarbons floating on the surface of the reserve pit will be removed as soon as
possible after drilling and completion operations are finished.
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Surface Use Plan
Prickly Pear Unit Federal 16-17D-12-15
Carbon County, Utah

p. If hydrocarbons are present on the reserve pit and are not removed shortly after drilling or
completion operations cease, the reserve pit will be flagged overhead or covered with
wire or plastic mesh to protect migrating birds.

8. Ancillary Facilities:

a. Garbage containers and portable toilets are the only ancillary facilities proposed in this
application

9. Well Site Layout:

a. The well will be properly identified in accordance with 43 CFR 3162.6.

b. The rig layout and cross section diagrams are enclosed (see Location Layout and Cross
Section Plats).

c. The pad and road designs are consistent with BLM specifications.

d. The pad has been staked at its maximum size of 407' x 170' with a reserve pit size of
200' x 100'.

e. All surface disturbing activities will be supervised by a qualified, responsible company
representative who is aware of the terms and conditions of the APD and specifications in
the approved plans.

f. All cut and fill slopes will be such thatstability can be maintained for the life of the
activity.

g. Diversion ditches will be constructed, if necessary, around the well site to prevent surface
waters from entering the well site area.

h. The stockpiled topsoil (first 6 inches or maximum available) will be stored in a windrow
on the uphill side of the location to prevent any possible contamination. All topsoil will
be stockpiled for reclamation in such a way as to prevent soil loss and contamination.

i. Pits will remain fenced until site cleanup.

j. If air drilling occurs, the blooie line will be located at least 100 feet from the well head
and will run from the wellhead directly to the pit.

k. Water application may be implemented if necessary to minimize the amount of fugitive
dust.

10. Plan for Restoration of the Surface:

a. Site reclamation for a producing well(s) will be accomplished for portions of the site not
required for the continued operation of the well(s) on this pad.

Page
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Surface Use Plan
Prickly Pear Unit Federal 16-17D-12-15
Carbon County, Utah

b. The operator will control noxious weeds along access road use authorizations, pipeline
route authorizations, well sites or other applicable facilities by spraying or mechanical
removal. A list of noxious weeds may be obtained from the BLM or the appropriate
county extension office. On BLM administered land it is required that a Pesticide Use
Proposal be submitted and approved prior to the application of herbicides, pesticides or
possibly hazardous chemicals.

c. Upon well completion, any hydrocarbons in the pit shall be removed in accordance with
43 CFR 3162.7-1. The reserve pit will be allowed to dry prior to the commencement of
backfilling work. No attempts will be made to backfill the reserve pit until the pit is free
of standing water. Once the reserve pit is dry, the plastic nylon reinforced liner shall be
torn and perforated before backfilling of the reserve pit. Rat and mouse holes will be
filled and compacted from bottom to top immediately upon release of the drilling rig from
location.

d. The reserve pit and that portion of the location not needed for production
facilities/operations will be recontoured to the approximate natural contours. Areas not
used for production purposes will be backfilled and blended into the surrounding terrain,
reseeded and erosion control measures installed. Erosion control measures will be
adhered to after slope reduction. Mulching, erosion control measures and fertilization
may be required to achieve acceptable stabilization. Back slopes and fore slopes will be
reduced as practical and scarified with the contour. The reserved topsoil will be evenly
distributed over the slopes and scarified along the contour. Slopes will be seeded with the
BLM specified seed mix. Reclamation operations for the well pad are expected to require
one week and will begin when the fluids in the reserve pit have evaporated. Seeding will
take place either during the fall (prior to ground frost) or spring (after frost leaves the
ground) months. Restoration of un-needed portions of the pad will commence as soon as
practical after the installation of production facilities.

e. The cut and fill slopes and all other disturbed areas not needed for the production
operation will be top-soiled and revegetated. Prior to reseeding, all disturbed areas will
be scarified and left with a rough surface. The site will then be seeded and/or planted as
prescribed by the BLM. The BLM recommended seed mix will be detailed within their
approval documents. Topsoil salvaged from the drill site and stored for more than one
year will be placed at the location indicated on the well site layout drawing and graded to
a depth optimum to maintain topsoil viability, seeded with the BLM prescribed seed
mixture and covered with mulch for protection from wind and water erosion and to
discourage the invasion of weeds.

f. Salvaged topsoil from the road (if any) and the drill site will be evenly re-spread over cut
and fill surfaces not actively used during the production phase. Upon final reclamation at
the end of the project life, topsoil spread on these surfaces will be used for the overall
reclamation effort.

I l. Surface and Mineral Ownership:

a. Surface ownership - Federal under the management of the Bureau of Land Management -

Price Field Office, 125 South 600 West, Price Utah 84078; (435) 636-3600.

b. Mineral ownership - Federal under the management of the Bureau of Land Management
- Price Field Office, 125 South 600 West, Price Utah 84078; (435) 636-3600.

Page
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Surface Use Plan
Prickly Pear Unit Federal 16-17D-12-15
Carbon County, Utah

- - -

12. Other Information:

a. Montgomery Archaeological Consultantshas conducted a Class III archeological survey.
A copy of the report has been submitted under separate cover to the appropriate agencies
by Montgomery as MOAC Report No. 05-447 dated October 21, 2005.

b. BBC will identify areas in our drilling program where fluids escaping the wellbore and
exiting onto a hillside might occur. In those cases, BBC will be ready with cement and/
or fluid loss compounds (types of lost circulation fluids) to heal up vags and cracks.
Upon individual evaluation of the proposed well sites, BBC may air drill the hole to
surface casing depth if necessary.

c. A combustor may be installed at this location for control of associated condensate tank
emissions. A combustor ranges from 24" to 48" wide and is approximately 10' tall.
Combustor placement would be on existing disturbance and would not be closer than 100'
to any tank or wellhead.

Page
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#11-17D-12-15 & #16-17D-12-15
SECTION 17, T12S, R15E, S.L.B.&M.

scA c:
DATE: 04-1
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il-t1REVISED:08 n rox.
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NO TES:
Dev. Ungraded Ground At µ5-17 Loc. Stoke = 7460.7'

UINTAH ENGINEERIK & LAND SURVEYINGFINISHED GRADEELER AT †5-17 LOC STAXE = 7459.4 as s. a.. a... - v....«. or.x**•vs • rsas>
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OPERATOR CERTIFICATION

Certification:

I hereby certify that I, or someone under my direction supervision, have inspected the drill site and access
route proposed herein; that I am familiar with the conditions which currently exist; that I have full
knowledge of state and Federal laws applicable to this operation; that the statements made in this APD
package are, to the best of my knowledge, true and correct; and that the work associated with the operations
proposed herein will be performed in conformity with this APD package and the terms and conditions under
which it is approved. I also certify that I, or the company I represent, am responsible for the operations
conducted under this application. These statements aresubject to the provisions of 18 U.S.C. 1001 for the
filings of false statements.

Executed this day of /g/f 2007
Name: Tracey Fallang
Position Title: Regulatory Analyst
Address: 1099 18* Street, Suite 2300, Denver, CO 80202
Telephone: 303-312-8134
Field Representative Fred Goodrich
Address: 1820 W. Hwy 40, Roosevelt, UT 84066
Telephone: 435-725-3515
E-mail:

Tracey onm



BILL BARRETT CORPORATION
PRICKLY PEAR UNIT FEDERAL #15-17-12-15,

#11-17D-12-15 & # 16-17D-12-15
LOCATED IN CARBON COUNTY, UTAH

SECTION 17, T125. R15E, S.L.B.&M.

PHOTO: VIEW FROM CORNER #5 TO LOCATION STAKE CAMERA ANGLE: NORTHWESTERLY

PHOTO: VIEW FROM BEGINNING OF PROPOSED ACCESS CAMERA ANGLE: NORTHERLY

Z LOCATIONPHOTos 09 2 1 05 moro
85 South 200 East Vemal, Utah 84078 10NT DAY YEAR

see iss4 435-789-1017 uels@uelsinc.com TAKENRY:B.B. DRAWNBY:C.P. REV:07-31-07



O O
BILL BARRETT CORPORATION I iFIGURE #i

LOCATION LAYOUT FOR
PRICKLY PEAR UNIT FEDERAL#15-172T2-15,

#11-17D-12-15 & #16-17D-12-15
SECTION 17, T12S, R15E, S.L.B.&M.

C-0.4' sound corners / 5
SCALE: 1" = 60' B. 59.8- as Needed
DATE: 04-14-06
DRAWN BY: P.M.

REVISED: 08-01-07
151¡¡¡ rox.

Appro×.
F

le
S pe

NOTE.
Cut Slope '

Elare Pit is to be located
a rnin. of 100' frorn the '
Wel/ Head

PPE RACKS

er er 6 ' C-0.6' sy 0' C-4.5 E 5 ' o SO

;- E/. 60.8'
10 45 DOG HOUSE 125' S 2+10E/. 73. 6 I i

C-22.2' - J' F- 9. 4'
p

-- E/. 60. 7' B. 50. O'

PUMP
RESERVE RT TOILETO

3 DEEP MUD SHED

HOPPER

POWER

o
Tota/ Pit C

TOOLS

W/2' of Ereeboard
= 16,8JO Bh/s.± FUEL
Total Pit Volume

4, 910 Cu. Yds
o

C·-2 O' STORAGE
-- --- E/. 61.4' TANK

B 7 a 5Z J'

S 0±_00

o/7 stockp,7,
F-10.4'

B. 61.7' B. 49.0'

NO TES:
Elev. Ungraded Ground At /15-17 Loc. Stoke = 7460.7

> UINTAH ENGINEERING & LAND SURVEYINGRN/SHED GRADE ELEV AT /75-17 LOC. STAKE = 7459.4
85 So. ßOO East * Yernal, Utah 84078 * (435)
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BILL BARRETT CORPORATION

o TYPICAL CROSS SECTIONS FOR
X-Section

ggggscale PRICKLY PEAR UNIT FEDERAL #15-17-12-15= EYO#11-17D-12-15 & #16-17D-12-15
1" = 100' SECTION 17, T12S, R15E, S.L.B.&M.

DATE: 04-14-06 SW 1/4 SE 1/4
DRAWN BY: P.M. ":

REVISED: 08-01-07 Preconstruction
Grade

45' 125'

STA. 4+07

10'- 100' 45' 125'
/15-17
LOCAT/0N STAKE

STA. 2+00

100' 45°
125'10'

Slope = 1 1/2: 1

I II I Il
STA. 0+50

155' 125'

..
..-...-

--- - Einished Grade
CUT '

sra. osoo

APPROX/MATE ACREAGES
WELLS/TE O/S1URBANCE = ±J.0J9 ACRES

NOTE:
. ACCESS ROAD DISTURBANCE = ±0.691 ACRESTopsoll should not be * NOTE:Stripped Below Finished P/PEL/NE O/STURBANCE = ±0.427 ACRES FILL QUANT/TY/NCLUDESGrade on Substructure Area.

TOTAL = ±4.157 ACRES 5X FOR COMPACT/ON

APPROXIMATE YARDAGES EXCESS MATERIAL = 6,850 Cu. Yds.
Topsoil & Pit Backfill = 4,590 Cu. Yds.

CUT (1/2 Pit Vol.)
(6") Topsoil Stripping = 2, 1JO Cu. Yds.

EXCESS UNBALANCE = 2,260 Cu. Yds.Rernaining Location = 15,J60 Cu. Yds. (After Interirn Rehabilitation)
TOTAL CUT = 17,490 CU.YDS.

IIINTAH ENGINEERING & LAND SURVEYINGFILL = 10,640 CU.YDS. es so. zoo rest * vernaz. utua e4ove * (sss>
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14 15
F E

MYTON 31.8 MI. +/-

e \ HIGHWAY 40 30.3 MI. +/-

s.o DUCH SNE CO.
CARBO CO.

,7 e SEE TOPO "B"
287 • / / 'a

1.7 MI. +/-b ¡ 3.g

PROPOSED LOCATION:
PRICKLY PEAR UNIT FEDERAL
#15-17-12-15, #11-17D-12-15 & #16-17D-12-15

T12S
T13S

LEGEND: BILL BARRETT CORPORATION
PROPOSED LOCATION N PRICKLY PEAR UNIT FEDERAL

#15-17-12-15, #11-17D-12-15, & #16-17D-12-15
SECTION 17, T12S, R15E, S.L.B.&M.

-
SW 1/4 SE 1/4

Uintah Engineering & Land Surveying TOPOGR A PH I C 0 21 0585 South 200 East Vernal, Utah 84078 M A P ONT DAY YEAR(435) 789-1017 * FAX (435) 789-1813

SCALE:1:100,000 DRAWNBY:C.P. REV:07-31-07
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LEGEND: BILL BARRETT CORPORATION

EXISTING RO N PRICKLY PEAR UNIT FEDERAL
----------- g/gd ACCESS ROAD #15-17-12-15, #11-17D-12-15, & #16-17D-12-15

SECTION 17, T12S, R15E, S.L.B.&M.
SW 1/4 SE 1/4

- Uintah Engineering & Land Surveying TOPOGR A PH I c 09 21 05 |85 South 200 East Vernal, IJtah 84078 M A P MONT DAY YEAR(435) 789-1017 * FAX (435) 789-1813
SCALE:1" = 2000' DRAWNBY:C.P. REV:07-31-07
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WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 08/14/2007 API NO. ASSIGNED: 43-007-31321

WELL NAME: PPU FED 16-17D-12-15

OPERATOR: BILL BARRETT CORP ( N2165 ) PHONE NUMBER: 303-312-8134

CONTACT: TRACEY FALLANG

PROPOSED LOCATION: INSPECT LOCATN BY: / /
SWSE 17 120S 150E .

Tech Review Initials Date
SURFACE: 0507 FSL 1436 FEL

5Íl BOTTOM: 0660 FSL 0654 FEL Engineering

COUNTY: CARBON Geology
LATITUDE: 39.76788 LONGITUDE: -110.2555

UTM SURF EASTINGS:563765 NORTHINGS: 4402050 Surface

FIELD NAME: UNDESIGRATED ( 2 )

LEASE TYPE: 1 - Federal

LEASE NUMBER: UTU-73006 PROPOSED FORMATION: PRRV

SURFACE OWNER: 1 - Federal COALBED METHANE WELL? NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

\/ Plat R649-2-3.

/' Bond: Fed[1] Ind[] Sta[] Fee[]
Unit: PRICKLY PEAR

(No.WYBOOOO40 )
Potash (Y/N) R649-3-2. General

Oil Shale 190-5 (B) or 190-3 or 190-13 Siting:460 From Otr/Qtr & 920' Between Wells

'
Water Permit R649-3-3. Exception

No. 90-1846 )
Drilling Unit

RDCC Review (Y/N)
Board Cause No: ,$61;-/

(Date: )
Eff Date: 0---/6.ggge

Fee Surf Agreement (Y/N) Siting: gg¿ g -) rg

Intent to Commingle (Y/N)
L R649-3-11. Directional Drill

COMMENTS:



T12S R15E

BHL
I GD R LS PRICKLY PEAR

PRICKLEY PEAR UNIT O* usrsons
CAUSE: 256-1 I 12-16-2004

NINE MILE CANYON FIELD

ggg Blu. PRICKLY A
FRICKLY FEAR

5- GB 7L IIII

G1

PEARUST5-16

i

/ LP 12 15 PPU FED KM7D [2 15 U ST tN6 *

a PPU FED 7 [70 2 15
PPU FEDbl7D 15
PPU FED9 U-a 5

mr FED16MDag PIUCKLYPEAR U FEDH-UD-2-15 10 IGO EAR ST 16 15

i g PRICKLY PEAR U FED 15-17-12-15

PRICKLYPEAR
U FED 1-20-G-15

PPU FED H-20D 0-15
PRICKLY *
PEAR UNir 25-2

I
OPERATOR: BILL BARRETT CORP (N2165)

UT A H

SEC:17 T.12S R.15E DNR
FIELD: UNDESIGNATED (002)

COUNTY: CARBON
WeHs Status

CAUSE: 256-1 / 12-16-2004 y GAS INJECTION
GAS STORAGE OIL, GAS & MINING
LOCATION ABANDONED
NEW LOCATION NField Status Unit Status PLUGGED & ABANDONED

ABANDONED ["""]EXPLORATORY PRODUCING GAS
ACTIVE G S LRAGE OD IN OIL

COMBINED NF SECONDARY SHUT-IN OIL W E
INACTIVE [ ¯] PENDING TEMP. ABANDONED
PROPOSED PI OIL

o TEST WELL

RM TED
G

RML & WATER INJECTION S
PP OIL g WATER SUPPLY PREPARED BY: DIANA MASON
SECONDARY WATER DISPOSAL DATE: 15-AUGUST-2007
TERMINATED
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United States Department of the Interior

BUREAU OF LAND MANAGEMENT
Utah State Office

P.O. Box 45155
Salt Lake Cit:7, Utah 84145-0155

IN REPLY REEER TO:
3160
(UT-922)

August 16, 2007

Memorandum

To: Assistant Field Office Manager Resources,
Moab Field Office

From: Michael Coulthard, Petroleum Engineer

Subject: 2007 Plan of Development Prickly Pear Unit
Carbon County, Utah.

Pursuant to email between Diana Whitney, Division of Oil, Gas and
Mining, and Mickey Coulthard, Utah State Office, Bureau of Land
Management, the following wells are planned for calendar year
2007 within the Prickly Pear Unit, Carbon County, Utah.

API# WELLNAME LOCATION

(Proposed PZ Wasatch/MesaVerde)

43-007-31322 PPU St 10-16D-12-15 Sec 16 T12S R15E 0510 FSL 2512 FEL
BHL Sec 16 T12S R15E 1997 FSL 1992 FEL

43-007-31321 PPU Fed 16-17D-12-15 Sec 17 T12S R15E 0507 FSL 1436 FEL
BHL Sec 17 T12S R15E 0660 FSL 0654 FEL

This office has no objection to permitting the wells at this
time.

/s/ Michael .L. Coulthard

bcc: File - Prickly Pear Unit
Division of Oil Gas and Mining
Central Files
Agr. Sec. Chron
Fluid Chron



State AUtah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER
Executive Director

JON M. HUNTSMAN, JA
DIViSÎOH Of Oil Gas and Mining

Governor JOHN R. BAZA
Division Director

GARY R. HERBERT
Lieutenant Governor

August 16, 2007

Bill Barrett Corporation
1099 18th St., Ste. 2300
Denver, CO 80202

Re: Prickly Pear Unit Federal 16-17D-12-15 Well, Surface Location 507' FSL, 1436' FEL,
SW SE, Sec. 17, T. 12 South, R. 15 East, Bottom Location 660' FSL, 654' FEL, SE SE,
Sec. 17, T. 12 South, R. 15 East, Carbon County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann.§ 40-6-1 et seq., Utah
Administrative Code R649-3-1 et seq., and the attached Conditions of Approval, approval to drill
the referenced well is granted.

This approval shall expire one year from the above date unless substantial and continuous
operation is underway, or a request for extension is made prior to the expiration date. The API
identification number assigned to this well is 43-007-31321.

Sincerely,

Gil Hunt
Associate Director

pab
Enclosures

cc: Carbon County Assessor
Bureau of Land Management, Moab Office

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114-5801
telephone (801) 538-5340 • facsimile (801) 359-3940 • TTY (801) 538-7458 • wwwogm.utah.gQv OIL, GAS &
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Operator: Bill Barrett Corporation
Well Name & Number Prickly Pear Unit Federal 16-17D-12-15
API Number: 43-007-31321
Lease: UTU-73006

Surface Location: SW SE Sec. 17 T. 12 South R. 15 East
Bottom Location: SE SE Sec. 17 T. 12 South R. 15 East

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas
Conservation General Rules, and the applicable terms and provisions of the approved
Application for permit to drill.

2. Notification Requirements
Notify the Division within 24 hours of spudding the well.
• Contact Carol Daniels at (801) 538-5284

Notify the Division prior to commencing operations to plug and abandon the well.
• Contact Dustin Doucet at (801) 538-5281 (801) 733-0983 home

3. Reporting Requirements
All required reports, forms and submittals will be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting approval of
change of plans or other operational actions.

4. State approval of this well does not supersede the required federal approval, which must be
obtained prior to drilling.

5. In accordance with Utah Admin. R.649-3-11, Directional Drilling, the operator shall submit
a complete angular deviation and directional survey report to the Division within 30 days
following completion of the



' e CONFilENTIALg
*°*

Foun3160-3 FORMAPPROVE C
(August2007) 0MBNA '

UNITED STATES Mrs

DEPARTMENTOF THE INTERIOR 5. LeaseserialNo
BUREAUOFLAND MANAGEMENT UTU-73006

6. IfIndian,AlloteeorTribeNameAPPLICATIONFOR PERMITTO DRILL ORREENTER N/A

la. Typeofwork: DRILL QREENTER 2 IfUnitor CAAgreement,NameandNo.
Prickly Pear / UTU-079487

8. LeaseNameandWellNo.
Ib. TypeofWell: 08 Well GmWellO=r Osinstez-e O MultipleZone PricklyPear UnitFederal 16-17D-12-15

1 Nameof OperatorBillBarrett Corporation 9 API WellNo,
a psoy 5/3.1/

3a.Address 1099 18th Street, Suite 2300 3b. PhoneNo.(indudearea code) 10 Fieldand Pool,or Exploratory
Denver, CO 80202 303-312-8134 Nine Mile/Wasatch-Mesaverde

4. Locationof Well(Reportlocationclearly and in acamince with myStaterepiremed.*) I l. Sec.,T.R.M.or Blk.andSurveyorArea

At surface SWSE, 507' FSL, 1436' FEL Sec. 17, T128-Ri5E

At proposedprod.zone SESE, 660' FSL, 654' FEL,Sec. 17

14. Distanceinmilesanddirectionfromnearesttownorgat alfge* 12.CountyorParish 13.State
approximately40 miles northeast of Wellington,Utah Carbon County UT

15, s cefronm posed*
507' SH / 660' BH 16.No.of acresinlease 17 SpacingUnitdedicatedto thiswell

propertyorleaseline,ft 2054.68 40 acres
(Alsotonearestdrig.unitline,ifany)

18. Distancefromp osedlocation*
16' SH / 860' BH 19.ProposedDepth 20. BLM/BIABondNo.onfileappnlÊ

or n this
lin pleted, 7800' Nationwide Bond #WYBOOOO40

21. Elevations(ShowwhetherDF,KDB,RT GL,etc.) 22, Approximatedateworkwillstart* 23. Estimatedduration
7459' graded ground 09/15/2007 45 days

24. Attachments
Thefollowing,completedinaccordancewith therequirementsof OnshoreOilandGasOrderNo.1,mustbe attachedtothisform:

1. Wellplatcertifiedbya registeredsurveyor. 4. Bondtocover the operationsunlesscoveredbyanexistingbondon file(see
1 ADrillingPlan. Item20above).
3. A SurfaceUse Plan (if the locationis onNationalForestSystemLands,the 5. Operatorcertification

SUPO mustbefiledwiththeappropriateForestServiceOffice). 6. Suchothersitespecificinformationand/orplansasmayberequiredbythe
BLM.

25. Signature Name (Printed/Typed) Date
/ Tracey Fallang 08/13/2007

Tide
Environmental/Regula Analyst

Approvedby(Signature) /3/ 4.LynnJ3Ckson
Name(Print ¢4.LynnJackson

Date

Ti* AscistantFielr;Manager office DivlslonofResources

Applicationapprovaos t a n or M daW..?,îcantholdslegalorequitabletitle
o0tho

er ht
in0 Cb

ectleasewhichwouldentitletheapplicantto
conductoperationsthereon.
Conditionsofapproval,if any,areattached.

Title18U.S.C.Seedon1001andTide43 U.S.C.Section1212,makeit a crimeforanypersonknowinglyandwillfullytomaketoany departmentor agencyofthe United
Statesanyfalse,fictitiousorfraudulentstatementsor representationsasto anymattere a jurisdiction.

(Continued on page 2) *(Instructions on page 2)

CONDITIONSOFAPPROVALATTRË\VED
SEP20 2007

DKOFOL,GAS&



BILL BARRETT CORPORATION ~

T12S, Ri5E, S.L.B.&M. Well location, PRICKLY PEAR UNIT FEDERAL#16-17D-12-15, located as shown in the -

SW 1/4 SE 1/4 of Section 17, T12S, R15E,
S89°50'W

- 5282.64' (G.L.O.) S.L.B.&M., Carbon County, Utah.
BASIS OF ELEVATION

COTTON TRIANGULATIONSTATION, LOCATED IN THE NW 1/4 OF
SECTION 31, T12S, R16E, S.L.B.&M., TAKEN FROM THE TWIN
HOLLOW,CARBON COUNTY, QUADRANGLE,7.5 MINUTE QUAD.
(TOPOGRAPHIC MAP) PUBLISHED BY THE UNITED STATES
DEPARTMENTOF THE INTERIOR, GEOLOGICALSURVEY. SAID
ELEVATIONIS MARKED AS BEING 7386 FEET.

BASIS OF BEARINGS
BASIS OF BEARINGS IS A G.P.S. OBSERVATION.

I

o o oo o O - o

oz SCALE

titiligity
THIS IS TO CERTIFYTHAT THE ABO ROM

PR/CKLY PEAR UN/T FIELDNOTES OF ACTUALSURVEYS

Bott SUPERVISIONAND THAT THE SA AND CO THEFEDERAL/16-170-12-15 Holeom
BEST OF MY KNOWLEDGEAND B • g

Brass Cy

Elev. Ungraded Ground = 74
1436' (Comp.) TE

NB9°48'52"E
- 5227.44' (Meas.) og g,as. UINTAH ENGINEERING & LAND SURVEYINGI Cap. 2.0' High

o 85 SOUTH 200 EAST - VERNAL, UTAH 84078

LEGEND: (NAD 83) (435) 789-1017

LATITUDE= 39 46'04.39" (39.767886) SCALE DATE SURVEYED: DATE DRAWN:
= 90 SYMBOL LONGITUDE= 110 15'23.51" (110.256531) 1 = 1000 07-31-07 08-01-07

(NAD 27) PARTY REFERENCES
= PROPOSED WELL HEAD LATITUDE = 39 46'04.52" (39.767922) D.R. K.A. P.M. G.L.O. PLAT

A = SECTION CORNERS LOCATED. LONGITUDE= 110 15'20.95" (110.255819) WEATHER FILE

HOT BILL BARRETT



BillBarrett Corporation
Prickly Pear Unit Federal 16-17D-12-15
Prickly Pear Unit
Lease, Surface: UTU-73006

Bottom-hole: UTU-73006
Location. Surface: SW/SE Sec. 17, T12S, R15E

Bottom-hole: SE/SE Sec. 17, T12S, R15E
(Co-located APDs: Prickly Pear Unit Federal 15-17, 11-17D, and 16-17D)

Carbon County, Utah

A COMPLETE COPY OF THIS APPROVED PERMIT and Conditions of Approval shall be
maintained on location during all construction and drilling operations, and shall be
available to contractors to ensure compliance.

CONDITIONS OF APPROVAL

Approval of this application does not warrant or certify that the applicant holds legal or equitable
title to those rights in the subject lease which would entitle the applicant to conduct operations
thereon.

Be advised that BillBarrett Corporation is considered to be the operator of the above well and is
responsible under the terms and conditions of the lease for the operations conducted on the
leased lands.

Bond coverage for this well is provided by WYBOOOO40(Principal -- BillBarrett Corporation) via
surety consent as provided for in 43 CFR 3104.2.

This office will hold the aforementioned operator and bond liable untilthe provisions of
43 CFR 3106.7-2 continuing responsibility are met.

This permit will be valid for a period of two years from the date of approval. After permit
termination, a new application must be filed for approval.

All lease operations willbe conducted in full compliance with applicable regulations
(43 CFR 3100), Onshore Oiland Gas Orders, lease terms, notices to lessees, and the approved
plan of operations. The operator is fully responsible for the actions of his subcontractors.
Failure to comply with the provisions of this permit, including applicable regulations, stipulations,
and/or approval conditions, will be considered a violation subject to the enforcement provisions
of 43 CFR Subpart



A. DRILLING PROGRAM

1. The proposed 3M BOP system is adequate for anticipated conditions.
Installation, testing and operation of the system shall be in conformance with
Onshore Oiland Gas Order No. 2.

2. Concurrent approval from the State of Utah, Division of Oil,Gas & Mining
(DOGM) is required before conducting any surface disturbing activities.

3. The proposal included a provision for using minor amounts of diesel in the drilling
fluid system. Diesel may be added to the system only after cementing the surface
casing into place.

4. The proposal included options for using one of three different grades of
production casing. Any of the three options may be used.

5. The production casing shall be cemented into place such that the top-of-cement
extends a minimum of 100 feet into the surface casing, leaving no annular space
exposed to open-hole. This shall be verified by a cement bond log (CBL) or other
appropriate tool for determining top-of-cement, unless cement is circulated to
surface.

6. If logging reveals that the cementing objectives were not met, remedial cementing
will be required.

7. Locally, the Green River Formation is known to contain oil, gas, oilshale and tar
sand deposits. However, the lateral occurrence, distribution and grade of the oil
shale and tar sand deposits are not well defined. The operator shall pay
particular attention to this section, and shall attempt to identify and describe any
of these resources that may be penetrated. Any information obtained on these
resources shall be included as part of the Well Completion



SEP-14-2007 11:53 FROM:BLM PRIŒ UTAH 4356363657 TO:4352592158 P.7 34

UNITED STATES DEPARTMENT OF THE INTERIOR
BUREAUOF LAND MANAGEMENT

Price Field Office
Price, Utah

SURFACE USE
CONDITIONS OF APPROVAL

ProjectName: Prickly Pear UnitDrilling

Operator: Bill Barrett Corporation

Well:

Lease
Eg[gg, Number Section SH TWPIRNG Number

PricklyPear Federal 16-17D-12-15 17 128/15E UTU-73006

I Site Specific conditionsof Approval

1. A pre-construction field meeting may be conducted prior to beginning any dirt
work approvedunder this APD. The operator shall contact the BLM Authorized
Officer Don Stephens @435-636-3608 at least 48-hours prior to beginning
operations so that the meetingcan be scheduled. The operator is responsible for
having all contractors present (dirtcontractors, drillingcontractor, pipeline
contractor,project oversight personnel, etc.) includingthe overall fieldoperations
superintendent,and forprovidingall contractors copiesof the approvedAPD(s),
project map and BLM Conditionsof Approval pertinent to the work that each will
be doing.

2. Pleasecontact Don Stephens, Natural Resource Specialist, (435) 636-3608,
Bureau ofLandManagement,Price Field Office, if thereare any questions
conceming these surfaceuse COAs.

3. The following appendices are attached for your reference. They are to be
followedas conditions of approval:

SM-A, SeedMixturefor Berms,Topsoil Piles, Pad



SEP-14-2007 11:53 FROM:BLMPRIŒ UTAH 4356363657 TO:4352592158 P.8734

SM-B,ScodMixture for Pinal Reclamation (buriedpipelines,
abandonedpads, roads, etc.)
TMC1,BrowseHand PlantingTubclingMixtures
Lease Stipulations;see attached Table2.3 fromEA for West Tavaputs
Platean Drilling Program.
Applicant-committed environmental protection measures, see attached
Appendix B

4. The area that encompasses the well locationand road is environmentally sensitive
including fragile soils and vegetation. The operator may be required to perform
special measures such as mulching, erosion fencing, use of erosion fabric, etc. per
the direction of the BLM Authorized Officer to stabilize any disturbed areasand
ensure the reestablishmentof long-termperennial vegetation.

5. Theoperatorwill be responsible for performingany remediation and/ornecessary
road upgrading(e.g. elevating, surfacing, culverts, low-watercrossings,water-
wings, surfàcing, etc.) as directedby theBLMAuthorized Officer, resulting from
untimclyaccess.

6. All equipmentand personnel usedduringdrillingand construction activities will
be restrictedto only approve accessroads.

7. If the well is productive and atitercompletionoperations, the road will be
upgraded to a Resonree Road status in accordance with the Surface Operating
Standards for Oll & Gas Erploration and Development, FourthEdition and/or
BLMManualSection9113 concerning road construction standardson projects
subject to fëderal jurisdiction,

8. All permanent above-ground structures (e.g., production equipment, tanks, etc.)
not subject to safety requirementswill be painted to blend with the natural color
of the landscape. The paint used will be a color which simulates "Standard
EnvironmentalColors." The color sc1ceted for the Peter's Point Federal 16-17D-
12-15 well is Olive Black, SWA20-6. All faciliticswill be painted the designated
color at the time of installation,

9. All trees salvaged from the constructionof the well pad will be clearlysegregated
from the spoil material, to preventburyingof trees in the spoil material.

10.No salvaged trees will be pushed up against live trees or buried in the spoil
material.

11. All areas not needed for production of the well will be reclaimed within 90 days
of completion if weather conditions are favorable, unless the BLM Authori2ed
Officergives an extension.

12. Reservc pits will be closedas soon as possible, but no later than 90 days from
time of drilling/well completion, unless the BLM Authorized Officer gives an
extension. Squeezing of pit fluids and cuttings is prohibited. Pits must be dry
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fluids or they must be removed via vac-truck or other environmentallyacceptable
method prior to backfilling,re-contouringand replacementof topsoil. Mud and
cuttings left in pit must be buried at least 3-feet below re-contoured grade. The
operator will be responsible for re-contouringanysubsidencearcas that develop
from closing a pit before it is sufficientlydry. The operator shall contact the
BLM Authorized Ofneer Don Stephens @ 435-636-3608 at least 48-hours
prior to the filling and reclamation of pits and the start of any reclamation
such as recontouring and reseeding.

13.The operator will drill seed on the contour to a depth of 0.5 inch, followed by
cultipactionto compactthe seedbed, preventing soil and seed losses. To maintain
quality and purity, the current years tested, certified seed with a minimum
germination rate of 80% and a minimum purity of 90% will be used, Seeding
shall be done after the frost has left the ground and prior to May 15.

14. A Paleontologist acceptable to the BLM will monitor during surface disturbing
activities. If paleontologic resources are uncovered during surface disturbing
activities, the paleontologist shall immediately notify the Authorized Officer
(AO). The AO will arrange for a determinationof significanceand, if necessary,
recommenda recoveryor avoidanceplan.

15. The pipeline(s) shall be buried.

16. During the activities of mad maintenance, new road construction or the
construction of well pads, if any standing live or dead trees are damaged, cut
down or knocked over by grading or construction equipment,actions would be
taken to remove excessivevegetationfrom the road or pad edge. These materials
would either be chipped on site and dispersed along the road or pad edge or
hauled to BLM approved locations and piled for disposal in a manner that would
not present a fuel hazard. Piles must be located in openings so that no pile would
be within 30 feet of standing live trees. The piled vegetation must also be located
adjacent to and accessible by road.

17. An impermeable liner shall be used in the containment area of all permanent
condensate and water tanks.

18. Gas shall be measured on the well pad unless the BLM Authorized Officer
authorizesanother location.

19.lf the well has not been spudded by June 2, 2011 the APD will expire and the
operator is to cease all operations related to preparing to drill the well.

20. The Mexican Spotted Owl ConservationMeasures to avoid
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a. Employbest available technologyon productionwells and compression
equipment within .5 miles of canyonhabitat model.

b. Upon discoveryof individualsor sightings of this species,halt
construction/drilling activities and notify authorizedofficial.

21. No construction/drillingactivities shall occur during the time of the year
November 1 throûghMay 15 for sage-grousewinterhabitat.

22. Mule deer on critical winter ranges shall be protected by seasonal restrictions on
construction from November 1 through May 15 where federal permits are
required.

23. Elk on high priority and critical winter ranges would be protected by seasonal
restrictions on construction from November 1 throughMay IS.

24. BBC shall participate in a wildlife enhancement project to improve habitat for
mule deer and elk. A project to be determined with BLM, Utah Division of
Wildlife Resourcesand BBC.

H Standard Conditions of Approval

A. Ocucral

I. If any cultural values [sites, artifacts, human remaius] are observed during
operation of this leasc/permit/right-of-way,they will be left intact and the Price
Field Manager notified. The authorizcdofficorwill conduct an cvaluation of the
cultural values to establish appropriate mitigation, salvage or treatment. The
operator is responsible for informing all persons in the area who are associated
with this project that they will be subject to prosecution for knowinglydisturbing
historic or archaeological sites, or for collecting artifacts. If historic or
archaeological materials are uncovered during construction, the operator is to
immediatelystop work that might further disturb such materials, and contact the
authorized BLM officer (AO). Within five working days the AO will inform the
operator as to:

• whether the materials appear eligible for the NationalRegisterof
Historic Places;

• the mitigation measures the operator will likely have to undertake
before the site can be used (assuming in situ preservation is not
necessary); and,

• a time-frame for the AO to complete an expedited review under 36
CFR 800.11 to confirm, through the State Historic Preservation
Of15cer,that the fmdings of the AO äre correct and that mitigation is
appropriate. The AO will provide technical and proceduralguidelines
for tbe conduct of mitigation, Upon verification from the AO that
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required mitigation has been completed, the operator will then be
allowed to resumc construction measures.

2. The operatorshall restrict travel on unimproved roads duringperiods of inclement
weather or spring thaw when the possibility exists for excessive surfaceresourec
damage (e.g., rutting in excess of 4-inches, travel outside roadway, etc.).

3. The Companies will provide georeferenced spatial data depicting as-built
locations of all faciljties, wells, roads, pipelines, power lines, and other related
facilities to the BLM by November 1 of each year until completion of project
construction activities has occurred.

4. If any dead or injured threatened, endangered, proposed, or candidatespeciesis
located during construction or operation, the BLM Price Field Office (435-636-
3600) shall be notified within 24 hours.

5. The Company will conduct cicarance surveys for threatened, endangered or other
special.concern species at the optimum time. This will require coordinationwith
the BLM before November 1 annually to review the potential for disturbance and
to agreeon inventoryparameters.

B. Construction

1. The operator will limit vegetation removal and the degree of surface disturbance
wherever possibic. Where surface disturbance cannot be avoided, all practicable
measures will be utilized to minimize crosionand stabilize disturbedsoils.

2. Construction and drilling activity will not be conducted using frozen or saturated
soil material during periods when watershed damageor excessive rutting is likely
to occur.

3. Remove all available topsoil from constructed well locations including aæas of
cut and fill, and stockpile at the site. Topsoil will also be salvaged for use in
reclamation on all other areas of surface disturbance (roads, pipelines, etc.).
Clearly segregate topsoil from excess spoil material. Any topsoil stockpiledfor
one year or longer will be signed and stabilized with annual ryegrass or other
suitable cover crop.

4. The operator will not push soil material and overburden over side slopesor into
drainages. All soil material disturbed will be placed in an area where it can be
retrieved without creating additional undue surface disturbance and where it docs
not impede watershed and drainageflows.

5. Construct the backslope no steeper than 1½:1, and construct the foreslope no
steeper than 2;1, unless otherwise directed by the BLMAuthorized Officer.

6. Maintain a minimum 20-foot undisturbed vegetative border betweentoe-of-fillof
pad and/or pit areas and the edge of adjacentdrainages,unless otherwise dixected
by the BLM Authorized
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7. With the overall objective of minimix.ing surface disturbance and retaining land
stability and productivity, the operator shall utilize equipment that is appropriate
to the scope and scale of work being done for roads and well pads (utilize
equipmentno largerthan needed for the job).

8. Reservc pits will be adequately fenced during and after drilling operationsuntil
pit is reclaimed so as to effectively keep out wildlife and livestock. Adequate
fencing, in lieu of more stringentrequirements by the surfaceowner, is definedas
follows:

• Constructionmaterials will consist of stocl or wood posts. Three or four strand
wire (smooth or barbed)fenceor hog panel (16-foot length by 50-inchheight)
or plastic snow fence must be used with connectors such as fence staples,
quick-connectclips, hog rings, hose clamps, twisted wire, etc. Electric fences
will not be allowed.

• Construction standards: Posts shall be firmly set in ground. If wire is used, it
must be taut and evenly spaced, from ground level to top witc, to effectively
keep out animals. Hog panels must be tied securelyimo posts and one another
using fence staples,clarnps,etc.Plastic snow fencingmust be taut and sturdy.
Fcnce must be at least 2-feet from cdge of pit. 3 sides fencedbefore beginning
drilling, the fourth side fenced immediately upon completion of drilling and
prior to rig release. Fence must be left up and maintained in adequate
conditionuntil pit is closed.

9. The reserve pit will be oriented to prevent collection of surfacerunoff. After the
drilling rig is removed, the operator may need to constructa trench on the uphill
side of the reserve pit to divert surface drainage around it. If constructed, the
trenchwill be left intact until Lhe pit is closed.

10. The rescrve pit will be lined with an impermeable liner if permeablesubsurface
material is encountered.An impermeableliner is any liner having a permeability
less than 10" em/sec. The linerwill be instatiedso that it will not leak and will be
chemically compatible with all substances that may be put in the pit. Linersmade
of any man-made synthetic material will be of sufficientstrengthand thicknessto
withstand normal installation and pit use. In gravelly or rocky soils, a suitable
bedding material such as sand will be used prior to installingthe liner,

11.The reserve pit will be constructedso that at least half of its total volume is in
solid cut material (below natural groundlevel).

12. The reserve pit shall have 2 foot of freeboardm,aintained at all times to prevent
overflow of fluids.

13.Culverts will be placed on channel bottoms on firm, uniform beds, which have
been shaped to accept them, and aligned parallel to the channel to minimize
crosion.Backfill will be thoroughly compacted.

14. The minimum diameter for culvertswill be 18 inches. However, all culverts will
be appropriatelysized in accordance with standards in BLMManual
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15. Constructionand otherproject-relatedtraffic will be restricted to approvedroutes.
Cross-countryvehicle travelwill not be allowed.

16.Maximumdesign spoed on all operator-constructedand maintained roads will not
exceed25 miles por hour,

17. Pipeline construction shall not block nor change the natural course of any
drainage. Pipelines shall cross perpendicular to drainages. Pipelines shall not be
run parallel in drainage bottoms. Suspended pipelines shall provide adequate
clearancefor maximum runoff.

18. Pipeline trenchesshalt be compacted during backfilling.Pipeline trenches shall be
routinely inspected and maintained to ensure proper settling, stabilization and
reclamation.

19.The pipeline right-of-way will be brush-hogged to prevent unnecessary
disturbance. Only those areas where safety, absoluteneed for construction or
other regulations may warrant the use of topsoil removal by blading or scalping.

20. During construction, emissionsof particulate matter from well pad and road
construction would be minimized by application of water or other non-saline dust
suppressants with at Icast 50 percent control efficiency. Dust inhibitors(surfacing
materials, non-saline dust suppressants, and water) will be used as necessary on
unpaved roads that present a fugitive dust problem. The use of chemical dust
suppressants on public surface will require prior approval from the BLM
Authorized Officer.

21. The operator shall submit a Sundry Notice (Form 3160-5) to BLM for approval
prior to constructionof any new surface disturbing activities that arc not
specificallyaddressedin the approved APD.

C. Operations/Maintenance

1. If in the process of air drilling the wells thek is a need to utilize mud, all
circulating fluids will be contained either in an approved pit or in an aboveground
containment tank. The pit or containment tank will be large enough to safely
contain the capacityof all expectedfluids without danger of overflow. Fluid and
cuttings will not be squeezed out of the pit, and the pit will be reclaimed in an
expedientmanner.

2. Confine all equipment and vchicles to the access road(s), pad(s), and area(s)
specifiedin the approvedAPD.

3. All waste, other than human waste and drilling fluids, will be contained in a
portable trash cage. This waste will be transported to a State approved waste
disposal site immediately upon completion of drilling operations. No trash or
empty barrels will be placed in the reserve pit or buriedon location. All state and
local laws and regulationspertaining to disposalof humanand solid waste will be
complied with.

4. Rat and mouse holes shallbe filledand compacted from the bottom to the top
immediately upon release of the drilling rig from the
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5. The operator will be responsible for prevention and control of noxious weeds and
weeds of concem on all areas of surface disturbance assocíatedwith this project
(well locations, roads, water management facilities, etc.) Use of pesticides shall
complywith the applicableFedcral and State laws. Pesticides shall be used only
in accordance with their registered uses and within limitations imposed by the
Secretaryof Interior. Prior to the use ofpesticideson public land, the holder shall
obtain from the BLM authorized officerwritten approval of a plan showing the
type and quantity of material to be used, pest(s) to be controlled, method of
application, location of storage and disposal of containers, and any other
information deemednecessary by the authorizedofficer to such use.

6. Sewage shall bc placed in a self-contained, chemically treated porta-potty on
locatîon.

7. The operator and their contractors shall ensure that all use, production, storage,
transport and disposal of hazardousand extremely hazardous materialsassociated
with the drilling, completion and production of those wells will be in accordance
with all applicable existing or hereafter promulgated federal, state and local
govemment rules, regulations and guidelines. All project-related activities
involving hazardous materials will be conducted in a manner to minimize
potential environmentalimpacts. In accordance with OSHA requirements,a file
will be maintainedonsite containingcurrent Material Safety Data Sheets (MSDS)
for all chemicals,compounds and/or substanceswhich are used in the course of
construction, drilling,completion and production operations.

8. Produced fluids shall be put in test tanks on location during completion work.
Producedwater will be put in the reserve pit during completion work per Onshore
Order #7.

9. The only fluids/wastematerials which are authorized to go into the reserve pit are
RCRA exempt exploration and production wastes. These include:
- drillingmuds & cuttings
- rigwash
- excess cement and certain completion& stimulation fluids defined by

EPA as exempt
It does not includedrilling rig waste, such as:
- spent hydraulic fluids
- used engineoil
- used oil filter
- empty cement, drillingmud, or other product sacks
- emptypaint, pipe dopo,chemical or other product containers
- excess chemicals or chemical rinsate

Any evidence of non-exempt wastes being put into the reserve pit may result in
the BLM Authorized Officer requiring specific testing and closure
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10. If this well is drilled during the fire season (June-October), the operator shall
institute all necessary precautions to ensure that fire hazard is minimiml,
including but not limited to mowingvegetation on the accessroute(s) and well
location(s), keepingfire fightingequipment readily availablewhen drilling,etc.

D. Dry Hole/Reclamation

1. All disturbed lands associated with this project, including the pipelines, access
roads, water manageroent facilities, etc will be expediently molaimed and
reseeded in accordance with the surface use plan and any pertinent site-specific
COAs.

2. Disturbed lands will be re-contoured back to conform with existing undisturbed
topography. No depressions will be left that trap water or form ponds.

3. Before the location has been reshaped and prior to redistributing the topsoil, the
operator will rip or scarjfy the drillingplatform and access road on the contour,to
a depth of at least 12 inches. The rippers are to beno farther than 24 inchesapart.

4. Distribute the topsoil evenly over the entire location and other disturbed areas.
Prepare the seedbed by diskingto a depth of 4-to-6 inches followingthe contour.

5. Phased reclamation plans will be submitted to BLM for approval prior to
individualPOD facilityabandontnent via a Notice of Intent (NOI) SundryNotice.
Individual facilities, such as well locations, pipelines, discharge points,
impoundments, etc. need to be addressed in these plans as they are no longer
needed. Individual items that will need to be, addressed in reclamation plans
include:

• Pit closure (Closc ASAP after suitably dry, but no later than 90 days from
time of drilling unless an extension is given by BLM Authorized Officer.)
BLM may require closure prior to 90 days ín some cases due to land use or
environmental concerns.

• Configuration of reshaped topography, drainage systems, and other surface
manipulations

• Waste disposal
• Revegetation methods, including specific seedmix (pounds pure live

seed/acre) and soil treatments (seedbed preparation, fbrtilization,mulching,
etc.). On private surface, the landowner should be consulted for the specific
seed mix.

• Other practices that will be used to reclaim and stabilize all disturbed areas,
such as water bars,crosion fabric,hydro-mulching, cte.

• An estimate of the timetables for beginning and completing various
reclamation operationsrelative to weather and local land uses.

• Methods and measuresthat will be used to control noxious weeds, addressing
bothingress and egress to the individualwell or
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• Decommissioning/removal of all surface facilities

6. BLM will not release the performance bond until all disturbed areas associated
with the APD/PODhave been successfully revegeteted (evaluationwill be made
after the second completegrowingseason)and has met all other reclamation goals
of the surface ownerand surfacemanagementagèncy.

7. A Notice of Totent to Abandon and a SubsequentReportof Abandonment must be
submitted for abandonmentapproval.

8. For performance bond release approval, a Final Abandonment Notice (with a
surface owner release letter on split-estate) must be submitted prior to a final
abandonment evaluation by BLM.

9. Soil fertility testing and the addition of soil amendments may be required to
stabilize some disturbed lands.

10. Any mulch utili2ed for reclamation needs to be certified weed free.

11. Waterbars are to be constructed at least one (1) foot deep, on the contourwith
approximatelytwo (2) feet of drop per 100 feet of waterbar to ensuredrainage,
and extended into established vegetation. All waterbars are to be constructed with
the beren on the downhill side to prevent the soft material from silting in the
tænch. The initial waterbar should be constructed at the top of the backslope.
Subsequentwaterbars should follow the followini general spacing guidelines:

Slope Spacing Interval
(percent) (fect)

52 200
2 - 4 100
4 - 5 75
> 5 50

E. Producing Well

1. Reclaim those areas not required for production as soon as possible. The fluids
and mud must be dry in the reservepit before re-contouring pit area. The operator
will be responsible for re-contouring and reseeding of any subsidenceareas that
develop from closing a pit before it is completelydry.

2. Reduce the backslopeto 2:1 and the foreslopeto 3:1, unless otherwise directed by
the BLM Authorized Officer. Reduce slopes by pulling fill material up from
foreslopeinto the toc of cut
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3. Production facilities (including dikes) must be placed on the cut portion of the
location and a minimumof 15 feet from the toe of the back cut unless otherwise
approvedby the BLM Authorized Officer.

4. Any spilledor leaked oil, produced water or trestroentchemicalsmust be reported
in accordance with NTL-3A and immediately cleaned up in accordance with
BLM requirements. This includes clean-up and proper disposition of soils
contaminated as a result of such spills/leaks.

5. Distribute stockpiled topsoil evenly over those areas not required ibr production
and reseed as recommended.

6. Upgrade and maintain access roads and drainage control (e.g., culverts, drainage
dips, ditching,crowning, surfacing,etc,) as necessary and as directed by the BLM
Authorized Officer to prevent soil crosion and accommodate safe,
environmentally-soundaccess.

7. Prior to construction of production facilities not specifically addressed in the
APD, the operator shall submit a SundryNotice to the BLM Authorized Officer
for approval.

8. If not already required prior to constructingand drilling the well location, the
operator shall immediately upgrade the entire access road to BLM standards
(including topsoiling, crowning, ditching, drainage culverts, surfheing, etc.) to
ensure safe, environmentally-sound, year-round access. Waterbars shall be
installedon all reclaimedpipelinecorridorsper the guidelinosin D



Seed Mix A
Temporary Disturbance

(for berms, topsoilpiles,pad margins)

Forbes Lbs
Yellow Sweetclover 2.0 lbs/acre
Ladak Alfalfa 2.0 lbs/acre
Cicer Milkvetch 1.0 lbs/acre
Palmer Penstemon 0.5 lbs/acre

Grasses Lbs
Crested Wheatgrass 2.0 lbs/acre
GreatBasin Wildrye 2.0lbs/nore
Intermediate Wheatgrass 2.0 lbs/acm

Total 11.5 Ibs/acre
i Seed mixA is designed for rapid establishment, soll holding ability, and nitrogen fixing capability.
C-4 EA, West Tavpputs Plateau Drilling Program

Seed Mix B
Final Reclamation

(for buried pipe lines,abandonedpads, road, etc.)

Forbes Lhs
Palmer Penstemon 0.5 lbs/acro
GoldenCryptantha 0.25 lbs/acre
Utah Sweetvetch 0.5 lbs/acre
Yellow Sweetclover 2.0 lbs/acre
LewisFlax 1.0 Ibs/acre

Grasses Lhs
Indian Ricegrass 1.0 lbs/acre
Needle & Thread Grass 1.0 lbs/acre
Intennediate Wheatgrass 2.0 lbs/acre
Blue Grama 0.5 lbs/acre
Galletta 0.5 lbs/acre
GreatBasin Wildrye 2.0 lbs/acre

Woody Plants Lbs
Fourwing Saltbush 2.0 lbs/acre
Winterfat 0.5 lbs/acre
Wyoming Big Sage brush 0.25 lbs/acre
Utah Serviceberry 1.0 lbs/acro
Blue Elderberry(Raw seeds) 1.0 lbs/acre

Total 16.0lbs/acre
i YellowSweeteloveris planted as a nurse crop to providesolarprotection,soilbindingand
nitrogen
fixing. It will normally be crowded out in 2 to 3



TMC 1: Browse Hand Planting
Tubeling Mixtures

One of the two browsespecieslists (checked below)are to be hand planted at the prescribed
applicationrate and accordingto the followingprescribed teethods on areas that are undergoing
lon8 term reclamation. The would include all pipelinecorridors, bermaround edge of drill pads,
misecllaneousdisturbedareas associated with constructionsuch as stagingareas for equipment,
sidecaston road outs, along side upgraded or new roads up to and includingborrowditchand in
the terminationof redundant access roads beingclosed. This plantingshall be completedin the
firstplanting window following completion of construction and on all other disturbedareasupon
final reclamation.

Plandag Methods:

Plantingshall be accomplished using a labor force with specificexperience in landscape
restoration,hand planting methods and handling and care of browsetublingand or barerootstock
plants.

Browse plants to be utilized can be barerootstockor tabling stock plants of1 year old age class
or greater.

Browseseedlingprotectorswill be used to povide protection from browsin8ungulates fortwo
years. Scedlingprotectorswill be of an open mesh rigid design that willbreak downwhen
exposed to sunlightand thatmeasuresa minimum of 12 inches in length and 4 inches in diameter.

Planting shall be completed in the spring (March l-April 1) and or fall (November 1-December 1)
plantingwindows.

Browseplants shall be storedand handled insuch a manner as to maintain viability, according to
the typeof browse stockbeing used.

Planting Species and Application Rate:

[ JSagebrush•Grass [ ] Pinyon-Juniper

PlantsPer Acre
Species
WyomingSagebrush(GordonCreek) 100 50
Fourwing Saltbush (Utah seed source collected 100 50

at or above 5,000 fisetelevation)
True Mountain Mahogany (Utah seedsourec) 0 50
Antelope Bitterbrush (Urah socd sourec) 0 50

Total 200 200

Suitable Substitutions:

Utah Serviceberry no 50
Winterfat 100
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Table 2.3 Lease Numbers. Oil and Gas Units, Federal ROW Requirements,and Lease Stipulations
for the 12 VerticalFederal Wells Proposedby BBC.

Federal LeaseNumber and
Well Nutnber/Location Stipulations Unit Name Federal ROW Needs

Federal Wells
7.25 UTU-59970 Prickly Pear Unit LowerPlat Iron Road
16-34 UTI.1-7367l Prickly PearUnit LowerFlat Iron Road

27.3 UTU-73670 * Prickly Pear Unit None

21·2 UTU-13610 * Prickly Pear Unit None

13-4 UTU-74385 PricklyPear Unit None

5-13 UTU-73665 Prickly Pear Unit None

24412 UTU-77513 i Prickly Pear Unit None

IO•4 UTU-74386 Prickly Pear Unit .
None

15.19 UTU-66801 Jack CanyonUnit None

Existing Pads
UT-10 UTU-6680l Peters Point Unit None

PPH-8 (ÀÊ,ÊŸ•$ -66801 Peters Point Unit Nonp
PP-11 UTU-66801 PoteniPoint Unit Nono

State Wells
Secdon 2. Ti3 S. RI$E NA Prickly PearUnit LowerFlat Iron Road

Section 36, Tl28, RI SE NA Prickly Pear Unit Lower Flat hon Road

Section 32, T12S,R16E NA PricklyPear Unit Lower Flat fron Road

Sóction2, T13S, R16E NA None Peters Point Road Extension

No occupancy or other surface disturbance will be allowed within 330 feet of thecenterline orwithin the 100

year recurrence intervalfloodplain,whichever is greater, of theperennialstreams,or within 660 feet of springs,
whether flowingor not, This distance may be modified when specificallyapprovedin writing by the
authorizedoffioerof the Bweauof Land Management.
In order to minimize watershed damage, exploration drillingand other developmentactivitywfil be allowed
onlyduring the period ûcm May I to October31. This limitationdoes not applyto maintenanceand opemdon
of producing wells. Exceptions to this limitation in anyyear maybe specificallyapproved in writing by the
authorizedofficer of the Bureau of Land Management.

* Constmotionof access roads and drill pads on slopes in excess of 30 percent will require special design
standards to minimize watershed damage. Drillingoperationsand any associated construction activities on
slopes in excess of 50 percentmayrequire dhectional drilling to prevent damage to the watershed. Exceptions
to the limitations may be specifically approved in writing by the authorized oft1cerof the Bureauof Land
Management.

* Raptor surveys will be requimd whenever surfheedisturbance and/or occupancy proposed in association with
oil/gas exploration occur within a known nesting complex for raptors located in the NWNW Sec. 10. Tl2S,
Ri4E. Fleid surveyswill be conducted by the lessee/operatoras determinedby the authorizedofficer of the
BLM, When surveys are required of the lessee/operator,the consultanthired must be found acceptableto the
authorized officer prior to the field smvey being conducted. Based on the result of the fleld survey, the
authorized officer will determine appropriate buffer
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APPENDIX B:
APPLICANT-COMMITTED ENVIRONMENTALPROTECTION



FA WestTavaputsPlateau DrillingProgram B- I

LO INTRODUCTION

Appendix B is part of BBC'sProposed Action for the WTPDPas describedin Chapter2.0, and BBC will
complywith the standards,procedures,and requirernentscontained in AppendixB when implementing
the Alternatives unless otherwise provided for by the BLM AuthorizedOñicer (AO). Appendix B
describesstandard practices utilized to mitigate adverseeffectscaused by surfàoe-disturbing
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2.0 STANDARDPRACTICES

The following BMPs/Applicant-Commítted Protection Measures (ACEPM)will be applied to all federal
lands within the WTPPA by BBC to minimize impacts to theenviromnent. Exception, modification, or
waiver of a mitigation requirement may be granted if a thorough analysis by BLM determines that the
resource(s) for which the measure was developedwill notbe impactedby the project activity. Further
site-specificmitigationmeasures may be identifiedduringtheapplicationfor permit to drill (APD) and/or
right-of-way(ROW) application review processes.

2.1 PRECONSTRUCTIONPLANNING ANDDESIGNMEASURES

1. BBC and/or their contractorsand subcontractorswill conduct all phases of project implementation,
including well location, road and pipeline construodon, drilling and completion operations,
maintenance,reclamation, and abandonment in fbll compliancewithall applicablefederat, state, and
local laws and regulations and within the guidelines specified in approvedAPDs and ROW permits.
BBC will be held fully accountable for their contmeter's and subcontractor's compliaricewith the
requireinentsof the approvedpermitand/or plan.

2. Implementationof site-specific activities/actionswill be contingent on BLM determininig that the
activity/actioncomplies with thefollowing plans•
• SurfaceUse Plan and/or Plan of Development;and
• Site-specific APD plans/reports (e.g., road and welipad design plans, cultural clearance, special

status plant species clearance, etc.).
The above plans may be prepared by the Companies for theproject areaor submitted incrementally
with each APD, ROW application, or Sundry Notice (SN).

2.2 ROADS

1. BBCwill construct roads on private surface in a safeand prudent manner to the specificationsof
landowners.

2. Roads on federalsurface will be constructed as described in BLM Manual 9113. Where necessary,
running surfaces of the roads will be gravoled if the base does not already contain sufficient
aggregate.

3. Existingroads will be used when the alignment is acceptablefor the proposed use. Generally, roads
will be required to follow natural contours; pmvide visual screeningby constmeting curves, etc.; and
be reclaimedtoBLMstandards.

4. To controlor reduce sediment from roads, guidanceinvolvingproper road placementand buffer strips
to stream channels, graveling, proper drainage, seasonal closure, and in some cases, redesign or
closure of old roads will be developed when necessary. Construction may also be prohibited during
periods when soil material is saturated, frozen,or when watershed damage is likely to occur.

5. Available topsoil will be stripped from all road corridors prior to commencement of construction
activitiesand will be redistributedand reseeded on backslope an:as of the borrow ditch after
completion of road construction activities. Sonow ditches will be reseededin the first appropriate
seasonafterinitial
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6. On newly constructed roads and permanent roads, the placementof topsoil, seeding, and stabilization
will be required onall eutand flll slopesunlessconditions prohibit thís (e.g., rock). No unnecessary
side-castingof material (e.g.,maintenance) on steepslopeswill be allowed.

7. Reclamation of abandonedroads win include requirementsfor reshaping, recontouring, msurfacing
with topsoil, installation of water bars, and seedingon the contour. Road beds, welipads, and other
compactedareas will be ripped to a depth of I.0 foot on 1.5 feet centersto reduce compactionprior to
spreading the topsoil acmss the disturbed area. Stripped vegetation will be spread over the
disturbance for nutrientrecycling,wherepractical. Fortilizationor fencingof these disturbanceswill
not normally be required. Additional erosion controlmeasures(e.g., fiber matting) and road barriers
to discourage travelmay be required. Graveledroads, wollpads, and other sites will be stripped of
usable gravel and hauled to new constmotionsites prior to ripping as deemednecessary by the AO.
11:eremoval of structuressuchas bridges,oulverts,oattleguards,and signs will usuaHy be requhed.

8. Main arteryroads, regardlessof theprimary user, will be crowned,ditched, drained, and, if deemed
appropriateby the AO, surfacedwithgravel.

9. Unnecessary topographic alteradons will be mitigatedby avoiding, where possible, steep slopes,
ruggedtopography, and perennial and ophemoral/intermittentdrainages,and by minimizingthe ama
disturbed.

10. Upon completion of construction and/or production activities, the Cornpanies will restore, to the
extent practicable, the topographyto near preexisting contours at well sites, access roads, pipelines,
and other facility sites.

11. Existing roada willbe used to the maximum extentpossible and upgraded as necessary,

12. BBC will comply with existing federal,state,and county requimmentsand restrictionsto protect road
networks and the traveling public.

13. Specialarrangementswill be made with the Utah Departetent of Transportationto transport overeize
loads to the project area. Otherwise, load limits will be observed at all timesto prevent damage to
existing road surfaces.

14. All development activitiesalong approvedROWs will be restricted to areas authorized in the
approved ROW.

15. Roadsandpipelines will be located adjacent to existing linearfacilitieswherever practical.

16. BBC and/or their contractors will post appropriate waming signs and require project vehicles to
adhere to appropriatespeed limits on project-required roads, as deemednecessaryby the AO.

16. BBC willbe responsiblefor necessary preventative and corrective road maintenance for theduration
of the project. Maintenance responsibilities may include, but are not limited to, blading, gravel
surfacing, cleaning ditches and drainage facilities, dust abatement, noxious weed control, or other
aquirements as directed by the
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2.3 WELLPADS AND PACILITIES

1. In conformance with Onshore Oil and GasOrder No. 1, BBCwill prepare and submitindividual
comprehensive drill site design plans for BLM approval.111esoplans will showthe drill location
layout over the existin8 topography;dimensions of the location; volumes and cross sections of cut
and fill; location and dimensionsof meervepits; existing drainage patterns; and access road egress
and ingress. Plans will be submitted and approved prior to jnitiationof construction.

2. No surface disturbance is recommendedon slopes in excess of 25% unless erosion controls can be
ensured and adequate revegetation is expected. Engineering proposals and revegetation and
restoration plans will be required in theseareas.

3. Reservo pits will be constructed to ensgre protection of surface and ground water. The review to
determine the need for installation of lining material will be done on a case-by.case basis and
consider soil permeability,water quality, and depth to groundwater.

4. Reserve pit liners will havea mullenburst strengththat is equal to or exceeds300 pounds, a puncture
strength that is equal to or exceeds 160pounds,and grab tensile strengths that are equal to or exceed
150 pounds. There will be verified test results conductedaccording to ASTM test standards. The
Ifner will be totally resistantto deteriorationby hydrocarbons.

S. Produced waterfrom oil and gas operationswill be disposedof in accordancewiththe requirements
of Onshore oil and Gas Order #7.

6. Pits willbe fenced as specified in individualauthorizations. Any pit containingharmfbl fluids will be
maintained in a manner that will prevent migratoly bini mottaNty,

7. Disturbanceswill be managed/reclaimed for zero runofffrom the welipedor otherfacility until the
area is stabilized. AII excavations and pits will be closedby backfilling and contouringto conform to
sutrounding terrain. On wellpads and other facilities,thesurface use plan will includeobjectives for
successful reclamation Including soil stabilization, plant community coinposition, and desired
vegetationdensity and diversity.

8, On producing wells, BBC will reduce slopes to original contours (not to exceed 3:l slopes). Areas
not used for production purposes will be backfilled and blended into the surrounding terrain,
resceded, and erosion control measures installod. Erosion control measures will be required after
slopereduction.Mulching, erosion controlmeasures,and fertilizationmay be required to achieve
acceptablestabilization.

9. Abandonedsites will be satisfactorilyrehabilitated in accordancewith theapprovedAPD.

2.4 PIPELINES

L Pipeline construction methods and practices will be completed in such a manner so as to obtain good
reclamation and the re-establishment of the native plant community.

2. On ditches exceeding24 inches in width, 6 to 12 inchesof surface soil will be salvaged on the entire
right-of-way, wherepracticable. When pipelinesare buried, there will be at least 30 inches of backfill
on top of the pipe. Backfill will not extend above the original Stound level after the fill has settled.
Guides for construction and water bar placement found in "Surface Operating Standards for Oil
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Gas Exploration and Development" (BLM and USFS 1989) will be followed. Bladed surface
materialswiB be m-spreadupon theclearedrouteonce constructionis completed. Disturbed areas
that have been reclaimed will be fenced when the route is near livestock watering areas at the
discretionof the AO.

3. Pipeline ROWS will be located to minimize soil disturbance to the greatest extent practicable.
Mitigation will include locating pipeline ROWs adjacent to access roads to minimize ROW
disturbance widths, or touting pipelineROWs directlyto minimize disturbance lengths.

4. Existing crowned and ditched roads will be used for access where possible to minimize surface
disturbances. Clearing of pipeline ROWs will be accomplishedwith the least degree of disturbance
to topsoil. Where topsoil removal is necessary,it will be stockpiled(windrowed) and re-spread over
the disturbed area after constructionand backfillingare completed. Vegetation removed from the
ROW will alsobe re-spreadtoprovideprotection,nutrient recycling, and a seed source.

5. Temporary disturbances which do not require major excavati n (e,g., small pipelines) may be
stripped of vegetation to ground level using mechanicaltreatment,leaving topsoil intact and root
naasses relatively undisturbed.

6. To promote soil stability, backfill over the trench will be compacted so as not to extend above the
original ground level after the fill has settled. Wheel or other methods of compacting the pipeline
trench backfill willoccurat two levels to reduce trench settiing and water channeling-once after 3
feet of fill has been replaced and once within 4-12 inchesof the surface. Water bars, mulching,and
terracing will be installed,as needed, to minimizeerosion. Instreamprotection structures (e.g., drop
structures) in drainagescrossed by a pipeline will be installed at the discretíon of the AO to prevent
erosion.

7. BBC will adhere to thefollowingproceduresregardingthe installationof pipelinesduring periods
when the earth is ikozen.
• The BLM Price Field Office wiHbe contactedat least 10 days prior to anticipatedstart of project.

The project will not proceeduntil such time as authorization from BLM has been received by the
Companies.

• A BLM representative will be on thegroundat the beginning of construction.
• Snow, if present, wiUbe temoved utilizinga motor grader.
• Vegetationwill be scalpedandwindrowedto one side of theright-of-way.
• A wheel trencher will be used to remove approximately 4-8 inches of topsoil fbomthe topof the

pipelineditch andwindrowit to one side.
- A tiench approximately 4 feet deep will be dug using a wheel trencher and the soil will be

stockpiledto oneside, making sure the top soil or spoil do not get mixed together.
• The pipeline will be installed, the trench backfilled,and the spoilcompacted in the trench.
• Stockpiledtopsoil will be placedin thetrenchand compacted.
• Scalped vegetation back will be placed back on right-of-wayusinga motor grader.
• The entireright-of-waywill be reseeded as normal in the spring after thethaw.

These procedures will be incorporated in every Plan of Development where construction in frozen
earth is
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2.5 AIR QUALITY

1. BBC will comply with all applicable local, state, and federal air quality laws, statutes, regulations,
standards, and implementation plans.

2. BBC will obtain all necessary air qualitypennits fromUDAQto construct, test,andoperatefacilities.

3. All internalcombustionequipment will be kept in goodworkingorder.

4. The Companies will use water at constructionsites,as necessary, to abate Algitivedust.

5. The Companieswill not allowany open burningof garbageor refuseatwellsitesor otherfhollities.

2.6 VEGETATION

1. Removal and disturbance of vegetation will be kept to a minimum through construction site
management (e.g., using previously disturbed areas and existing easements, limiting
equipment/materials storago yard and stagingarea size,etc.).

2. Wellpads and associated roads and pipelines will be locatedto avoid or minim12eimpacts in areas of
high value (e.g.,sensitive species habitats, wetland/riparian areas).

2.7 SOILS

1. Surface-disturbingactivitieswill be examinedona site-specificbasis, evaluating the potential fDr EQiÏ
loss and the compatibilityof soil pmperties with prqject design. Stipulationsand mitigatingmeasures
will be developedon a case-by-casebasis to ensure soil conservationand practicalmanagement.

2. BBCwill restrictconstructionactivities during periods whensolis are saturated and excessive rutting(>4Incheswith multiplepasses)would occur,

3. Salvage andsubsequentreplacement of topsoil will occur for surfàco-disturbing activities wherever
specified by theAO.

4. Before a surface-disturbingactivity is undertaken, topsoildepth will be determinedand the amount of
topsoilto be removed,alongwith topsoll placement areas, will be specifled in theauthorization. The
uniform distributionof topsoil over the area to be reclaimed willoccur unless conditions warrant a
varying depth. On large surface-disturbingprojects topsoilwillbe stockpiled andseededto reduce
erosion. Where feasibic, topsoilstockpiles will be designed to maximize surface area to reduce
impacts to soil microorganisms. Areas used for spoil storage will be stripped of topsoil before spoil
placement, and the replacementof topsoil after spoli removal will be required.

5. BBC will avoidadverse impactsto soils by:
• minimizingtheareaof disturbance;

avoidingconstructionwith fazen soil materialsto the extent practicable;
• avoiding areas with high erosion potential (e.g., unstable soil, dunal areas, slopes greater than

25%, floodplains), wherepracticable;
• salvagingandselectivelyhandlingtopsoilfrom disturbed areas;
• adequatelyprotecting stockpiledtopsoil and replacingit on the surface during reclamation;
• Ieaving the soil intact (scalpingonly) duringpipeline construction, where
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• using appropriate crosion and sedimentationcontrol techniques including, but not limited to,
diversionterraces, riprap, and matting;

• promptly revegetatingdisturbed areas using adaptedspeoles;
- applyin8 temporaty erosioncontrol measures such as temporary vegetation cover,application of

malch, netting,or soil stabilizers;and/or
• constructing barriers, as appropriate, to minimizewind and water erosion and sedimentationprior

to vegetation establishment.

6. Appropriate erosion control and revegetation measures will be employed. Grading and landscaping
will be used to minimize slopes, and water bars will be installedon disturbed slopes in areas with
unstable soilswhere seeding alone may not adequatelycontrol erosion. Erosion control efforts will
be monitored by the Companiesand necessary modifications madeto control erosion.

7. Sufficienttopsoil or other suitable materialto facilitaterevegetationwill be segregated from subsoils
during all construction operations requiring excavation and will be returned to the surface upon
completionof operations. Soilscompactedduringconstruction will be ripped and tilled as necessary
prior to reseeding. Cut and fill sections on all roads and along pipelines will be revegetated with
native species.

8. Any accidental soil contaminationby spills of petroleumproductsor other hazardous materials will
be cleaned up by the Companies and the soil disposed of or rehabilitated according to applicable
rules.

9. BBC will restrict ofl½oadvehicle (ORV) activity by employees and contract workers to the
immediatearea of authorized activityor existingroadsandtrails.

2.8 RECLAMATION

1. BBC's reclamation goals will emphasize: 1) protection of existing native vegetation; 2) minimal
disturbanceof the existing environment;3) soil stabilizationthrough establishment of ground cover;
and4) establishmentof native vegetation consistent with land use planning.

2. All reclamation will be accomplished as soon as possible after the disturbance occurs with efforts
continuinguntil a satisfactory mvegetationcover is established.

3. Seed mixtures for reclaimed areas will be site-specific,composed of native species, and will include
species promotingsoil stability. A pre-disturbancespecies compositionlist will be developed if the
site includes several different plant communities, Livestock palatability and wildlife habitat needs
will be given considerationduring seed mix formulation. BLM Manual 1745, Introduction,
kansplant, Augmentation, and Reestablishment of Fish, Wildhye, and Plants, and Executive Order
No. 11987, Exotic Organisms, will be used as guidance.

4. Intersceding, secondary seeding, or staggered sceding may be used to accomplish rcVegetation
objectives. During rehabilitation of areas in importantwildlife habitat, provision will be made for the
establishment of native browse and forb species. Follow•up seedingor correcdveerosion control
measures will occur onareas where inÎtialreclamation efforts are unsuccessfuL

5. Any mulch used by BBC will be weed free and free from mold, fun8i, or noxiouswoodseeds. Mulch
may includenative hay, small grain straw, wood f1ber,live mulch,cotton,jute, syntheticnetting, and
rock, Straw mulch will contain fibers long enough to facilitate crimping and provide the greatest
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6. BBCwill be responsiblefor thecontrolof all noxiousweed infestationsondisturbedsurfaces. Aerial
application of chemicals will be prohibited within 0.25 mileof specialstatus plant locations, and hand
appilcationwill be prohibitedwithin 500 feet. Herbicideapplication will be monitored by theAO.

7. Recontouring and seedbed preparationwill occur immediatelyprior to reseeding on the unused
portion of wellpads, road ROWs, and entire pipeline ROWsoutside of roadROWs. In the event of
uneconomical wells, BBC will initiatemelamationof the entire wellpads, access road, and adjaceni
disturbed babitat as soonas possible. BBC assumes the responsibility to see that their exploration,
development, production,and constructionoperations are conductedin a manner which resultsin the
proper reclamation of disturbed lands. BBC will monitor reclamationto determinò and ensure
successful establishmentof vegetation. No consentto terminationof any bond will be given by the
AO until all the tenns and conditions of the approvedpermit(s) have beenmet.

8. Proper erosion and sedimentcontrolstructuresand techniqueswill be incorporatedby the Companics
into the design of wellpads, roads, pipelines, and other facilities. Revegetation using a
BLM-approved, locally adaptedseedmixture containingnativegrasses, forbs, and shrubs will begin
in the first appropriate season following disturbance. Vegetation removed will be replaced with
plantsof equal foragevalue andgrowth formusing pmeeduresthatinclude:
• fall reseeding(September!5 te freeze-up),where feasible;
• spring reseeding(April30 - May 31) if fall seedingis notfeasible;
• deep ripping of compacted soils prior to reseeding;
• surface pitting/roughening prior to reseedíng;
• utilization ofnative cool season grasses,forbs, and shrubs in the seed mix;
• interseedingshrubs intoan established stand ofgrassos and forbsat least one year after seeding;
• appropriate, approvedweed control techniques;
• broadcastor drill seeding, depending on site conditions; and
• foneing of certain sensitive reolamation sites (e.g., riperian areas, steep slopes, and areas within

0.5 mile of livestockwatering facilities)as determined necessarythmugh monitoring.

9. BBC will monitor noxious weed occurrence on the project area and Implement a noxious weed
control program in cooperation withBLM. Weed-free certificadonby county extensionagents will
be required for grain or straw used for mulching revegetated areas.

2.9 CANDIDATE PLANTS/SPECIAL STATUS PLANTS

1. Herbicide applications will be kept at least 500 feet from known special status plant species
populations or other distancesdeemedsafoby the AO.

2. Welipads and associated roads and pipelines will be located to avoid or minimize impacts to areas of
high value (e.g., specialstatus plant species habitats, wetland/riparianareas).

2.10 WATERSIIEDS

1. Crossings of ephemeral,intermiltent, and perennial streams associated with road and utility line
constructionwill generallybe restricted until normalflows are establishedafter spring
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2.11 GEOLOGICAL/PALEONTOLOGICAL RESOURCES

1. Wells, pipelines, and ancillaryfacilities will be designedand constructedsuch that theywill not be
damaged by moderate earthquakes. Any facilitics defined as critical according to the Uniform
Building Code will be constmeted in accordance with applicableUniformBullding Code Standards
for Seismic Risk Zone28,

2. If paleontological resources are uncovered during surface-disturbingactivities, BBC will suspend
operations at the site that will further disturb such materialsand immediatelycontact the AO, who
will arrange for a determination of sígnificance, and, if necessary, recommend a recovery or
avoidance plan.

2.12 CULTURAIÆISTORICAL RESOURCES

l. BBC will follow the cultural resourcesand recoveryplan for the project.

2. If cultural resources are located within ikozen soils or sediments that preclude the possibility of
adequatelymoording or evaluating the find, construction work will ocase and the site will be
protected for the duration of ikozen soil conditions. Recordation,evaluation and recommendations
concerningfurther managementwill be made to the AO followingnatural thaw. The AO will consult
with the affected parties and construction work will resume oncemanagement of the threatenedsite
has beenfinalized and the Notice to Proceed has been issued.

3. BBC will inform their employees,contractors and subcontractors about relevant federal regulations
intended to protect archaeological and cultural resources. All personnel will be informed that
coliccting artifacts, including arrowheads, is a violation of federal law and that employees engaged in
this activity may be subject to disciplinaryaction.

2Já WATER RESOURCES

1. BBC will maintain a complete copy of the SPCC Plan at each facility if the facility is normally
attended at least8 hours per day,or at the nearest field officoif the facility is not so attended (40 CFR
l 12.3(e)),

2. BBC will implement and adhere to SPCC Plans in a manner such that any spill or accidental
discharge of oil will be remediated. An orientation will be conducted by the Companies to ensure
that project personnel are aware of the potential impactsthat can result from accidental spills, as well
as the appropriate recourseif a spill does occur. Where applicable and/or required by law, streams at
pipeline crossings will be protected from contamination by pipeline shutoff valves or other systems
capable of minimizing accidental discharge.

3. If reserve pit leakage is detected, operations at the site will be curtailed, as directed by theBLM, until
the leakageis corrected.

4. BBC will case and coment all gas wells to protect subsurfacemineral and freshwater zones.
Unproductivewells and wells that have completed their intendedpurpose will be properly abpndoned
and plugged using procedures identified by BLM (federal mineralestate) and/or WOGCC(stateand
fee mineral
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5. All water used in associationwith this projectwill be obtained from sources previouslyapprovedby
the Utah State Engineer'sOffice.

6. Erosion-prone or high salinity areas will be avoidedwhere practicable. Necessary construction in
these areaswill be timed to avoidperiodsof greatest runofF.

7. BBC wíll incorporate proper containmentof condensate and produced water in tanks and drilling
fluids in reserve pits, and will locatestagingamas for storage of equipmentawayfromdrainages to
prevent contaminantsffom enteringsurfacewaters.

8. Prudent use of erosioncontrolmeasures, including diversion terraces,riprap, matting, temporary
sediment traps, and water bars will be employed by the Companies as necessary. These erosion
controlmeasures will be usedas appropriate to control surface runoff generated at welipads. The
type and location of sediment controlstructums,including construction methods, willbe described in
APD and ROW plans. If necessary,BBCmaytreatdiverted water in detentionponds prior to release
to meet applicabicstate or federalstandards.

9. BBC will construct channel crossings by pipelinesso that the pipe is buried at least 3 feet below the
channel bonom.

10. Streams/channelscrossed by roads will havecuivertsinstalledat all áppropriate locations as specified
in the BLM Manual 9112-ßtidges and Major Culverts and Manual 9113-Roads. Streams will be
crossed perpendicular to flow, where possible, and all stream crossing structures will be designed to
carry the 25-yeardischargeevent or other capaolties as directed by the AO.

11. BBC will reshape disturbedchannelbeds to theirapproximateoriginalconfiguration.

12. The disposal of all hydrostatic testwater will be done in conformance with BLM Onshore Oil and
Gas Order No. 7. BBC will comply with state and federalregulations for water discharged into an
establisheddrainage channel. Thcirate of discharge willnot exceedthe capacity of the channelto
convey the increased flow. Waters that do not meet app11eablestate or federal standards will be
evaporated,treated, or disposedof at an approveddisposal facility.

13. BBC will prepare Storm Water PollutionPreventionPlans (SWPPPs)as required by WDEQNational
Pollution Discharge B1fminationSystem (NPDES) permit requirements on individual disturbances
thatexceed 5 acres in sizeor asrequired by futurechanges in regulations,

14. Any disturbances to wetlands and/or waters of the U.S.will be coordinated with the COE, and 404
permits will be securedas necessaryprior to disturbance.

15. Where disturbance of wedands, riparlan amas, streams, or ephemeral/Intermittentstream channels
cannot be avoided, COE Section404 þermitswill be obtained by BBC as required,and, in additionto
applicableabove-listed measures, the followingmeasures will be applied whereappropriate:
• wetland areas will be crossedduringdry conditions(i.e., late summer, fall, or dry winters);
• streams, wetlands, and riparian areasdistmbed during prqject constructionwill be restored to as

near re-project conditions as practical and, if impermeablesoils contributed to wetland formation,
soils will be compacted to reestabilsh impermeability;

• wetlandtopsoil will be selectivelyhandled:
- disturbed areas will be recontoured and BLM-approved specieswill be used for reclamation;
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• reclamation activities will begin on disturbedwetlands immediatelyafter cotopletion of poject
activities.

2.14 NOISE

I. AII engines required forprojectactivities will be properly muffled and maintainedin accordancewith
state andfederal laws.

2.15 WILDLIFE, FISHERIES, AND THREATENED ANDENDANGERED (T&E) SPECIES

1. To minimize wildlifemortalitydue to vehiclocollisions,BBCwill advise project personnel agarding
appropriatespeed limits in the project area. Roadsno longer requíred for operations.willbe reclaimed
as soon as possible. Potential incmasos in poaching will be minimized through employee and
contractor education regardingwildlife laws. If wildlife law violations are discovered, the offending
employee will be subjectto disciplinaryactionby BBC.

2. BBC will protect (e.g.,fence or net) reserve, workover, and productionpits potentially hazardous to
prohibit wildlife access as directed by BLM.

3. BBC will utilize wildlife-ptoof fencing on reclaimed areas in accordance with standards specified in
BLM Handbook 1741-1, Fencing, if it is determined that wildlife are interfering with successibi
reestablishmentof vegptation.

4. Consultation and coordination with USFWS and UDWR will be conducted for all mitigation
activities relating to raptors and T&E speciesand their habitats, and all permits required for
movement, removal, and/or establishment of raptor nests will be obtained.

5. BBC will adhem to all survey, mitigation, and monitoring requirements identified in the Biological
Assessment propand for this project.

2.16 LIVESTOCK/GRAZINGMANAGEMENT

1. BBC will reclaím nonessential areas disturbed during construction activities in the first appropriate
season after well cornpletion.

2. Nonessential areas include portions of the wellpads not neededfor production operations, the borrow
ditch and outslopeportions of new mad ROWs, entim pipelineROWs outsidoof road ROWs, and all
roads andassociateddisturbedareas at nonproductivewolls.

3. BBC will repair or replace fences,cattleguards,gates, drift fences, and natural barriers to current
BLM standards. Cattleguardswill be used insteadof gates for livestockcontrol onmostroadROWs.
Livestook twillbe protectedfrom pipeline trenches, and livestock access to existing water sources will
be maintained,

4. BBC will review livestock impactsfrom roads or disturbancefrom construction anddrilling activities
at least annually with livestock permittees and BLM. Appropriate measureswillbe taken to correct
any adverse impacts, should they
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2.11 RECREATION

1. BBC will instruct employees,contractors,and subcontractorsthat camp sites on foderal lands or at

federal recreationsites must not be occupied for more than 14consecutivedays.

2. BBC will require that employees,contractors,and subcontractorsabide by all stateand federal laws
and regulations regarding huntin8-

2,38 V18UALRESOURCES

1. Pipeline ROWs will be locatedwithin existing ROWs whenever possible, and aboveground facilities
not requiring safety coloration will be painted withappropriatenonreflective standard environmental
colors (Carlsbad Canyon or Desert Brown, or other specified standard environmental colors) as
determined by the AO. Topographic screening, vegetation manipulation, project scheduling, and
traffle control proceduresmay all beemployed,as practicable, to thrtherreducevisual impacts.

2. Within VRM Class II areas, BBC will utilize existingtopography to screen roads, pipeline corridors,
drill rigs, wells, and productionfacilitiesfrom View wherepracticable. The Companies willpaint af
aboveground production facilitieswith appropriate colors (e.g., CarlsbadCanyon or Desert Brown) to
blend with adjacent terrain, except for structuresthat require safety coloration in accordance with
OSHA requirements.

2.19 HEALTH AND SAFETYlHA2ARDOUS MATERIALS

1. BBC will utilize BLM.approved portablesanitation facilities at drill sites; place warning signsnear

hazardous areas and along roadways;place dumpsters at cach construction site to collect and store
garbage and refuse; ensure that all refuse and garbage is transported to a Statepproved sanitary
landfill for disposal; and institute a Hazard CommunicationProgrpm for its employees and require
subcontractorprograms in accord6nce with OSHA (29 CPR 1910.1200).

2. In accordance with 29 CFR 1910.1200, a Material Safety Data Sheet for every chemicalor hazardous
material broughton-site will be kepton file BBC's field offices.

3. Cheinicalsand hazardous materialswill be inventuried and reported by BBC in accordancewith the
SARA Title III (40 CFR 335). If quantitles exceeding 10,000 pounds or the threshold planning
quantity are to be produced or stored,BBC will submit appropriateSection 311 and 312 forms at the
required times to the State and County EmergencyManagement Coordinators and the local fire
departments.

4. BBC will transportand/or dispose of any hazanlous wastes, as defined by theResourceConservation

and Recovery Act of 1976 (RCRA),as amended, in accordance with all applicablefederal,state,and
local regulations.

5. BBC commits to the following practices regarding hazardousmaterial containment.

• All storage tank baiteries that contain any oil, glycol, produced water, or other fluid which may
constitute a hazard to public health or safety will be surroundedby a secondarymeansof
containment for the entire contents of the largest single tank in use plus freeboard for
precipitation, or to contain I 10% of the capacity of the largest vessel. The appropriate
containmentand/or diversionarystructures or equipment, including walls and floor, will





C. REQUIRED APPROVALS,REPORTS AND NOTIFICATIONS

Required verbal notifications are summarized in Table 1, attached.

Buildinq Location- Notify the Price Field Office at least 48-hours prior to commencing
construction of location.

Spud- Notify the Price Field Office 24-hours prior to spud. Submit written notification(Sundry
Notice, Form 3160-5) to the Moab Field Office within 24-hours after spud, regardless of whether
using a dry hole digger or big rig.

Daily Drillinq Reports- Daily drilling reports that describe the progress and status of the well shall
be submitted to the Moab Field Office on at least a weekly basis. This report may be in any
format customarily used by the operator.

Oil and Gas Operations Reports (OGORs)- Production from this well shall be reported to
Minerals Management Service (MMS) on a monthly basis.

Sundry Notices- Any modification to the proposed drilling program shall be submitted to the
Moab Field Office on a Sundry Notice (Form 3160-5). Regulations at 43 CFR 3162.3-2 describe
which operations require prior approval, and which require notification.

Drilling Suspensions- Operations authorized by this permit shall not be suspended for more than
30 days without prior approval of the Moab Field Office. All conditions of this approval shall be
applicable during any operations conducted with a replacement rig.

Undesirable Events- Spills, blowouts, fires, leaks, accidents, or any other unusual occurrences
shall be immediately reported to the BLM in accordance with requirements of NTL-3A.

Cultural Resources- Ifcultural resources are discovered during construction, immediately notify
the Price Field Office,and work that might disturb the cultural resources shall cease.

First Production- A first production conference willbe scheduled as soon as the productivity of
the well is apparent. This conference should be coordinated through the Price Field Office.

Notify the Moab Field Officewhen the well is placed into production. Initial notificationmay be
verbal, but must be confirmed in writing within five business days. Please include the date
production started, the producing formation and production volumes.

Well Completion Report- Whether the well is completed as a dry hole or as a producer, a Well
Completion or Recompletion Report and Log (Form 3160-4) shall be submitted to the Moab
Field Officewithin thirty-days after completion of the well. Two copies of all logs, core
descriptions, core analyses, well test data, geologic summaries, sample description, and all
other surveys or data obtained and compiled during the drilling, workover, and/or completion
operations, will be filed with Form 3160-4. When requested, samples (cuttings and/or samples)
willbe submitted to the Moab Field



VentinqlFlarinq of Gas- Gas produced from this well may not be vented/flared beyond an initial,
authorized test period of 30 days or 50 MMcf,whichever first occurs, without the prior, written
approval of the Moab Field Office. Should gas be vented or flared without approval beyond the
authorized test period, the well may be ordered to be shut-in until the gas can be captured or
until approval to continue the venting/flaring pursuant to NTL-4A is granted. Compensation shall
be due for gas that is vented/flared without approval.

Produced Water- An application for approval of a permanent disposal method and location will
be submitted to the Moab Field Office for approval pursuant to Onshore Oiland Gas Order No.7.

Off-Lease Measurement, Storaqe, Comminqlinq- Prior approval must be obtained from the Moab
Field Office for off-lease measurement, off-lease storage and/or commingling of production prior
to the sales measurement point. The term "commingling" describes both the combining of
production from different geologic zones and/or combining production from different leases or
agreement areas.

Pluqqinq and Abandonment- If the well is a dry hole, plugging instructions must be obtained from
the Moab Field Office prior to initiating plugging operations.

A "Subsequent Report of Abandonment" (Sundry Notice, Form 3160-5) will be filed with the
Moab Field Officewithinthirty-days following completion of the well for abandonment. This
report will indicate where plugs were placed and the current status of surface restoration. Upon
completion of approved plugging, a regulation marker will be erected in accordance with 43 CFR
3162.6. Final abandonment will not be approved until the surface reclamation work required by
the approved APD or approved abandonment notice has been completed to the satisfaction of
the Price Field Office or the appropriate surface managing agency.

TABLE 1
NOTIFICATIONS

Notify Don Stephens (435-636-3608) or Walton Willis (435-636-3662) of the BLM Price Field
Officefor the following:

2 days prior to commencement of dirt work, construction and reclamation; (Stephens)

1 day prior to spud; (Willis)

50 feet prior to reaching the surface casing setting depth; (Willis)

3 hours prior to testing BOP equipment. (Willis)

If the person at the above number cannot be reached, notify the BLM Moab Field Office at
435-259-2100.

Well abandonment operations require 24-hour advance notice and prior approval. In the case of
newly drilled dry holes, verbal approval can be obtained from:

Eric Jones, Petroleum Engineer Office: 435-259-2117
Home:



0 O
STATEOF UTAH FORM6

DEPARTMENTOF NATURALRESOURCES
DIVISIONOF OIL,GASANDMINING

ENTITYACTION FORM

Operator: BillBarrettCorporation Operator Account Number: N 2165

Address: 1099 18thStreet, Suite 2300

city Denver

ggg CO g¡p 80202 Phone Number: (303) 312-8134

WeN 1
APi Numb¢r Weil Name . GO See Twp Rag County
4300731321 PricklyPear UnitFederal 16-17D-12-15 SWSE 17 12S 15E Carbon

Action Odde Current Entity New Entity Spud Date Entity Assignment
NuWiber Number ERective Date

Comments /
Spudding O erations were ucted by Craig's Roustabout Service 9/30/2007.

- SESE

wan2PI
Number Weli Name 00 See Twp

. .Rng . County

Action Code Current Entity NewEntity Spud Date Entity Assignment
Nurpber Nuguber Egootive Date

Comments:

WeN3
API Number WellName 00 See Twp Rng county

Action Code Current Entity New Entity Spud Date Entity Assignment
Number Nuntbar EffectiveDate

Comments:

ACTION CODES:
A - Estabush new entityfor newwell (single wononly) Tracey Fallang
B - Add new well to existingentity(groupor umtwelt) Name ( ease Print)
C - Re-assign wou from one existingentity to another existingentity
D - Re-assign wen from one existingentitytoa new entity Signature

'

E - Other (Explainin 'cemments'section) - Environmental alyst 1 007

RECEIVED ""• o..
(W2000)

OCTO1 2007

DN.0FOIL,GAS&



ffallang
¯ h CONFIDENTIAL nr y 4 i PP VEDForm 3160-5 UNITED STATES

(Atigust 2007) DEPARTMENT OF THE INTERIOR ires: J 31
BUREAU OF LAND MANAGEMENT 5. Lease Serial No.

UTU-73006
SUNDRYNOTICESANDREPORTS ON WELLS 6. If Indian, Allottee or Tribe14ame

Do not use this form for proposals to drill or to re-enter an N/A

abandoned well. Use Form 3100-3 (APD) for such proposals.

SUBMIT IN TRIPLICATE-- Other instructions on page 2. 7. If Unit of CA/Agreement, Name and/or No.
Pri Fly Peer I init i l ITII-fTF 4*7

1. Type of Well
On Well Ga Wen Other Ñr Pe n

tNF
deral 16-17D-12-15 .

¯.

Name of Ouerator 9. API Well No,
Bill Barrett Corporation 43-007-31321

3a. Address 3b, Phone No. (include area code) 10. Field and Pool or Exploratory Area
1099 18th Street, Suite2300, Denver, CO 80202

303-312-8134 PricklyPear/Wasatch-Mesaverde

4. LodatÏonof Well (Footage, Sec., T.,R.,M.,or Survey Description) 11. Country or Parish, State
SWSE, 507 FSL, 1430' FEL
Soc. 17, T128-R15E Carbon County, UT

12. CHECK THE APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O Noticeof Intent Acidize Deepen Production (Start/Resume) waterShut-Off

Alter Casing Fracture Treat Reclamation Wellategray

O CasingRepair NewConstruction Recomplete Other Spud
SubsequentReport

O ChangePlans Plugand Abandon TemporarilyAbandon

O Final AbandonmentNotice Convert to Injection Plug Back Water Disposal

3. Describe Proposed or Completed Operation: Clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof. If
the proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones.
Attach the Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports must be filed within 30 days
following completion of the involvedoperations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 must be filedonce
testing has been completed. Final Abandonment Notices must be filed only after all requirements, including reclamation, have been completed and the operator has
determined that the site is ready for final inspection.)

This sundryis being submitted as notificationof well spud on 9/30/07. Spudding operations were handled by Craig's Roustabout Services.

14. I herebycertify that the foregoingis true and correct.
Name(Printed/Typed)

Tracey Fallang Title Environmental/Regulatory Analyst

Signature Date 10/01/2007

THIS SPA E ÔR FEDERAL OR STATE OFFICE USE

Approved by

I'itle Date
nŠëàÏtÏÑrà6ÏÅýýrovaÏ,Ífany,are attached. Approval of this notice does not warrant or certify
that the applicant holds legal or equitable title to those rights in the subject lease which would Office
entitle the applicant to conduct operations thereon. - REnn vng
Title 18U.S.C.Section1001 and Title 43 U.S.C. Section 1212, make it a crimefor any person knowinglyand willfully to make to any department or agency ofthe UruW ates any false,
fictitious or fraudulentstatementsor representations as to any matter within its jurisdiction.

(Instructions on page 2)

DNOFOILGAS&



F rm 3160-5 T'D ST TEs
C F DENTIA ED

(August 2007) DEPARTMENT OF THE INTERIOR
EOx

ire , y 31,

BUREAU OF LAND MANAGEMENT 5. Lease serialNo.
UTU-73006

SUNDRY NOTICESAND REPORTS ON WELLS 6. If Indian, Allottee or Tribe Name
Do not use this form for proposals to drlII or to re-enter an N/A

abandoned well. Use Form 3160-3 (APD)for such proposals.

SUBMITIN TRIPLICATE - Other instructions on page 2. 7. If Unit of CA/Agreement, Name and/or No
Prickly Petr Unit / UTU-079187

1. Type of Well

O O- 8. Well Name and No.
Oil Well LOGas Well Other Prickly Pear Unit Federal 16-170-12-15

2. Name of Operator 9. API Well No.
Bill BarrettCorporation 43-007-31321

3a. Address 3b. Phone No. (include area code) 10. Field and Pool or Exploratory Area
109918th Street. Suite2300, Denver, CO 80202 303.312-8134 Prickly Pear/Wasatch-Mesaverde

4. Location of Well (Footage, Sec., T.,R.,M, or Survey Description) 11. Country or Parish, State
SWSE,507 FSL, 1436 FEL
Sec. 17. T12S-R15E Carbon County, UT

12. CHECK THE APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O soco,onntent O Acidize Deepen - Production (Start/Resume) Water Shut-Off

O^itercasing Fracture Treat Reclamation Well Integrity

SubsequentReport CasingRepair NewConstruction Recomplete Other WEEKLY ACTIVITY

ChangePlans Plugand Abandon Temporarily Abandon REPORT

FinalAbandonmentNotice Conved to Injection PlugBack Water Disposal

13 Describe Proposed or Completed Operation: Clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof If
the proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones.
Attach the Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports must be filed within 30 days
following completion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 must be filed once
testing has been completed. Final Abandonment Notices must be filed only after all requirements, including reclamation, have been completed and the operator has
determined that the site is ready fpr final inspection.)

WEEKLY DRILLtNG ACTIVITYFROM 9/28/2007 THROUGH10/04/2007

14. I herebycertifythat the foregoingis true andcorrect.
Name(Printed/Typed)

Tracey Fallang Title Environmental/Regulatory Analyst

Signature Date 10/08/2007

THIS SPAGE FOR FEDERAL OR STATE OFFICE USE
Approved by

Title Date
Conditions of approval, if any, are attached. Approval of this notice does not warrant or certify
thatthe applicantholds legalor equitable title to those ríghts in the subject lease which would Office
entitle the applicant to conductoperations thereon.

Title 18RS.C. Section1001 andTitle43 U.S.C.Section 1212, make it a crime for anypersonknowinglyand willfully to make to any departme -e States any false
fictitiousoëWaudulentstatements or representations as to any matter within itsjurisdiction.
(Instructions on page2)

DN,OF0 L



REGULATORYDRILLINGSUMMARY sitisarrettcorporation

Well : Prickly Pear Fed. #16-17D-12-15 API #: 43-007-31321 Operations Date :. 9/29/2007

Surface Location : SWSE-17-12S-15 E 26th PM Area : West Tavaputé Report #: 1

Spud Date : 10/1/2007 Days From Spud : 0 Depth At 06:00 :

MomingOperations : Finish movingrig on location, Wait on location Estimated Total Depth : 7375

Remarks :

Time To Description

6:00 AM Finish move &Wait on location.

Report By Wellcore October 08 2007 04 18



REGULATORYDRILLINGSUMMARY BilIBarrett00rporation

Well : Prickly Pear Fed. #16-17D-12-15 API #: 43-007-31321 Operations Date : 10/2/2007

Surface Location : SWSE-17-12S-15 E 26th PM Area; West Tavaputs Report #: 4

Spud Date : 10/1/2007 Days From Spud : 1 Depth At 06:00 : 535

Morning Operations : Drlg @535 Estimated Total Depth : 7375

Remarks :

492 DAYS SINCE LAST LOST TIME ACCIDENT.
Time To Description DAILYSAFETY MEETING= PU, BHA
4:00 PM RIG UP, INSTALL CONDUCTOR. TUBULARSON PETERS POINT LOCATION.

6:30 PM PU, BHA & DRLG 12.25 F/ 40' TO 139
341-JOINTSOF 4 1/2" DRILL PIPE.
21-JOINTSOF 6 1/4" DRILL COLLARS.

8:00 PM LY DN2 DCS &PU TOOLS. 40-JOINTSOF 4 1/2" HEAVY WEIGHT DRILL PIPE.

6:00 AM DRLG Fl 139 TO 535.
1-8" A.K.O.M.M. S/N 4033 [out]HOURS=24
1-6 1/2" SLICK M.M. S/N 6333 [out] HOURS=13.5
1-6 1/2" A.K.O M.M. S/N 6202 (out] HOURS=0
1.6 1/2" A.K.O. M.M. S/N 6153 [IN] HOURS=126.5
DIESEL FUEL ON LOCATION=3827 GALLONS.
DIESEL FUEL USED DAILY=377GALLONS.
DIESEL FUEL USED TOTAL=377 GALLONS.
WATER USED DAILY=3820 BBL.
WATER USED TOTAL=3820 BBL.

Well : Prickly Pear Fed. #16-17D-12-15 API #: 43-007-31321 Operations Date : 10/1/2007

Surface Location : SWSE-17-12S-15 E 26th PM Area : West Tavaputs Report #: 3

Spud Date : 10/1/2007 Days From Spud : 0 Depth At 06:00 :

MorningOperations : Rigup Estimated Total Depth : 7375

Remarks :

491 DAYS SINCE LAST LOST TIME ACCIDENT.
Time To Description DAILYSAFETY MEETING= RIG UP
1:00 PM Wait on location. TUBULARS ON PETERS POINT LOCATION.

341-JOINTS OF 4 1/2" DRILL PIPE.6;00 AM Rig up 21-JOINTS OF 6 1/4" DRILL COLLARS.
40-JOINTS OF 4 1/2" HEAVY WEIGHT DRILLPIPE.
1-8" A.K.O. M,M. S/N 4033 [out]HOURS=24
1-6 1/2" SLICK M.M. S/N 6333 [out]HOURS=13.5
1-6 1/2" A.K.O. M.M. S/N 6202 [out]HOURS=0
1.6 1/2" A.K.O. M.M. SIN 6153 [lN]HOURS=126.5
DIESEL FUEL ON LOCATION=3827 GALLONS.
DIESEL FUEL USED DAILY=0 GALLONS.
DIESEL FUEL USEDTOTAL=0 GALLONS.
WATER USED DAILY=0 BBL.
WATER USED TOTAL=0 BBL.

Well : Prickly Pear Fed. #16-17D-12-15 API #: 43-007-31321 Operations Date : 9/30/2007

Surface Location : SWSE-17-12S-15 E 26th PM Area : West Tavaputs Report #: 2

Spud Date : 10/1/2007 Days From Spud : 0 Depth At 06:00 :

Moming Operations : Finish moving& Wait on location Estimated Total Depth : 7375

Remarks ;

490 DAYS SINCE LAST LOST TIME ACCIDENT.Time To Description DAILYSAFETY MEETING = RIG UP
6:00 AM Finish moving&Wait on location, assemble derrick& sub offto the TUBULARS ON PETERS POINT LOCATION.

side. 341-JOINTS OF 4 1/2" DRILL PIPE,
21-JOINTS OF 6 1/4" DRILL COLLARS,
40-JOINTS OF 4 1/2" HEAVY WEIGHT DRILL PIPE.
1•8" A.K.O.M.M. S/N 4033 (out]HOURS=24
1-6 1/2" SLICK M.M. SIN 6333 (out] HOURS=13.6
1-6 1/2" A.K.O. M.M. SIN 6202 {out]HOURS=0
1.6 1/2" A.K.O. M.M. S/N 6153 [lN)HOURS=126.5
DIESEL FUEL ON LOCATION=3827 GALLONS,
DIESEL FUEL USED DAILY=0 GALLONS.
DIESEL FUEL USED TOTAL=0 GALLONS.
WATER USED DAILY=0 BBL,
WATER USED TOTAL=0 BBL,

ReportBy Wellcore October 00, 2007 04:18



REGULATORY DRILLINGSUMMARY BillBarrett Corporation

Well ; Prickly Pear Fed. #16-17D-12-15 API #: 43-007-31321 Operations Date : 10/4/2007

Surface Location : SWSE-17-12S-15 E 26th PM Area : West Tavaputs Report #: 6

Spud Date : 10/1/2007 Days From Spud : 3 DepthAt 06:00 : 1519

Moming Operations : CUTOFF CSG Estimated Total Depth : 7375

Remarks :

494 DAYS SINCE LAST LOST TIME ACCIDENT.
Time To Description DAILYSAFETYMEETING LAYlNGDOWN 12 1/4"
12:00 PM DRILLING FROM 1303 TO 1519 SLIDE&ROTATE TUBULARS ON PRICKLY PEAR 16-17 LOCATION

341-JOINTS OF 4 1/2" DRILLPIPE
1:30 PM SHORT TRIP TO 120 40-JOINTS OF 4 1/2 HEAVYWEIGHT DRILL PIPE
2:00 PM CIRCULATE SWEEP AROUND PUMP SLUG 21-JOINTS OF 6 1/4" DRILLCOLIARS

2:30 PM LUBRICATE RIG,DISCUSSBOP PLAN
1-8" A.K.O. M.M. S/N 4033 [out]HOURS =67.5

1-6 1/2" SLICK M.M.SIN 6258 lout]HOURS=0
4:30 PM P.O.O.H. L/D 12 1/4"DRILLING ASSENBLY 1-6 1/2" A.K.O.M.M. S/N 6202 [out] HOURS=0

6:00 PM WAIT ON CASERS [REQUESTEDAT 15:00 HR) ARRIVED 18:00
1-6 1/2" A.K.O.M.M.S/N 6216 [lN] HOURS=
DIESEL FUELON LOCATION=5988 GALLONS.

9:30 PM RIGUP P.J.S.M. RAN 35 JTS OF 9 5/8" #36 SET AT 1519' DIESELFUEL USEDDAILY=1000 GALLONS.
DIESEL FUEL USEDTOTAL=1600 GALLONS

12:00 AM CtRCULATERID CASERS RIUHALCO P.J.S.M WATER USED DAILY4580 BBL.
2:30 AM PRESSURE TEST SURFACE LINETO 2800 PSI,PUMP 10 BBL WATER USED TOTAL 4580 BBL.

SPACER,20BBL GEL 410 SX LEAD,180 SX TAIL,114 BBL
DISPLACEMENT, BUMPEDPLUG,FLOAT FAILED LEFT 500 PSI
ON HEAD

5:30 AM WAIT ON CMT, RID HALCO, PREPARE FOR CUT

6:00 AM CUT OFF CSG

Well : Prickly Pear Fed. #16-17D-12-15 API #: 43-007-31321 Operations Date : 10/3/2007

Surface Location : SWSE-17.12S-15 E 26th PM Area : West Tavaputs Report #: 5

Spud Date : 10/1/2007 Days From Spud : 2 DepthAt 06:00 : 1303

Morning Operations : DRILLING Estimated Total Depth : 7375

Remarks :

493 DAYS SINCE LAST LOST TIME ACCIDENT.Time To Description DAILYSAFETY MEETING UNLOADING SURF. CSG.
12:00 PM DRILLINGFROM 535 TO 780 SLIDE&ROTATE TUBULARS ON PRICKYPEAR 16-17 LOCATION.

12:30 PM GREASE RIG
341-JOINTS OF 4 1/2" DRILLPIPE
40-JOINTS OF 4 1/2 HEAVY WEIGHT DRILL PlPE.

6:00 AM DRILLINGFROM 780 TO 1303 23-JOINTS OF 6 1/4" DRILLCOLLARS.
1-6 1/2" SLICK M.M. S/N 6258 [out]HOURS=13.5
1-6 1/2" A.K.O. M.M. S/N 6202 [out]HOURS=0
1.6 1/2" A.K,O. M.M. S/N 6216[out] HOURS=0
1-8" A.K.O. M.M. SlN 4033 [IN] HOURS=61.5

Report By Welicore October 08, 2007 04:18



BSOR pason systems usa corp.
1 81 00 Table IViountain Parkway • Ste. 1 OO • Golden • OO • BO4O3

Telephone (720] 880-2000 •I¯ax (72OJ 880-0018
www.pason.com

October 17, 2007

Utah Division of Oil, Gas & Mining
P.O. Box 145801
Salt Lake City, UT 84114-5801

RE: BILL BARRETT CORPORATION
PRICKLY PEAR 16-17D-12-15
SEC. 17, T12S, R15E
CARBON COUNTY, UT

To Whom It May Concern:

Enclosed is the final computer colored log for the above referenced well.

We appreciate the opportunity to be of service to you and look forward to working with
you in the near future.

If you have any questions regarding the enclosed data, please contact us.

Bill Nagel
Geology Manager
Pason Systems USA
BN/alb

Encl: 1 Computer Colored Log.

Cc: Jake Gelfand, Bill Barrett Corp., Denver, CO.

RECEIVED
OCT22 2007

DIV.0FOlL,GAS&



tfallang
CONFIDENTIAL

Fortre3160-5 UNITED STATES '
(August 2007) DEPARTMENT OF THE INTERIOR . y 31 - 10

BUREAU OF LAND MANAGEMENT 5.Leas al
UTU-73006

SUNDRY NOTICES AND REPORTS ON WELL . 6. If Indian, Allottee or Tribe Name.
Do not use this form for proposals to dri/I or to rb- " TWA

abandoned weH. Use Form 3160-3 (APD) for such proposals.

SUBMIT IN TRIPLICATE - Other instructions on page 2. 7. If Unit of CA/Agreement, Name and/or No.
Prickly Poar Unit / UTU 079137

1. Type of Well

Oil Well Gas Well Other Ñr
ke ae

n
tNF

deral 16-17D-12-15

2. Name of Operator 9. API Wel1No.
Bill Barrett Corporation 43-007-31321

3a. Address 3b. Phone No. (include area code) 10. Field and Pool or Exploratory Area
1099 18th Street, Suite2300, Denver, CO 80202

303-312-8134 Prickly Pear/Wasatch-Mesaverde

4. Location of Well Footage, Sec., T.,R.,M, or Survey Description) 11. Country or Parish, State
SWSE, 507' FSL, 1436' FL
Sec. 17, T12S-R15E Carbon County, UT

12. CHECK THE APPROPRIATE BOX(ES) TO INDICATENATURE OF NOTICE, REPORT OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Acidize Deepen Production (Start/Resume) Water Shut-OE

Alter Casing Fracture Treat Reclamation Wellntegrity

Subsequent Report Casing Repair New Construction Recomplete Other WEEKLYACTIVITY

Change Plans Plug and Abandon Temporarily Abandon REPORT

Final Abandonment Notice Convert to Injection Plug Back Water Disposal

13. Describe Proposed or Completed Operation: Clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof If
the proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones.
Attach the Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports must be filed within 30 days
following completion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 must be filed once
testing has been completed. Final Abandonment Notices must be filed only after all requirements, including reclamation, have been completed and the operator has
determined that the site is ready for final inspection.)

WEEKLY DRILLINGACTIVITYFROM 10/05/2007 THROUGH 10/11/2007

14. I hereby certify that the foregoing is true and correct.
Name (Printed/Typed)

Tracey Fal ang Title Envron2mental/Regulatory Analyst

THIS SP E FOR FEDERAL OR STATE OFFICE USE

Approved by

Title Date
Conditions of approval, if any, are attached. Approval of this notice does not warrant or certify
that the applicant holds legal or equitable title to those rights in the subject lease which would Office
entitle the applicant to conduct operations tliereon RECEIVFD

le 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency of the United States any false,
fictitious or fraudulent statements or representations as to any matter within its jurisdiction.

(Instructions on page 2)

DIV.0FOIL,GAS&



REGULATORYDRILLINGSUMMARY sillsarrettcorporation

Well : Prickly Pear Fed. #16-17D-12-15 API #: 43-007-31321 Operations Date : 10/6/2007

Surface Location : SWSE-17-12S-15 E 26th PM Area : West Tavaputs Report #: 8

Spud Date : 10/1/2007 Days From Spud : 5 Depth At 06:00 : 2730

Morning Operations : DRILLING Estimated Total Depth : 7375

Remarks :

496 DAYS SINCE LAST LOST TIME ACCIDENT.
Time To Description DAILYSAFETY MEETING HIGH WIND WEATHER,
1:00 PM DRILLING FROM 1718 TO 2168 SLIDE&ROTATE TUBULARS ON PRICKLY PEAR 16-1TLOCATION.

341-JOINTS OF 4 1/2" DRILL PIPE
1:30 PM LUBRICATE RIG,BOP DRILL FUNC P.RAMS 40-JOINTS OF 4 1/2" HEAVY WEIGHT DRILL PIPE.
3:00 PM DRILLING FROM 2168 TO 2264 SLIDE&ROTATE 21-JOINTS OF 6 1/4" DRILLCOLLARS.

1-8" A.K.O. M.M. S/N 4033 (out]HOURS=67.5
8:00 PM POOH 3 STD R/U CIRC, REPAIR STAND PIPE 1-6 1/2" SLICK M.M. S/N 6258 [out] HOURS=0
9:00 PM R.I H. & REAM 30' 1-6 1/2" A.K.O. M.M. S/N 6202 [out] HOURS=0

1-6 1/2" A.K.O. M.M. S/N 6216 [IN] HOURS=23
6:00 AM DRILLING FROM 2264 TO 2730 SLIDE&ROTATE DIESEL FUEL ON LOCATION=4480 GALLONS.

DIESEL FUEL USED DAILY=1101 GALLONS.
DIESEL FUEL USED TOTAL=3108 GALLONS.
WATER USED DAILY=0 BBL.
WATER USED TOTAL=5420 BBL.
ordered 2000' p110 &5240' i80 pro csg

Well : Prickly Pear Fed. #16-17D-12-15 API #: 43-007-31321 Operations Date : 10/5/2007

Surface Location : SWSE-17-12S-15 E 26th PM Area: West Tavaputs Report #: 7

Spud Date : 10/1/2007 Days From Spud : 4 Depth At 06:00 : 1718

Morning Operations : DRILLING Estimated Total Depth : 7375

Remarks :

495 DAYS SINCE LAST LOST TIME ACCIDENT.
Time To Description DAILYSAFETY MEETING PRESSURE TEST B.O.P.
8:30 AM CUT OFF CASING WELD ON WELL HEAD TUBULARSON PRICKLY PEAR 16-17 LOCATION.

2:00 PM NIPPLE UP B.O.P
341-JOPINT OF 4 1/2" DRILL PIPE.
40-JOINTS OF 4 1/2"'HEAVEY WEIGHT DRILL PIPE

8:00 PM PRESSURE TEST KELLY,UPPER KELLYCOCK,FLOOR 21-JOINTS OF 6 1/4" DRILLCOLLARS.
VALVE,DART VALVE,KILLLINE AND VALVE & CHECK, CHOKE 1-8"A.K.O. M.M. S/N 4033 [out] HOURS=67.5
LINE INSIDE VALVE HCR,CHOKE MANNIFOLD CHOKE AND 1-6 1/2" SLICK M.M, S/N 6258 [out] HOURS=0
UPSTREAM VALVES,BLIND RAMS, PIPE RAMS 250 PSI FOR 10 1-6 1/2" A.K.O. M.M. S/N 6202 [out] HOURS=0
MIN AND 300 PSI FOR 10 MIN TEST ANNULAR FOR 1500 PSI 1-6 1/2" A.K.O. M.M. S/N 6216 [IN] HOURS=
AND 250 PSI FOR 10 MIN ,TEST CASING TO 1500 PSI FOR 30 DIESEL FUEL ON LOCATION=5581 GALLONS
MIN. ACCUMULATER FUNCTION TEST D1ESEL FUEL USED DAILY=407 GALLONS

8:30 PM SET WEAR BUSHING DIESEL FUEL USED TOTAL=2007 GALLONS.
WATER USED DAILY=840 BBL.

10:30 PM P/U MOTOR AND TOOLS ORINTATE & R.I.H· WATER USED TOTAL=5420 BBL.

12:30 AM DRILL FLOAT CMT AND SHOE

6:00 AM DRILLINGFROM 1519 TO 1718

Report By Welicore October 16, 2007 04:40



REGULATORYDRILLINGSUMMARY BillBarrett Corporation

Well : Prickly Pear Fed. #16-17D-12-15 API #: 43-007-31321 Operations Date : 10/8/2007 ,

Surface Location : SWSE-17-12S-15 E 26th PM Area : West Tavaputs Report #: 10

Spud Date : 10/1/2007 Days From Spud : 7 Depth At 06:00 : 4923

Morning Operations : DRILLING Estimated Total Depth : 7375

Remarks :

498 DAYS SINCE LAST LOST TIME ACClDENT.
Time To Description DAtLYSAFETY MEETING ORGANIZE LOCATION.

1:30 PM DRILLINGFROM 4000 TO 4410 SLIDE&ROTATE TUBULARS ON PRI0KLYPEAR 16-17 LOCATION.
341-JOINTS OF 4 1/2" DRILL PIPE

2:00 PM LUBRICATE RIG,BOP DRILL FUNC.P.RAMS 40-JOINTS OF 4 1/2" HEAVY WEIGHTDRILL PIPE.

5:30 PM DRILLINGFROM 4410 TO 4570 SLIDE&ROTATE 23-JOINTS OF 6 1/4" DRILL COLLARS.
1-8" A.K.Q.M.M. S/N 4033 [out] HOURS=67.5

8:00 PM POOH TO 4206 REPAIR PUMPS RIH, REAM 30' 1-6 1/2" SL1CKM.M. S/N 6258 [out] HOURS =0

6:00 AM DRILLINGFROM 4570 TO 4923 SLIDE&ROTATE 1-6 1/2" A.K.O. M.M. S/N 6202 [out] HOURS=0
1-6 1/2" A.K.O. M.M. S/N 6216 [IN] HOURS=67.5
DIESEL FUEL ON LOCATION=2818 GALLONS.
DIESEL FUEL USED DAILY=1133 GALLONS.
DIESEL FUEL USED TOTAL=5192 GALLONS.
WATER USED DAILY=0 BBL.
WATER USED TOTAL=5889 BBL
*****SLIDES*****
4026-4036,4218-4223,4314-4319,4346-4351,
4410-4415,4506-4511, 4602-4610,4699-4709,
4795-4804,4891-4899

Well : Prickly Pear Fed. #16-17D-12-15 API #: 43-007-31321 Operations Date : 10/7/2007

Surface Location : SWSE-17-12S-15 E 26th PM Area : West Tavaputs Report #: 9

Spud Date : 10/1/2007 Days From Spud : 6 Depth At 06:00 : 4000

Morning Operations : DRILLING Estimated Total Depth : 7375

Remarks :

497 DAYS SINCE LAST LOST TIME ACCIDENT.
Time To Description DAILYSAFETY MEETING MUD UP DRILLIN0 FLUID.

12:30 PM DRILLING FROM2730 TO 3193 SLIDE&ROTATE TUBULARS ON PRICKLY PEAR 16-17 LOCATION.
341-JOINTS OF 4 1/2" DRILL PIPE

1:00 PM LUBRICATE RIG,BOP DRILL FUNC P.RAMS 40-JOINTS OF 4 1/2" HEAVY WEIGHT DRILL PIPE.
21-JOINTS OF 6 1/4" DRILL COLLARS.

6:00 AM DRILLING FROM 3193 TO 4000 1-8" A.K.O. M.M. S/N 4033 lout]HOURS=67.5
1-6 1/2" SLICK M.M. S/N 6258 [out] HOURS=0
1-6 1/2" A.K.O. M.M. S/N 6202 [out] HOURS=0
1-6 1/2" A.K.O. M.M. S/N 6216 [lN] HOURS= 46.5
DIESEL FUEL ON LOCATION=3951 GALLONS.
DIESEL FUEL USED DAILY=951 GALLONS.
DIESEL FUEL USED TOTAL=4059 GALLONS.
WATER USED DAILY=460 BBL.
WATER USED TOTAL=5889 BBL.

Report By Welicore
October16, 2007 04:40



REGULATORYDRILLING SUMMARY Bill Barrett Corporation

Well : Prickly Pear Fed. #16-17D-12-15 API #: 43-007-31321 . Operations Date : 10/11/2007

Surface Location : SWSE-17-12S-15 E 26th PM - Area : West Tavaputs Report #: 13

Spud Date : 10/1/2007 Days From Spud : 10 Depth At 06:00 : 6656

Morning Operations : DRILLING Estimated Total Depth : 7375

Remarks :

498 DAYS SINCE LAST L0ST TIME ACCIDENT.
Time To Description DAILY.SAFETY MEETINGHANDLING TUBULARS.
10:00 AM DRILLINGFROM 6333 TO 6461 SLIDE&ROT TUBULARS ON PRICKLY,PEAR'16-17 LOCATION.

341-JOINTS OF 4 1/2" DRILL PIPE
10:30 AM LUBRICATE RIG,BOP DRILL FUNC. P.RAMS 40-JOINTS OF 4 1/2" HEAVY WEIGHT DRILL PIPE.
7:30 PM DRILLING FROM 6461 TO 6648 SLIDE&ROT. 21-JOINTS OF 6 1/4" DRILL COLLARS.

11:30 PM PULL OUT OF HOLE
1-8" A.K.O. M.M. S/N 4033 [out] HOURS=67.0
1-6 1/2" SLICK M.M. SIN 6258 [IN] HOURS=1

12:30 AM LAYDOWN DIRECTIONAL TOOLS. 1-6 1/2" A.K.O. M.M. S/N 6202 [out] HOURS=0

4:00 AM RUN IN HOLE
1-6 1/2" A.K.O.M.M. S/M 6216 [out] HOURS =124

DIESEL FUEL ON LOCATION= 3383 GALLONS.
5:00 AM WASH AND REAM.90' DIESEL FUEL USED DAILY=944 GALLONS.

DIESEL FUEL USED TOTAL= 8093 GALLONS.
6:00 AM DRILLINGFROM 6648 TO 6656 WATER USED DAILY=360 BBL

WATER USED TOTAL=6432 BBL

Well : Prickly Pear Fed. #16-17D-12-15 API #: 43-007-31321 Operations Date : 10/10/2007

Surface Location : SWSE-17-12S-15 E 26th PM Area: West Tavaputs Report #: 12

Spud Date : 10/1/2007 Days From Spud : 9 Depth At 06:00 : 6333

Morning Operations : DRILLING . Estimated Total Depth : 7375

Remarks :

497 DAYS SINCE LAST LOST TIME ACCIDENT.
Time To Description . DAILYSAFETY MEETING CHECKINGMUDPUMPS.
3:00 PM DRILLING FROM 5605 TO 5884 SLIDE&ROTATE TUBULARS ON PRICKLY PEAR 16-17 LOCATION.

341-JOINTS OF 4 1/2" DRILL PIPE
3:30 PM LUBRICATE RIG,BOP DRILL FUNC. P.RAMS 40-JOINTS OF 4 1/2" HEAVY WEIGHT DRILL PlPE.
6:00 AM DRILL1NGFROM 5884 TO 6333 21-JOINTSOF 6 1/4" DRILLCOLLARS.

1-8" A.K.O. M.M. S/N 4033 (out] HOURS=67.5
1-6 1/2" SLICK M.M. S/N 6258 [out] HOURS=0
1-6 1/2" A.K.O. M.M. S/N 6202 [out] HOURS=0
1-6 1/2" A.K.O. M.M. SIN 6216 [IN] HOURS=110.5
DIESEL FUEL ON LOCATION= 4327GALLONS.
DIESEL FUEL USED DAILY=853 GALLONS.
DIESEL FUEL USED TOTAL= 7149
WATER USED DAILY=0 BBL.
WATER USED TOTAL=6072 BBL

Well : Prickly Pear Fed. #16-17D-12-15 API #: 43-007-31321 Operations Date : 10/9/2007

Surface Location : SWSE-17-12S-15 E 26th PM Area : West Tavaputs Report #: 11

Spud Date.: 10/1/2007 Days From Spud : 8 Depth At 06:00 : 5605

Morning Operations : DRILLING Estimated Total Depth : 7375

Remarks :

499 DAYS SINCE LAST LOST TIME ACCIDENT.
Time To Description DAILYSAFETY MEETINGBOILER PREPERATION.

1:30 PM DRILLING FROM4923 TO 5168 SLIDE&ROTATE TUBULARS ON PRICKLY PEAR 16-17 LOCATION
341-JOINTS OF 4 1/2" DRILL PIPE

9:30 PM POOH TO 4889 REPAIR PUMPS RIH REAM30' 40-JOINTS OF 4 1/2" HEAVYWElGHT DRILL PIPE
6:00 AM DRILLING FROM 5168 TO 5605 23-JOINTS OF 6 1/4" DRILL COLLARS

1-8"A.K.O. M.M. S/N 4033 [out] HOURS=67.5
1-6 1/2" SLICK M.M. S/N 6258 [out] HOURS=0
1-6 1/2" A.K.O. M.M S/N 6202 [out] HOURS=0
1-6 1/2" A.K.O. M.M. SIN 6216 [lN) HOURS=87
DIESEL FUEL ON LOCATION=5829 GALLONS.
DIESEL FUEL USED DAILY= 1106 GALLONS.
DIESEL FUEL USEDTOTAL=6298 GALLONS.
WATER USED DAILY=880 BBL.
WATER USED TOTAL=6072 BBL.

Report By Wencore October 16, 2007 04:59



ffallarig
CONFIQEN¶|A1. gy a

Form 3160-5 UNITED STATES
(August2007) DEPARTMENT OF THE INTERIOR ..uly i

20170

BUREAU OF LAND MANAGEMENT 5. Lel3Tieri
UTU-73006

SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian, Allottee or Tribe Name

Do not use this form for proposals to dri/I or to re-enter an N/A

abandoned weH. Use Form 3160-3 (APD) for such proposals.

SUBNIIT IN TRIPLICATE - Other instructions on page 2. 7. If Unit of CA/Agreement, Name and/or No.

1. Type of Well
Prickly Pear Unit / UTU 079187

Oil Well Gas Well Other r
e Naeme nn tNFederal 16-17D-12-15

2. Name of Operator 9. API Well No.
Bill Barrett Corporation 43-007-31321

3a. Address 3b. Phone No. (include area code) 10. Field and Pool or Exploratory Area
1099 18th Street, Suite 2300, Denver, CO 80202 303-312-8134 Prickly Pear/Wasatch-Mesaverde

4. Location of Well (Footage, Sec., T.,R.,M.,or Survey Description) 11. Country or Parish, State
SWSE, 50T FSL, 1436' FEL
Sec 17. T12S-R15E Carbon County, UT

12. CHECK THE APPROPRIATE BOX(ES) TO INDICATENATURE OF NOTICE, REPORT OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent
Acidize O Deepen Production (StarvResume) Water Shut-Of

Alter Casing Fracture Treat Reclamation Well Integrity

Subsequent Report
Casing Repair New Construction Recomplete Other WEEKLY ACTIVITY

Change Plans Plug and Abandon Temporarily Abandon REPORT

Final Abandonment Notice Convert to Injection Plug Back Water Disposal

13. Describe Proposed or Completed Operation: Clearly state all pertinent details, including estirnated starting date of any proposed work and approximate duration thereof If

the proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones.

Attach the Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports must be filed within 30 days
following completion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 must be filed once

testing has been completed. Final Abandonment Notices must be filed only after all requirements, including reclamation, have been completed and the operator has
determined that the site is ready for final inspection.)

WEEKLY DRILLINGACTIVITYFROM 10/12/2007 THROUGH 10/18/2007

14. I hereby certify that the foregoing is true and correct.
Name (Printed/Typed)

TraceygnFarang Tide Divironmental/Regulatory Analyst

THIS SPA OR FEDERAL OR STATE OFFICE USE

Approved by

Title Date
Conditions of approval, if any, are attached. Approval of this notice does not warrant or certify
that the applicant holds legal or equitable title to those rights in the subject lease which would Office
entitle the applicant to conduct operations thereon.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C.Section 1212, make it a crime for any person knowinglyand willfully to make to any depanmentor agencyote i e a es any fa se

fictitious or fraudulent statements or representations as to any matter within its jurisdiction. OCT2 2 2007
(Instructions on page 2)

DIV.0FOlL,GAS&



REGULATORY DRILLINGSUMMARY BillBarrett Corporation

Well : Prickly Pear Fed. #16-17D-12-15 APf #: 43-007-31321 Operations Date : 10/12/2007

Surface Location : SWSE-17-12S-15 E 26th PM Area : West Tavaputs Report #: 14

Spud Date : 10/1/2007 Days From Spud : 11 Depth At 06:00 :

Morning Operations : DRILLING Estimated Total Depth : 7375

Remarks :

499 DAYS SINCE LAST LOST TIME ACCIDENT.
Time To Description DAILYSAFETYMEETING SECURE COR. CHEM.
2:00 PM DRILLING FROM 6656 TO 6884 TUBULARSON PRICKLY PEAR 16-17 LOCATION.

341-JOINTS OF 4 1/2" DRILL PIPE
2:30 PM LUBRICATE RIG,BOP FUNC. P.RAMS 40-JOINTS OF 4 1/2" HEAVY WEIGHT DRILL PIPE.
6:00 AM DRILLING FROM 6884 TO 7333 21-JOINTSOF 6 1/4" DRILL COLLARS.

1-8" A.K.O.M.M. S/N 4033 [out]HOURS=67.5
1-6 1/2" A.K.O.M.M. S/N 6202 [out] HOURS=0
1-6 1/2" A.K.O. M.M. S/N 6216 (out] HOURS=124
1-6 1/2" SLICK M.M. S/N 6258 [IN] HOURS=24.5
DIESEL FUEL ON LOCATION= 2265 GALLONS.
DIESEL FUEL USED DAILY=1118 GALLONS.
DIESEL FUEL USED TOTAL= 9211 GALLONS
WATERUSED DAILY=0 BBL.
WATERUSED TOTAL=6432 BBL

Report By Welicore
October 18, 2007 12 13



REGULATORYDRILLINGSUMMARY silisarrettcorporation

Well : Prickly Pear Fed. #16-17D-12-15 API #: 43-007-31321 Operations Date : 10/14/2007

Surface Location : SWSE-17-12S-15 E 26th PM Area : West Tavaputs Report #: 16

Spud Date : 10/1/2007 Days From Spud : 13 Depth At 06:00 : 7461

Morning Operations : RIG DOWN Estimated Total Depth : 7375

Remarks :

500 DAYS SINCE LAST LOST TIME ACCIDENT.
Time To Description DAILYSAFETYMEETING LAYDOWN DRILLSTRING

6:30 AM PUMP OUT 5 SINGLES TOTAL 15 TUBULARS ON PRICKLY PEAR 16-17 LOCATION.
341-JOINTS OF 4 1/2" DRILLPIPE

12:30 PM LAYDOWN DRILL STRING 40-JOINTS OF 4 1/2" HEAVYWEIGHT DRILL PIPE
3:00 PM WAIT ON [WEATHERFORD) CASERS 21-JOINTS OF 6 1/4" DRILL COLLARS.

1-6 1/2 A.K.O. M.M. S/N 6258 HOUR27.5 HUNTING
4:00 PM RIG UP CASERS PreJobSafetyMeeting DIESEL FUEL ON LOCATION= 5198 GALLONS.

9:00 PM RUN 173 JTS #17 LTC 5 1/2" CASING DIESEL FUEL USED DAILY=750 GALLONS.
DIESEL FUEL USED TOTAL= 9961 GALLONS

9:30 PM WASH 46' TO BOTTOMSET CAG AT 7441' WATER USED DAILY=160 BBL.

12:00 AM CIRCULATE R/D CASERS, R/U HALCO P.J.S.M. WATER USED TOTAL=7052 BBL,
*****RIGRELEASED AT 06:00 HRS 10/14/07******

3:00 AM PUMP 1300 SX 50/50 POZ CMT

3:30 AM RIG DOWNHALLIBURTON

4:30 AM NIPPLE DOWN B.O.P. PREPARE FOR SLIPS

5:30 AM SET SLIPS WITH 20K OVER @ 145K

6:00 AM RIG DOWN **RELEASE RIG @ 06:00 10-14-07

Well : Prickly Pear Fed. #16-17D-12-15 API #: 43-007-31321 Operations Date : 10/13/2007

Surface Location : SWSE-17-12S-15 E 26th PM Area : West Tavaputs Report #: 15

Spud Date : 10/1/2007 Days From Spud : 12 Depth At 06:00 : 7461

Morning Operations : PUMPING OUT SINGLES WITH KELLY Estimated Total Depth : 7375

Remarks :

499 DAYS SINCE LAST LOST TIME ACCIDENT.
Time To Description DAILYSAFETY MEETING PULL OUT OF HOLE.

9:30 AM DRILLING FROM 7333 TO 7461 TUBULARS ON PRICKLY PEAR 16-17 LOCATION.
341-JOINTS OF 4 1/2" DRILL PIPE

11:00 AM PULL OUT OF HOLE TO 6021, RUN IN HOLE 40-JOINTS OF 4 1/2" HEAVYWEIGHT DRILL PIPE.

12:00 PM CIRCULATE SWEEP AROUND,PUMP DRY SLUG 23-JOINTS OF 6 1/4" DRILLCOLLARS.
1-6 1/2" A.K.O. M.M. S/N 6258 [out] HOURS=27.5

4:00 PM PULL OUT OF HOLE (8"M.M 2-6 1/2"M.M. RETURNED TO HUNTING]

4:30 PM LUBRICATE RIG,BOP DRILL FUNC.P.RAMS [DIERCTIONAL TOOLS RETURNED TO WEATH.]
DIESEL FUEL ON LOCATION= 1648 GALLONS.

6:00 PM PreJobSafetyMeeting RIG UP LOGERS. DIESEL FUEL USED DAILY=617 GALLONS.

8:00 PM RUN TRIPPLE COMBO LOGS DIESEL FUEL USED TOTAL=9828 GALLONS.
WATER USED DAILY=460 BBL.

9:00 PM RUN IN HOLE WIFILLS WATER USED TOTAL=6892BBL.

2:30 AM CIRCULATE SWEEP AROUND,PUMP DRY SLUG [NOTE PLANS TO REPLACE ANNULAR ELEMENT]
[CONTRACT SAYSBARRETT PAYS

6:00 AM LAYDOWN 4 JT TIGHT PUMP OUT 10 SINGLES [NOTE PLANS TO REPARE CRACK IN A-LEGS)
(NOTE PLANS TO MAGNAFLUXMUDLINE)
{PATTERSON PAYS FOR A-LEGS&MUDLINE]
***ALLON NEXT PAD***

Report By Wellcore
October 18, 2007 12:13
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Form 3160-5 UNITED STATEs
CONFIDENTIAL ) FOKM AP OVED

(August 2007) DEPARTMENT OF THE INTERIOR , .. I i
BUREAU OF LAND MANAGEMENT 5. Lease serial

UTU-73006
SUNDRY NOTICESAND REPORTS ON WELLS 6. If Indian, Allottee or Tribe Name

Do not use this form for proposals to drill or to re-enter an N/A
abandoned well. Use Form 3160-3 (APD) for such proposals.

SUBMIT IN TRIPLICATE - Other instructions on page 2. 7. If Unit of CA/Agreement, Name and/or No.

l. Type of Well
Prickly Pear Unit! UTU 079187

Oil Well Gas Well Other 8. Well Name and No.
Prickly Pear Unit Federal 16-17D-12-15

2. Name of Overator 9. API Well No.
BillBarrett Corporation 43-007-31321

3a Address 3b. Phone No. (include area code) 10. Field and Pool or Exploratory Area
1099 18th Street Suite 2300. Denver CO 80202

303-312-8134 Prickly Pear/Wasatch-Mesaverde

4. Location of Well (Footage, Sec.. T,R ,M, or Survey Description) 11. Country or Parish, State
SWSE, 507' FSL, 1436' FEL
Sec 17 T12S-R15E Carbon County, UT

12. CHECK THE APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent
Acidize Deepen Production (Start/Resume) Water Shut-Off

Alter Casing Fracture Treat Reclamation Wel Integrity

Subsequent Repon Casing Repair New Construction Recomplete Other WEEKLY ACTIVITY

changePians O Plug and Abandon Temporarily Abandon REPORT

al Abandonment Notice Een to Injeckn"""OWOW--"" I"I watemsposal
13 Describe Proposed or Completed Operation: Clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof If

the proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones.
Attach the Bond under which the work will be performed or provide the Bond No.on file with BLM/BIA. Required subsequent reports must be filed within 30 days
following completion ofthe involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 must be filed once
testing has been completed. Final Abandonment Notices must be filed only after all requirements, including reclamation, have been completed and the operator has
determined that the site is ready for final inspection.)

WEEKLY COMPLETION ACTIVITYFROM 10/18/2007 THROUGH 11/22/2007
REPORT #1-5

BECENED

DECO3 2007

DN.0FO\L,GAS&MIN\NG

14 i hereby certify that the foregoing is true and correct.
Name (Printed/Typed)

Tracey Fallang Title Environmental/Regulatory Analyst

Signature Date 11/22/2007

THIS ACE FOR FEDERAL OR STATE OFFICE USE

Approved by

Title Date
Conditions of approval, ifany, are attached. Approval of this notice does not warrant or certify
that the applicant holds legal or equitable title to those rights in the subject lease which would Office
entitle the applicant to conduct operations thereon.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency of the United States any false
fictitious or fraudulent statements or representations as to any matter within its jurisdiction.

(Instructions on page



REGULATORY COMPLETION SUMMARY wencore

Well Name : Prickly Pear Fed. #16-17D-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #/License
SESE-17-12S-15E-W26M 43-007-31321

Ops Date : 11/7/2007 Report # : 1

AFE #: 14658D

Summary : MIRU BWWC Ran Cement Bond Log End Time Description
and junk basket.

7:00 AM SI
8:00 AM MIRU Black Warrior
10:00 AM PU 4.620 gauge ring RIH correlate to short jt. Run to PBTD: 7360 ft
4:00 PM PU Logging tools. RIH Iog casing under 1000 psi held on casing.

Report by Decision Dynamics Technology Ltd Welicore Version 4 3 3 November 27 2007 Page



REGULATORY COMPLETION SUMMARY welicore

Well Name : Prickly Pear Fed. #16-17D-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #/License
E-17-12S-15E-W26M 43-007-31321

Ops Date : 11/23/2007 Report # : 5

AFE #: 14658D

Summary : SI Wait on HES Frac Equipment End Time Description
11:59 PM SI.
11:59 PM

Well Name : Prickly Pear Fed. #16-17D-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #lLicense
SESE-17-12S-15E-W26M 43-007-31321

Ops Date : 11/21/2007 Report # : 4

AFE #: 14658D

Summary : SI. Wellhead Inc set 10K Frac Tree & End Time DescriptionTest. Mi set 6 frac tanks. set one flow
tank. Load CO2 Vessels BOC. 10:00 AM SI

2:00 PM Wellhead inc ND production tree. NU 10K Frac Tree and test seal.
5:00 PM MI Set 6 Frac Tanks and 1 flow tank.

Well Name : Prickly Pear Fed. #16-17D-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #/License
SESE-17-12S-15E-W26M 43-007-31321

Ops Date : 11/21/2007 Report #: 3

AFE #: 14658D

Summary : SI. Mi set BOC CO2 Vessels End Time Description
11:00 PM SI
11:00 PM BOC set 6 CO2 Vessels start loading

Well Name : Prickly Pear Fed. #16-17D-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #/License
SESE-17-12S-15E-W26M 43-007-31321

Ops Date : 11/18/2007 Report #: 2

AFE #; 14658D

Summary : MI set IPS Flow equipment from Peters End Time DescriptionP. 2-34 D, start ngging up.
5:00 PM MI Set IPS Flow equipment start rigging up

Report by Decision Dynamics Technology Ltd. Welicore Version 4.3.3 November 27 2007 Page



F rm 3 00-p UNITED STATES
"" DEPARTMENT OF THE INTERIOR Expires: July 31, 2010

BUREAU OF LAND MANAGEMENT 5. Lease Serial No.
UTU-73006

SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian, Allottee or Tribe Name

Do not use this form for proposals to dri/I or to re-enter an N/A

abandoned well. Use Form 3160-3 (APD) for such proposals.

SUBMIT IN TRIPLICATE - Other instructions on page 2. 7. If Unit of CA/Agreement, Name and/or No.
Prickly Poor Unit! UTU 070187

1. Type of Well
8. Well Name and No.

Oil Well Gas Well Other Prickly Pear Unit Federal 16-17D-12-15

2. Name of Overator 9. API Well No.
Bill Barrett Corporation 43-007-31321

3a. Address 3b. Phone No. (include area code) 10. Field and Pool or Exploratory Area
109918th Street, Suite 2300, Denver, CO 80202 303-312-8134 Prickly Pear/Wasatch-Mesaverde

4. Location of Well (Footage, Sec., T,R..M, or Survey Description) I l. Country or Parish, State
SWSE, 507° FSL, 1436' FEL
Sec 17, T12S-R15E Carbon County, UT

12. CHECK THE APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice oflntent
Acidize Deepen Production (Start/Resume) Water Shut-Off

Alter Casing Fracture Treat Reclamation Well Integrity

Subsequent Report
Casing Repair New Construction Recomplete Other WEEKLY ACTIVITY

Change Plans Plug and Abandon Temporarily Abandon REPORT

Final Abandonment Notice Convert to Injection Plug Back Water Disposal

13 Describe Proposed or Completed Operation: Clearly state all pertinent details, including estimated starting date ofany proposed work and approximate duration thereof If

the proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones.

Attach the Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports must be filed within 30 days

following completion of the involved operations, If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 must be filed once

testing has been completed. Final Abandonment Notices must be filed only after all requirements, including reclamation, have been completed and the operator has

determined that the site is ready for final inspection.)

WEEKLY COMPLETION ACTIVITYFROM 11/23/2007 THROUGH 12/11/2007
REPORT #5-24

14. I hereby certify that the foregoing is true and correct.
Name (Printed/Typed)

Tracey Fallang Title Environmental/Regulatory Analyst

Signature Date 12/12/2007

THIS S E FOR FEDERAL OR STATE OFFICE USE

Approved by

Title Date

Conditions of approval, if any, are attache ApirovÄÍÏiliiinotÏceoes not warrant or certify
that the applicant holds legal or equitable title to those rights in the subject lease which would Office
entitle the applicant to conduct operations thereon. O CO
Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency of the United States any false,

fictitious or fraudulent statements or representations as to any matter within its jurisdiction. DEC17 2007
(Instructions on page



REGULATORY COMPLETION SUMMARY vveilcore

Well Name : Prickly Pear Fed. #16-17D-12-15 - Phase/Area West Tavaputs

Bottom Hole Display API #/License

SESE-17-12S-15E-W26M 43-007-31321

Ops Date : 11/25/2007 Report #: 7

AFE #: 14658D

Summary : SI. Wait on Frac quipment End Time Description

11:59 PM Shut in. Wait on frac.

Well Name : Prickly Pear Fed. #16-17D-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #/License

SESE-17-12S-15E-W26M 43-007-31321

Ops Date : 11/24/2007 Report #: 6

AFE # 14658D

COiaii water

6:00 AM SI
11:59 PM SL Load CO2 & Water...

Well Name : Prickly Pear Fed. #16-17D-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #/License

SESE-17-12S-15E-W26M 43-007-31321

Ops Date : 11/23/2007 Report # : 5

AFE #: 14658D

Summary : SL Wait on HES Frac Equipment End Time Description

11:59 PM SI.
11:59 PM

Report by Decision Dynamics Technology Ltd. Welicore Version 4.3 3 December 12, 2007 Page 13





REGULATORY COMPLETION SUMMARY wellcore

Well Name : Prickly Pear Fed. #16-17D-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #/License

SESE-17-12S-15E-W26M 43-007-31321

Ops Date : 12/2/2007 Report #: 14

AFE #: 14658D

Summary : SI. MIRU Black Warrior. 10 to 12" Snow End Time Description
Shut down moving in HES frac to clean

off roads. RU BWWC perf stage 1Price 9:00 AM SI.
River POOH Shut in 2:00 PM MIRUBlack Warrior EL. 10 to 12" snow. and snowing.

2:50 PM BWWC PU 8 ftg. perf guns. RIH correlate to short jt. run to perf
depth check depth to casing collars. Perforate Price River,
7248-7258, 3 JSPF, 120 phasing, 23 gram charges, .430 holes.
POOH lay down tools.

3:00 PM SI frac tree.

Well Name : Prickly Pear Fed. #16-17D-12-15 Phase/Area West Tavaputs

m Hole Display API #/License i

SESE-17-12S-15E-W26M 43-007-31321

Ops Date : 12/1/2007 Report #: 13

AFE #: 14658D

Summary : SI End Time Description

11:59 PM Shut in

Well Name : Prickly Pear Fed. #16-17D-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #/License

SESE-17-12S-15E-W26M 43-007-31321

Ops Date : 11/30/2007 Report #: 12

AFE #: 14658D

Summary : SI. Wait on HES frac equip. heat frac End Time Description
water

11:59 PM SI. Wait on frac equip. Heat frac water,

Report by Decision Dynamics Technology Ltd Wellcore Version 4.3.3 December 12, 2007 Page



REGULATORY COMPLETION SUMMARY welicore

Well Name : Prickly Pear Fed. #16-17D-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #/License
SESE-17-12S-15E-W26M 43-007-31321

Ops Date : 12/4/2007 Report #: 16

AFE #: 14658D

Summary : SI. HES problems withBlender and End Time Description
pumps Elc. and ice . Frac stage i P.R.
EL stage2. Frac #2. SI 7:00 AM SI.

1:30 PM HES Problems with Blender and fluid pumps. Elc. & Ice.

2:30 PM HES Frac stage 1 Price River 70Q foam frac. Load & Break @3,941
PSI @ 5.4 BPM. Avg. Wellhead Rate:29.3 BPM. Avg. Slurry
Rate:11.4 BPM, Avg. CO2 Rate:16.7 BPM. Avg. Pressure:4,141
PSt. Max. Wellhead Rate:30.5 BPM. Max. Slurry Rate:14.5 BPM.
Max. CO2 Rate: 19.6 BPM. Max. Pressure:4,548 PSI. Total Fluid
Pumped: 17,392 Gal. Total Sand in Formation:60.000 lb.(20/40
White Sand) Co2 Downhole:104 tons. Co2 Cooldown:10 tons.
ISIP:3,074 PSI. Frac Gradient:0.86 psilft. Successfully flushed
welbore with 50Q foam 50 bbl over flush with 500 gal. fluid cap.

5:30 PM HES frac stage 2 Price River. Load & Break @4,780 PSI @ 14.7
BPM. Avg. Wellhead Rate: 38.7 BPM. Avg. Slurry Rate: 15.3 BPM.
Avg. CO2 Rate: 21.8 BPM. Avg. Pressure: 4294 PSI. Max.
Wellhead Rate: 40.7 BPM. Max, Slurry Rate: 18.7 BPM, Max. CO2
Rate: 24.9 BPM. Max. Pressure: 4,528 PSI. Total Fluid Pumped:
26.022 Gal. Total Sand in Formation: 119,900 lb. (20/40 White
Sand) Co2 Downhole: 162 tons. Co2 Cooldown: 10 tons. ISIP:
3,011 PSL Frac Gradient: 0.86 psilft. Successfully flushed wellbore
with 50Q foam 50 bbl over flush with 500 gal. fluid cap.

12:30 PM BWWC EL stage 2. PU HES CFP with 10 ft. perf guns. RIH
correlate to short jt. run to setting depth set CFP: 7140 ft. PU
perforate @ 7054-7060 & 7024-7028. 3 JSPF, 120 phasing, 23 gram
charges. .430 holes. POOH turn well over to frac.

11:59 PM SIFN. drain pumps and lines.

Well Name : Prickly Pear Fed. #16-17D-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #/License
SESE-17-12S-15E-W26M 43-007-31321

Ops Date : 12/3/2007 Report # ; 15

AFE #: 14658D

Summary : SL MIRU HES Frac equipment End Time Description

9:00 AM SI
9:00 PM MIRU HES Frac equipment.
11:00 PM SI

Report by Decision Dynamics Technology Ltd. Wellcore Version 4.3.3 December 12 2007 Page



REGULATORY COMPLETION SUMMARY wencore

Well Name : Prickly Pear Fed. #16-17D-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #/License

SESE-17-12S-15E-W26M 43-007-31321

,
Ops Date : 12/5/2007 Report # : 17

AFE #: 14658D

Summary : SICP: 1700. Rig EL Ice in frac tree. Cut End Time Description
EL line in Lub. Lay down rehead tools.
Perf stage 3 P.R. Frac #3. EL stag 4. 6:00 AM SICP:1700 Safety meeting, Ice. Frac. Wire line.

Frac #4. Flow back stages 1-4 9:30 AM Rig BWWC. PU HES CFP with 8 ft. perf guns. open frac tree. Ice in
tree under gate valve. rig heater to tree. rig HES to pump KCL water
down wellbore. close EL BOPs. Pump 10 bbl kol water 10 bpm.
Wire line shot up in Lub. cut EL. dropped guns on wire line BOP.
Rig down Lub. rehead EL. PU tools.

11:00 AM BWWC EL stage 3. PU HES CFP with 8 ft. perf guns. RIH
correlate to short jt. run to setting depth set CFP @ 7015 ft. PU
perforate Price River @ 6987-6990, 6961-6964 & 6942-6944,
3JSPF, 120 phasing, 23 gram charges, .430 holes. POOH turn well
over to frac.

12:00 PM HES frac stage 3 Price River 70Q foam frac, Load & 5,954 @ 16.6
PSI @ BPM. Avg. Wellhead Rate:38.9 BPM. Avg. Siurry Rate:15.2
BPM. Avg. CO2 Rate: 21.7 BPM. Avg. Pressure:4,809 PSI. Max.
Wellhead Rate:41.1 BPM, Ma×. Slurry Rate:18.9 BPM. Max. CO2
Rate: 26.8 BPM. Max. Pressure: 5,638PSI. Total Fluid
Pumped:20,605 gal. Total Sandin Formation:80,300 lb. (20/40
White Sand) CO2 Downhole:117 tons. CO2 Cooldown:10 tons.
ISIP: 3,165 PSI. Frac Gradient:0.89 psilft. Dropped Qty: 3 perf balls
in pad stage &3 balls in 2# sand stage. Successfully flushed
wellbore with 50Q foam 50 BBL over flush with 500 gal. fluid cap.

1:00 PM BWWC EL stage 4 Dark Canyon. PU HES CFP with 11 ft. perf
guns. RIH correlate to short jt. run to setting depth set CFP @6920
ft. PU perforate @6869-6874, 6850-6852, 6833-6835 &
6819-6821, 3JSPF, 120 phasing, 23 gram chargesx, .430 Holes.
POOH turn well over to frec.

1:00 PM HES Frac stage 4 Dark Canyon 70Q foam frac. Load & Break
@5,871PSI @12.7BPM. Avg. Wellhead Rate:31.9 BPM. Avg.
Slurry Rate:12 BPM. Avg. CO2 Rate:18.5 BPM. Avg.
Pressure:5,632 PSI. Max. Wellhead Rate:37 BPM. Max. Slurry
Rate:18.3 BPM. Max. CO2 Rate:21.9 BPM. Max. Pressure:5,838
PSI. Total Fluid Pumped:25,397 Gal. Total Sand in
Formation:90,000 lb.(20/40 White Sand) CO2 Downhole:151 tons.
CO2 Cooldown:10tons. ISIP:3,512 PSL frac Gradient:0.95 psilft.
Dropped Qty:3 pelf balls in pad stage & 3 balls in 2# sand stage.
Successfully flushed wellbore with 50Q foam 50 BBL over flush withj
500 gal. fluid cap.

2:30 PM SI stages 1-4

11:59 PM Flow stages 1-4

Report by Decision Dynamics Technology Ltd. Welicore Version 4.3.3 December 12, 2007 Page 9



REGULATORY COMPLETION SUMMARY welicore

Well Name : Prickly Pear Fed. #16-17D-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #lLicense
SESE-17-12S-15E-W26M 43-007-31321

Ops Date : 12/6/2007 Report # : 18

AFE #: 14658D

Summary : Flow stages 1-4. SI. El stage 5. Wait on End Time Description
CO2 trucks to have gas for stage 5. Frac
#5. SI. Wait on CO2. El stage 6 . Frac 4:00 AM Flow stages 1-4. FCP: 590 psi on 62/64 ck. recovered 290 bbl in

#6.. Flow stages 1-6u 12 hours avg. of 24.16 BPH. CO2 to high to measure.

6:00 AM Shut in for EL work.

7:30 AM BWWC EL stage 5 Dark Canyon. PU HES CFP with 8 ft. perf guns.
RIH correlate to short jt. run to setting depth ncheck depth to casing
collar. set CFP @ 6780 ft. PU Perforate Dark Canyon @
6698-6700, 6690-6692, 6677-6679 @ 6665-6667, 3jspf, 120
Phasing, 23 gram charges, .430 holes. POOH turn well over to frac.

9:30 AM Wait on Reed Hurst Trucking to Deliver CO2. Need three load to
frac stage 5.

10:30 AM HES Frac stage 5 Dark Canyon 70Q foam Frac. Load & Break
@5,825PSI @ 17.5 BPM. Avg. Wellhead Rate:35.3 BPM. Avg.
Slurry Rate:13.7 BPM. Avg. CO2 Rate:20.1 BPM. Avg.
Pressure:5,417 PSI. Ma×. Wellhead Rate:39.7 BPM. Max. Slurry
Rate:17.1 BPM. Ma×. CO2 Rate:TT4WPM. Max. Pressure:
5,763 PSL Total Fluid Pumped:30,394 Gal. Total Sand in
Formation:96,100 lb. (20/40 White Sand) CO2 Downhole:152 tons.
CO2 Cooldown:10 tons. ISIP:2,962 PSI. Frac Gradient:0.88 psilft.
Didnt drop perf balls due to high treating pressure. Successfully
flushed wellbore with 50Q foam 50 bbl. over flush with 500 gal. fluid
cap.

3:30 PM Wait on CO2
4:30 PM BWWC EL stage 6 North Horn. PU HES CFP with 10 ft. perf guns.

RIH correlate to short jt. run to setting depth set CFP @6650 ft. PU
Perforate 6609-6614 & 6584-6589, 3 JSPF, 120 phasing, 23 gram
charge, .430 holes. POOH turn well over to frac.

4:30 PM HES Frac stage 6 North Horn 70Q foam Frac. Load & @ Break
4,272 PSI @16.7BPM. Avg. Wellhead Rate:38.7 BPM. Avg. Slurry
Rate:15.2 BPM. Avg. CO2 Rate:21.7 BPM. Avg. Pressure:4,604
PSI. Max. Wellhead Rate:40.4 BPM. Max. Slurry Rate:19.1 BPM.
Max. CO2 Rate: 25.7 BPM. Max. Pressure:4,975 PSt. Total Fluid
Pumped: 23,889 Gal. Total Sand in Formation:100,000 lb. (20/40
White Sand) CO2 Downhole:143 tons. CO2 Cooldown:10 tons.
ISIP:3,361 PSI. Frac Gradient: 0.94 psilft. Dropped Qty: 3 Perf
balls in npad stage and 3 balls in 2# sand stage. Successfully
flushed wellbore with 50Q foam 50 bbi ober flush with 500 gal. fluid
cap.

11:59 PM IPS flow stages 1 6.

Report by Decision Dynamics Technology Ltd. Welicore Version 4.3 3 December 12, 2007 Page 8



REGULATORY COMPLETION SUMMARY welicore

Well Name : Prickly Pear Fed. #16-17D-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #/License

SESE-17-12S-15E-W26M 43-007-31321

Ops Date : 12/7/2007 Report # : 20

AFE #: 14658D

Summary : Flow back stages 1-6. SI. Hot oil flow End Time Description
tanks. Flow stages 1-6.

6:00 AM SI. Due to flow tanks full of Ice.

11:59 PM Flowstages 1-6

We1\ Name : Prickly Pear Fed. #16-17D-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #/License
SESE-17-12S-15E-W26M 43-007-31321

Ops Date : 12/7/2007 Report #: 19

AFE # 14658D

Summary Flow back End Time Description

6:00 AM

Report by Decision Dynamics Technology Ltd. Welicore Version 4.3.3 December 12, 2007 Page 7



REGULATORY COMPLETION SUMMARY wencore

Well Name : Prickly Pear Fed. #16-17D-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #lLicense

SESE-17-12S-15E-W26M 43-007-31321

Ops Date : 12/8/2007 Report #: 21

AFE #: 14658D

Summary : Flow stages 1-6 SI. EL stage 7. Safety End Time Description
meeting. Snow, Driving, Fracs. Frac#7.
EL stage 8. Frac #8. EL stage 9. 4:00 AM Flow stages 1-6 FCP: 710 psi on 34 ck. recovered 160 bbl in 11.5

Problems with ELC. on Blender. SI. hrs. Avg. of 13.91 BPH. CO2: 40% gas rate: 2.326 MMCFD.
CO2 - out.

6:00 AM SI for EL work
7:30 AM BWWC EL stage 7 North Horn. PU HES CFP with 10 ft. perf

guns. RIH correlate to short jt. run to setting depth set CFP @ 6560
ft. PU perforate @6515-6525, 3 JSPF, 120 phasing, 23 gram
charges, .430 holes. POOH turn well over to frac.

7:30 AM HES Safety Meeting, Driving, Snow, Fracs.

9:15 AM HES pressure test. Frac stage 7 North Horn 70Q Foam Frac. Load
& Break @ 3,956 PSI @ 17.2 BPM. Avg. Wellhead Rate:24.1 BPM.
Avg. Slurry Rate:9.5 BPM. Avg. CO2 Rate:13.5 BPM. Avg.
Pressure:4,245 PSI. Max. Wellhead Rate: 27.2 BPM. Max. Siurry
Rate:11.7 BPM Max. CO2 Rate:18.8 BPM. Ma×. Pressure: 4.534
PSI. Total Fluid Pumpm,415 Gal. Total Sand in
Formation:48,000lb.(20/40 White Sand) CO2 Downhole:78 tons.
CO2 Cooldown:10 tons. ISIP:3,876 PSI. Frac Gradient:1.03 psilft.
Successfully flushed bwellbore with 50Q foam 50 bbi over flush with
500 gal. fluid cap.

10:30 AM BWWC EDL stage 8 North Horn. PU HES CFP with 10 ft. perf
guns. RlH correlate to short jt. run to setting depth set CFP @ ft. PU
perforate @6444-6454, 3JSPF, 120 phasing, 23 gram charge, .430

holes. POOH turn weil over to frac.

11:30 AM HES Frac stage 8 North Horn 70Q foam frac Load & Break
@5,861PSI @13.1BPM. Avg, Wellhead Rate:29 BPM. Avg. Slurry
Rate:11.3 BPM. Avg. CO2 Rate:16.4 BPM. Avg. Pressure:4,955
PSI. Ma×. Wellhead Rate 30.7 BPM. Max. Slurry Rate:14.9 BPM.
Max. Co2 Rate: 21 BPM. Max. Pressure: 5,479 PSI. Total Fluid
Pumped:19,270 Gal. Total Sand in Formation:67,900 lb,(20/40
White Sand) CO2 Downhole:106 Tons. ISIP:10 PSI. Frac
Gradient:1.01 psilft. Successfully flushed wellbore with 50Q foam 50
bbi over flush with 500 gal. fluid cap.

12:30 PM BWWCEL stage 9 North Horn. PU HES CFP with 10 ft. peif guns.
RIH correlate to short jt. run to setting depth set CFP @6120 ft. PU
perforate @6026-2029 & 6003-6011, 3 JSPF, 120 phasing, 23
gram charge, .430 holes. POOH turn well over to frac.

7:30 PM HES start frac Blender would not work. Had problems with ELC. on
unit. Work on blender. Made repair

11:59 PM SI. Wait on frac stage 9

Report by Decision Dynamics Technology Ltd. Welicore . Version 4.3 3 December 12, 2007 Page



REGULATORY COMPLETION SUMMARY welicore

Well Name : Prickly Pear Fed. #16-17D-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #/License '

SESE-17-12S-15E-W26M 43-007-31321

Ops Date : 12/9/2007 Report #: 22

AFE #: 14658D

Summary : SI. Safety Meeting. Pressure test. Frac End Time Description
stage 9. EL stage 10. Frac #10. EL stage
11. Frac #11 . EL stage 12. Frac #12. 4:00 PM BWWC El stage 12 North Horn. PU HES CFP with 10 ft. perf guns.

Flow back stages 1-12. R1Hcorrelate to0 short jt. run to setting depth set CFP @5800 ft. PU
perforate @5736-5746, 3 JSPF, 120 phasing, 23 gram charge, .430

holes. POOH turnwell over to frac.
5:00 PM HES Frac stage 12 North Horn 70Q foam frac. Load & Break

@4,197PSI @ 13.7BPM. Avg. Wellhead Rate:23.8 BPM. Avg.
Slurry Rate:9.4 BPM. Avg. CO2 Rate:13.4 BPM. Avg.
Pressure:4,294 PSI. Max. Wellhead Rate:25.1 BPM. Max. Slurry
Rate:11.5 BPM. Max. CO2 Rate:15.2 BPM. Max. Pressure:4,737
PSI. Total Fluid Pumped:13,386 Gal. Total Sand in
Formation:48,000 lb.(20/40 White Sand) CO2 Downhole:78 tons.
CO2 Cooldown:10 tons, ISIP:3,348 PSI. Frac Gradient: 1,02 psilft.
Successfully flushed wellbore with 50Q foam 50 BBL over flush with
500 gal. fluid cap.

11:59 PM Flow stages 1-12

4:00 PM

Report by Decision Dynamics Technology Ltd. Welicore Version 4.3.3 December 12, 2007 Page



REGULATORY COMPLETION SUMMARY wencore

Well Name : Prickly Pear Fed. #16-17D-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #lLicense

SESE-17-12S-15E-W26M 43-007-31321

Ops Date : 12/9/2007 Report #: 22

AFE #: 14658D

Summary : SI. Safety Meeting, Pressure test. Frac End Time Description
stage 9. EL stage 10. Frac #10. EL stage
11. Frac #11 . EL stage 12. Frac #12. 7:00 AM SICP: 1985 Stages 1-9

Flow back stages 1-12 7:15 AM HES Safety Meeting, Equipment, Frasc, Fog, ice & Snow
7:15 AM Prime up. Pressure test pump lines.

9:15 AM HES Frac stage 9 North Horn 70Q foam Frac. Load & Break3,973
PSI @ 17.1 BPM. Avg. Wellhead Rate:29 BPM. Avg. Slurry
Rate:11.5 BPM. Avg. CO2 Rate:15.3 BPM. Avg. Pressure:4,423
PSI. Max. Wellhead Rate:30.3 BPM. Max. Slurry Rate:14.6 BPM.
Max. CO2 Rate: 17.3BPM. Max, Pressure:4,623 PSI. Total Fluid
Pumped: 15,605 Gal. Total Sand in Formation:47,900 lb. (20/40
White Sand) CO2 Downhole:79 Tons. CO2 Cooldown:10 tons.
1SIP:3,498PSI. Frac Gradient:1.02 psilft. Dropped Qty: 3 perf balls
in pad stage and 3 Balls in 2# sand stage. Successfully flushed
wellbore with 50Q foam 50 bbi over flush with 500 gal. fluid cap.

10:30 AM BWWC EL stage 10 North Horn. PU HES CFP with 8 ft. perf guns.
RIH correlate to short jt. run to setting depth set CFP @5930ft..PU
perforate @ 5878-5886, 3 JSPF, 120 phasing, 23 gram charges, 430
holes. POOH turn well over to frac.

11:30 AM HES Frac stage 10 North Horn 70Q foam frac. Load & Break
@5,865PSI @15.9BPM. Avg. Wellhead Rate: 19.3 BPM. Avg.

SlurryRate:7.6 BPM. Avg. CO2 Rate:10.9 BPM. Avg.
Pressure:3,924 PSI. Max. Wellhead Rate:21 BPM. Max. Slurry
Rate: 9.6 BPM. Max. CO2 Rate:14.4 BPM. Max. Pressure:5,091
PSI. Total Fluid Pumped: 13,195 Gal. Total Sand in
Formation:39,000 lb.(20/40 White Sand) CO2 Downhole:72 tons.
CO2 Cooldown: 10tons. ISIP:3,206 PSI. Frac Gradient:0.98 psilft.
Successfully flushed wellbore with 50Q foam 50 BBL over flush with
500 gal. fluid cap.

12:30 PM BWWC EL stage 11 North Horn. PU HES CFP with 10 ft. perf guns.
RIH correlate to short jt. run to setting depth set CFP @5856 ft. PU
perforate @5834-5844, 3 JSPF, 120 phasing. 23 gram charges,
430 holes. POOH turn well over to frac.

3:00 PM HES frac stage 11 North horn 70Q Foam Frac. Load & Break
@5,876PSI @14.9BPM. Cooldown to start frac. CO2 pump line
frozen. Shut down thaw pump line. Cooldown Start frac.. Avg.
Wellhead Rate:29 BPM. Avg. Sliurry Rate:12.1 BPM. Avg. CO2
Rate:15.6 BPM. Avg. Pressure:4,946 PSI. Max. Wellhead
Rate:30.3 BPM. Max, Slurry Rate:14.5 BPM. Max. CO2 Rate: 19.1
BPM. Max. Pressure:5,360 PSI. Total Fluid Pumped: 18,640 Gal.
Total Sand in Formation: 72,000 lb. (20/40 White Sand) CO2
Downhole:98 tons. CO2 Cooldown: 10 tons. ISIP:3,46T PSI. Frac
Gradient:1.03 psilft Successfully flushed wellbore with 50Q foam 50
bbl over flush with 500 gal. fluid cap.
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REGULATORY COMPLETION SUMMARY welicore

Well Name : Prickly Pear Fed. #16-17D-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #/License
iŠESE-17-12S-15E-W26M 43-007-31321

Ops Date : 12/10/2007 Report #: 23

AFE #: 14658D

Summary : Flow stages 1-12. Shut in. BWWC EL End Time Description
stage 13. Frac #13. wait on CO2. EL
stage 14. CoOld'ntbreak down perfs. 4:45 PM HES Frac stage 15 North Horn 70Q Foam Frac. Load & Break
Reperf stage 14. Could'nt break down @4,485PSI @23BPM. Avg. Wellhead Rate:37.8 BPM. Avg. Slurry
perfs. Move to stage 15. EL stage 15. Rate:15.1 BPM. Avg. CO2 Rate:20.9 BPM. Avg. Pressure:4,647
Frac stage 15. Flow back stages 1-15 PSI. Max. Wellhead Rate:39.8 BPM. Max. Slurry Rate:18.7 BPM.

Max. CO2 Rate:23.5 BPM. Max. Pressure:5,037 PSI. Total Fluid
Pumped:15,962 Gal. Total Sand in Formation:48,200 lb.(20/40
White Sand) CO2 Downhole:77 tons. CO2 Cooldown:10 tons.
ISIP:3.095 PSI. Frac Gradient:1.02 psilft. Dropped Qty: 3 Perf balls
in pad stage and 3 b alls in 2# sand stage. Successfully flushed
wellbore with 50Q foam 50 bbi over flush with 500 gal. fluid cap.

11:59 PM IPS Flow stages 1-15

Report by Decision Dynamics Technology Ltd. Welicore Version 4.3 3 December 12, 2007 Page



REGULATORY COMPLETION SUMMARY wencore

Well Name : Prickly Pear Fed. #16-17D-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #lLicense
SESE-17-12S-15E-W26M 43-007-31321

Ops Date : 12/10/2007 Report # : 23

AFE #: 14658D

Summary : Flow stages 1-12. Shut in. BWWC EL End Time Description
stage 13. Frac #13. wait on CO2, EL
stage 14. Could'nt break down perfs. 4:00 AM Flow stages 1-12. FCP: 915 psi on 38/64 ck. recovered 326 bbis, in
Reperf stage 14. Could'nt break down 10.5 hours avg. of 31 BPH. CO2 to high to measure
perfs. Move to stage 15. EL stage 15- 6:00 AM Shut in flow back for wire line work.
Frac stage 15. Flow back stages 1-15

7:30 AM BWWC EL stage 13 North Horn. PU HES CFP with 8 ft. perf guns.
RIH correlate to short jt. run to setting depth set CFP @ 5710 ft. PU
perforate @ 5662-5665 & 5545-5550, 3 JSPF, 120 phasing, 23 gram
charges, .430 holes. POOH turn well over to frac.

8:30 AM HES Frac stage 13 North Horn 70Q foam frac. Load & Break
@4,118PSI @ 13.5 BPM. Avg. Wellhead Rate: 38.1 BPM. Avg.
Slurry Rate:15 BPM. Avg. CO2 Rate:21.4 BPM. Avg. Pressure:
4,793 PSI. Max. Wellhead Rate: 39.8 BPM. Max. Slurry Rate:18.4
BPM. Max. CO2 Rate: 24.5 BPM. Ma×. Pressure:5,493 PSI. Total
Fluid Pumped:21,481 Gal. Total Sand in Formation:72,100 lb.
(20/40 White Sand) CO2 Downhole:104 tons. CO2 Cooldown: 10
tons. ISIP:3,121 0.99 PSI. Frac Gradient: psilft. Dropped O.ty: 3
Perf balls in pad stage & 3 balls in 2# sand stage. Successfully
flushed wellbore with 50Q foam 50 BBL over flush with 500 gal. fluid
cap.

9:30 AM Wait on CO2 Trucks

10:00 AM BWWC EL stage 14 North Horn. PU HES CFP with 8 ft. perf guns.
RIH correlate to short jt. run to setting depth set CFP @ 5530 ft. PU
perforate @ 5508-5510 & 5494-5500, 3JSPF, 120 phasing, 23 gram
charge, .430 holes. POOH turn well over to frac.

11:00 AM Wait on CO2. twoloads.
11:10 AM HES frac stage 14 North Horn 70 Q foam frac, No Break no bleed

off. Bleed down casing to 3000 psi. turn over to EL.
12:00 PM BWWC ( Reperf stage 14 ) PU 10 ft. perf guns RlH correlate to

short jt. RIH to perf depth check depth to casing collar. No sand
over perfs. REPERF stage 14. Perforate @ 5507-5511 &
5494-5500, 3 JSPF, 120 phasing, 23 gram charges, .430 holes.
POOH turn well over to frac.

12:00 PM HES Frac stage 14 North Horn 70Q foam Frac. Load & Break
Pump at 10 BPM max out on pressure at 6000 psi no bleed off.
Bleed down to 3000 psi. Start pumping at 10 BPM Max on pressure
@6000 psi no break no bleed off. Made two attempts tryingto
break down perfs.

3:00 PM Wait on perf guns for stage 15. Used guns on stage 14 to reperf.
4:00 PM BWWC Perf stage 15 North Horn. PU 10 ft. perf guns. RIH correlate

to short jt. run to perf depth Perforate N.H. @ 5286-5292 &
5220-5224, 3JSPF, 120 phasing, 23 gram charges, .430 holes.
POOH turn well over to frac.
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REGULATORY COMPLETlON SUMMARY welicore

Well Name : Prickly Pear Fed. #16-17D-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #/License
SESE-17-12S-15E-W26M 43-007-31321

Ops Date : 12/11/2007 Report #: 24

AFE #; 14658D

Summary : Flow stages 1-15. SI. EL stage 16, Frac End Time Description
#16. S1. RDMO HES frac, BWWC EL.
Flow stages 1-16 Road Nabors WSU to 5:00 AM Flow back stages 1-15. FCP: 830 psi. on 38 ck. recoyered 354 bbl
Loc. in 11.5 hours avg. of 30.69 BPH.. CO2 to high to measure.

7:00 AM SI for EL work
8:00 AM BWWC EL stage 16. M,Wasatch. PU HES CFP with 10 ft. perf

guns. RIH correlate to casing collars. Run to setting depth check
depth to casing collar. set CFP @4260 ft. PU Perforate @
4183-4193, 3JSPF, 120 phasing, 23 gram charges, .430 holes.
POOH turn well over to frac.

9:00 AM HES Safety Meeting. Ice. Cold Weather, Rig Down equip. Moving
Equip. Clean up Loc.

10:00 AM HES Frac stage 16 Middle Wasatch 70Q foam Frac. Load & Break
@3,297 PSI @20.9BPM. Avg. Wellhead Rate:23.5 BPM. Avg.
Slurry Rate:9.5 BPM. Avg. CO2 Rate:12.8 BPM. Avg.

,Pressure:2,864£SI. Max. Wellhead Rate:24.9 BPM. Max SLurry
Rate: 11.7 BPM. Max. CO2 Rate: 16.6 BPM. Max. Pressure:3,121
PSI. Total Fluid Pumped: 19,215 Gal. Total Sand in
Formation:60,200 lb. (20/40 White Sand) CO2 Downhole:97 tons.
CO2 Cooldown:10 tons. ISIP:P2,321SI. Frac Gradient:0.99 psilft.
Successfully flushed wellbore with 50Q foam 50 bbl overf flush with
500 gal. fluid cap.

10:00 AM SI.
12:00 PM Rig down HES frac equip. BWWC EL equipment. M.O.
11:59 PM IPS Flow stages 1-16
4:59 PM &am to 12 noon wait on Grader to blade dug way down cotton wood.

12 to 3 pm let rig off cotton wood dug way & road Nabors rig to
loc.. Cat would not let Weatherford foam unit off Cotton wood
dugway.
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tíallang
CONFIDENTIAL

rm 3 UNITED STATES N 10 -

3D7
ug DEPARTMENT OF THE INTERIOR Exp : July 31, 2010

BUREAU OF LAND MANAGEMENT 5. Lease Serial No.
UTU-73006

SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian, Allottee or Tribe Name
ÛO DOf USe this form forproposals to driH or to re-enter an N/A

abandoned weH. Use Form 3160-3 (APD) for such proposals.

SUBMIT IN TRIPLICATE - Other instructions on page 2. 7. If Unit of CA/Agreement, Name and/or No.
Prickly Pear Unit! UTU 079187

I. Type of Well

Oil Well Gas Well O Other ¢ç Nae
n

tNF
deral 16-17D-12-15

2. Name of Overator 9. API Well No.
Bill Barrett Corporation 43-007-31321

3a. Address 3b. Phone No. (include area code) 10. Field and Pool or Exploratory Area
1099 18th Street, Suite 2300, Denver, CO 80202

303-312-8134 Prickly Pear/Wasatch-Mesaverde

4. Location of Well (Footage, Sec., T,R.,M, or Survey Description) 11. Country or Parish, State
SWSE, SOT FSL, 1436' FEL
Sec 17, T12S-R15E Carbon County, UT

12. CHECK THE APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Acidize Deepen Production (Start/Resume) Water Shut-Off

Alter Casing Fracture Treat Reclamation Well Integrity

Subsequent Report Casing Repair New Construction Recomplete Other

O Change Plans Plug and Abandon Temporarily Abandon

O Final Abandonment Notice Convert to Injection Plug Back Water Disposal

13. Describe Proposed or Completed Operation. Clearly state all pertinent details, including estimated starting date of any proposed work and approximate duration thereof If
the proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones.
Attach the Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports must be filed within 30 days
following completion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 must be filed once
testing has been completed. Final Abandonment Notices must be filed only after all requirements, including reclamation, have been completed and the operator has
determined that the site is ready for final inspection.)

This sundry is being submitted as notification of first sales on December 14, 2007. Use of an EFM was previously requested in the approved APD. Use of a
flow conditioner (versus a straightening vane) is requested with thisnotification. BBC has found thatbecause vanes are secured to the meter run with bolts,
compromised measurement occurs when these bolts loosen and the vanes come into contact with the orific. Flow conditionersare put in place withflange
faces which eliminate the possibility of dislodging and flowing into the orifice.

Ifyou have any questions or need further information, please contact me at 303-312-8134.

14. I hereby certify that the foregoing is true and correct.
Name (Printed/Typed)

Tracey Fallang Title Environmental/Regulatory Analyst

Signature Date 12/18/2007

THIS S CE FOR FEDERAL OR STATE OFFICE USE

Approved by

fitle Date
Conditions of approval, if any, are attached. Approval of this notice does not warrant or certify
that the applicant holds legal or equitable title to those rights in the subject lease which would Office
entitle the applicant to conduct operations thereon.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency of the United States any false,
fictitious or fraudulent statements or representations as to any matter within its jurisdiction.

(Instructions on page



Form3160-5 ES
C F DENT¶¾FDENTIAL

(
«» gy(August2007) DEPARTMENT OF THE INTERIOR Expires:. 31, 10 U

BUREAU OF LAND MANAGEMENT 5. Lease Serial No.
UTU-73006

SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian, Allottee or Tribe Name
Do not use this form for proposals to dri/I or to re-enter an N/A

abandoned well. Use Form 3160-3 (APD) for such proposals.

SUBMIT IN TRIPLICATE - Other instructions on page 2. 7. If Unit of CA/Agreement, Name and/or No.
Prickly Pear Unit / UTU-079187

l. Type of Well

O on weit U Gas Well Other Ér i
Pae

n
tNFederal

16-17D-12-15
2. Name of Operator 9. API Well No.
BillBarrett Corporation 43-007-31321

3a. Address 3b. Phone No. (include area code) 10. Field and Pool or Exploratory Area
1099 18th Street. Suite 2300. Denver, CO 80202

303-312-8134 Prickly Pear/Wasatch-Mesaverde

4 Location of Well (Footage. Sec.. T,R., M, or Survey Description) I l. Country or Parish, State
SWSE. 50T FSL, 1436' FEL
Sec 17, T12S-R15E Carbon County, UT

12. CHECK THE APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Acidize Deepen Production (Start/Resume) Water Shut-Off

Alter Casing Fracture Treat Reclamation Well Integrity

Casing Repair New Construction Recomplete Other WEEKLY ACTIVITY
Subsequent Report

Change Plans Plug and Abandon Temporarily Abandon REPORT

Final Abandonment Notice Convert to Injection Plug Back Water Disposal

13 Describe Proposed or Completed Operation: Clearly state all pertinent details, including estimated starting date ofany proposed work and approximate duration thereof If
the proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all pertinent markers and zones.
Attach the Bond under which the work will be performed or provide the Bond No. on file with BLM/BIA. Required subsequent reports must be filed within 30 days
following completion of the involved operations. If the operation results in a multiple completion or recompletion in a new interval, a Form 3160-4 must be filed once
testing has been completed. Final Abandonment Notices must be filed only after all requirements, including reclamation, have been completed and the operator has
determined that the site is ready for final inspection.)

WEEKLY COMPLETION ACTIVITY FROM 12/12/2007 THROUGH 12/31/2007
REPORT #25-29

RECEIVED
JAN14 2008

\4. I hereby certify that the foregoing is true and correct
DEOll,GAS&MINING

Name (Printed/Typed)
Tracey Fallang Title Environrnental/Regulatory Analyst

Signature Date 01/07/2008

THIS SRA E FOR FEDERAL OR STATE OFFICE USE
Approved by

fitle Date
Conditions of approval, if any, are attached. Approval of this notice does not warrant or certify
that the applicant holds legal or equitable title to those rights in the subject lease which would Office
entitle the applicant to conduct operations thereon.

Title 18 U.S.C.Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency of the United States any false,
fictitious or fraudulent statements or representations as to any matter within its jurisdiction.

(Instructions on page



REGULATORY COMPLETION SUMMARY wencore

Well Name : Prickly Pear Fed. #16-17D-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #/License
SESE-17-12S-15E-W26M 43-007-31321

Ops Date : 12/12/2007 Report # : 25

AFE #: 14658D

Summary : Flow stages 1-16. Set Rig anchors. Rig End Time Description
up Nabors. Unload tbg. Set Killplug.
NDINU BOP. 6:00 AM Flow stages 1-16 FCP:850 psi on 38 ck. recovered 478 bbl in 16.5

hours avg. of 29 bph. CO2: 38 % Gas rate with CO2 5.198
MMCFD

6:00 AM

Report by Decision Dynamics Technology Ltd Welicore Version 4 3.3 January 7 2008 Page



REGULATORY COMPLETION SUMMARY vvelicore

Well Name : Prickly Pear Fed. #16-17D-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #/License
SESE-17-12S-15E-W26M 43-007-31321

Ops Date : 12/13/2007 Report #: 27

AFE #: 14658D

Summary : Flow stages 1-16, EL kill plug, NDINU End Time DescriptionBOps PU Bit and tbg RIH tag CBP. PU
swivel RU foam unit, DrillCBP & CFP. 7:00 AM SICP: 1140
SDFN 7:15 AM Safety Meeting. Wire line. ND/NU BOP. PU tbg.

9:30 AM MIRU BWWC. PU CBP RIH correlate to casing collars. set CBP @
4125 FT. POOH RDMO EL.

10:30 AM Blow down casing. 1140 psi. ND Frac tree. NU BOPs.
12:30 PM PU 4/3/4" Smith tricone bit. pumpoff bit sub, with stabilizer sub. 8 ft.

tbg pup sub. XN nipple. one jt. 2-3/8" tbg. X nipple. tally in hole 128
jts. tag @4125 ft.

2:30 PM PU power swivel. rig foam unit
3:30 PM DrillCBP @4125 ft. FCP: 400 psi.
4:30 PM TlH tag CFP # 14 @4260 FCP: 600 psi. drill out CFP
5:30 PM TlH to 5405 (169 jts)
6:00 PM SIFN

Well Name : Prickly Pear Fed. #16-17D-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #/License
SESE-17-12S-15E-W26M 43-007-31321

Ops Date : 12/13/2007 Report #: 26

AFE #: 14658D

Summary : Flow stages 1-16 Safety meeting End Time DescriptionNabors. Set rig anchors. RUWSU Wait
on tbg. SDFN. Flow stages 1-16 70 6:00 AM Flow stages 1-16. FCP:850 psi on 38 ck. recovered 478 bbis in
JTS on loc. 16.5 hours avg. of 29 BPH, CO2 38% Gasrate with CO2 5.198

11:59 PM Flow stages 1-16

10:30 AM Set rig anchors.
12:00 PM RU WSU
12:00 PM Wait on KB Roustabouts to bring tbg.

Report by Decision Dynamics Technology Ltd Welicore Version 4 3 3 January 7 2008 Page



REGULATORY COMPLETION SUMMARY welicore

Well Name : Prickly Pear Fed. #16-17D-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #/License
SESE-17-12S-15E-W26M 43-007-31321

Ops Date : 12/15/2007 Report #: 29

AFE # 14658D

Summary : SI. Safety Meeting, blowdown casing, End Time Description
drill CFPs. clean rat hole. POOH to
landing . Iand tbg on hanger, NDINU 7:00 AM SICP: 1340 psi
pumpoff bit sub and bit. RDMO WSU 7:15 AM Safety Meeting. drilling plugs. trip tbg. NDINU.
SDFN. Turn well over to production 7:30 AM Blow down casing

8:00 AM Tag CFP @6780 ft. no fill drill out FCP: 6780 ft.
9:00 AM TIH tag CFP #3 @6920 ft. No filldrill out. FCP: 650 psi.
10:00 AM TlH tag CFP #2 @7015 ft. no fill on plug drill out FCP: 650 psi,
11:00 AM TIH tag CFP # 1 @ 7140 ft. no fill on plug drill out FCP: 650 psi.
12:00 PM TIH tag sand in rat hole @ 7315 ft. clean out to 7395. circ hole

clean.
1:00 PM POOH lay down 15 jts. POOH to 215 jts.
3:00 PM POOH land tbg on hanger @6908 215 jts. (see tbg string) Nipple

down BOPs. NU X-mas tree. X & XN nipple. pup jt pumpoff bit sub
4:30 PM Pumpoff Bit sub and 4-3/4" Smith tricone bit.
6:00 PM Rig down Nabors WSU and equipment.

Well Name Prickly Pear Fed. #16-17D-12-15 Phase/Area West Tavaputs

Bottom Hole Display API #/License
SESE-17-12S-15E-W26M 143-007-31321

Ops Date 12/14/2007 Report #: 28

AFE # 14658D

Summary : SI Safety meeting. rig to drill Power End Time Descriptionswivel motor Leaking. RD swivel. MI RU
new swivel. DrillCFPs. SWIFN 7:00 AM Shut in

7:15 AM Safety Meeting, drilling plugs
7:30 AM Rig Power swivel. motor started leaking oil. RD swivel.
10:30 AM MI RU power swivel motor , start foaming wellbore.
11:30 AM DrillCFP # 13 @ 5530 ft FCP: 900 psi
12:00 PM TIH tag CFP #12 @ 5710 ft. drill out FCP: 850 psi. no sand
12:30 PM TIH tag CFP #11 @ 5800 ft. drill out no sand. FCP: 800 psi
1:00 PM TlH tag CFP: 10 @5856ft. no filldrill out. FCP: 700
2:00 PM TlH tag CFP: 9 @ 5930 ft. Drillmout no fill. FCP: 600 psi.
3:00 PM TIH tag CFP # 8 6120 ft. no fill. FCP: 625 psi.
3:45 PM TIH tag CFP #7 @6480 ft. no fill FCP: 650 psi
4:15 PM TlH tag CFP: 6 @ 6560 ft. no fill. drill out FCP: 650 psi.
5:00 PM TlH tag CFP @6650 ft. no fillon plug. drill out FCP: 650 psi,
5:30 PM Blow wellbore clean. Shut in.

Report by Decision Dynamics Technology Ltd Wellcore Version 4.3.3 January 7 2008 Page



Fo'rm 3160-4
(August2007) ENTIALUNITED S FORM APPROVEDDEPARTMENT OF a a , oMB NO. 1004-0137

BUREAU OF LAND MANAGEMENT Expires: July 31, 2010

WELL COMPLETION OR RECOMPLETION REPORT AND LOG s. Iledsk alNo.
UTU-73006

la. Type of Well OOil Well Gas Well Dry Other 6. If Indian, Allotteeor Tribe Name
b. Type of Completion: O New Well Work Over Deepen Plug Back O Diff Resvr., N/A

7. Unit or CA Agreement Name and No.Other: Prickly Pear / UTU-79487
2. Name of Operator 8. Lease Name and Well No.
Bill Barrett Corporation Prickly Pear Unit Federal 16-17D-12-15
3. AddreSS 1099 16th Street, Suite 2300 3a. Phone No. (include area code) 9. AFI Well No.

Denver, CO 80202 303-312-8134 43-007-31321
4. Location of Well (Report location clearly and in accordance with Federal requirements)* 10. Field and Pool or Exploratory

Undesignated / Wasatch-Mesaverde
At surface SWSE, 507' FSL, 1436' FEL 11. Sec., T., R., M., on Block and

Survey or Area
Sec. 17, T12S-R15E

At top prod. interval reported below SESE, 665' FSL, 733' FEL, Sec. 17 12. County or Parish 13. State

At total depth SESE, 682' FSL, 643' FEL, Sec. 17 Carbon County UT

14. Date Spudded 15. Date T.D. Reached 16. Date Completed 12/14/2007 17. Elevations (DF, RKB, RT, GL)*
09/30/2007 10/12/2007 D & A Ready to Prod. 7459'
18. Total Depth: MD 7461' 19. Plug Back T.D.: MD 7394' 20. Depth Bridge Plug Set: MD N/A

TVD 7349' TVD 7282' TVD
21. Type Electric & Other Mechanical Logs Run (Submit copy of each) 22. Was well cored? No Yes (Submit analysis)

Trip Mud Log . Was DST run7 No Yes (Submit report)
Directional Survey? No Yes (Submit copy)

23. Casing and Liner Record (Report all strings set iAwell)

Hole Size Size/Grade Wt. (#/ft.) Top (MD) Bottom (MD) Stage Cementer No. of Sks. & Slurry Vol. Cement Top* Amount PulledDepth Type of Cement (BBL)
20" 16" H40 65# 0 40' grout cement Surface
12 1/4" 9 5/8" J55 36# O 1519' 410 HLC 135 bbis Surface

180 Class G 37 bbis
8 3/4" & 5 1/2" ISO 17# 0 7441' 1300 50/50 Poz 345 bbis 1400'
7 7/8" & P110 17#

24. Tubing Record
Size Depth Set (MD) Packer Depth (MD) Size Depth Set (MD) Packer Depth (MD) Size Depth Set (MD) Packer Depth (MD)

2 3/8" 6908'
25. Producing Intervals 26. Perforation Record

Formation Top Bottom Perforated Interval Size i No. Holes Perf. Status
A) Wasatch (inc North Horn) 4183' 6614' 4183' - 4193' 0.43" 30 Open
B) Mesaverde 6665' 7258' 5220' - 5292' 0.43" 30 Open
C) 5494' - 5510' 0.43" 60 Open
D) 5545' - 5665' 0.43" 24 Open
27. Acid, Fracture, Treatment, Cement Squeeze, etc.

Depth Interval Amount and Type of Material

4183' - 4193' Stage 16: 70% CO2 foam frac: 97 tonsCO2; 651 bbis totalfluid;60,200#20/40 Whitesand
5220' - 5292' Stage 15: 70% CO2 foam frac: 77 tons CO2; 586 bbis total fluid; 48,200#20/40 White sand
5494' - 5510' . Stage 14: Perfd as designed and did not break. Reshot, same results.
5545'- 5665' Stage 13: 70% CO2 foam frac: 104 tonsCO2; 766 bbis total fluid; 72,100#20/40 White sand
28. Production - Interval A
Date First Test Date Hours Test Dil Gas Water Oil Gravity Gas Production Method
Produced Tested Production BBL MCF BBL Corr. API Gravity Flowing
12/14/07 12/27/07 24 O 2530 14

Choke Tbg. Press. Csg. 24 Hr Dil Gas Water Gas/Oil Well Status
Size Flwg. Press. Rate BBL MCF BBL Ratio Producing

20/64" 800 800 0 2530 14
28a Production - Interval B
Date First Test Date Hours Test Dil Gas Water Oil Gravity Gas Production Method
Produced Tested Production BBL MCF BBL Corr. API Gravity

-¥ RECElVED
Choke ibg. Press. Csg. 24 Hr Dil Gas Water Gas/Oil Well Status
Size Flwg. Press. Rate BBL MCF BBL Ratio

*(See instructions and spaces for additional data on page 2) UlkOF011-,GAS&



28b. Production - Interval C
Date First Test Date Hours Test Oil Gas Water Oil Gravity Gas Production Method
Produced Tested Production BBL MCF BBL Corr. API Gravity

Choke Tbg. Press. Csg. 24 Hr. Oil Gas Water Gas/Oil Well Status
Size Flwg. Press. Rate BBL MCF BBL Ratio

SI

28c. Production - Interval D
Date First Test Date Hours Test Oil Gas Water Oil Gravity Gas Production Method
Produced Tested Production BBL MCF BBL Corr. API Gravity

Choke I'bg. Press. Csg. 24 Hr Gil Gas Water Gas/Oil Well Status
Size F1wg. Press. Rate BBL MCF BBL Ratio

SI

29. Disposition of Gas (Solig usedforfuel,vented, etc.)
Sold

30. Summaryof Porous Zones (Include Aquifers): 31. Formation (Log) Markers

Show all important zones of porosity and contents thereof: Cored intervals and all drill-stem tests,
including depth interval tested, cushion used, time tool open, flowing and shut-in pressures and
recoveries.

Top
Formation Top Bottom Descriptions, Contents, etc. Name

Meas. Depth

Wasatch 2872'
North Horn 4900

Dark Canyon 663f
Price River 6875'

TD 746¾

32. Additional remarks (include plugging procedure):

Copies of logs previously submitted under separate cover. In the event log copies were not received, please contact Jim Kinser at 303-312-8163. 7 7/8"
hole started at 6648'. P-110 casing was used from 5420' to TD.

33. Indicate which items have been attached by placing a check in the appropriate boxes:

O Electrical/Mechanical Logs (1 full set req'd.) Geologic Report DST Report Directional Survey

O Sundry Notice for plugging and cement verification Core Analysis Other:

34. I hereby certify that the foregoing and attached information is complete and correct as determined from all available records (see attached instructions)*

Name (please pring Tracey Fallang Title Environmengal/Regulatory Analyst

Signature Date

Title 18 U.S.C. Section 1001 and Titl U.S.C. Section 1212, e it a crime for any person knowingly and willfully to make to any department or agency of the United States any
false, fictitious or fraudulent statemeñts or representations as to any matter within its jurisdiction.
(Continued on page 3) (Form 3160-4, page



Prickly Pear Unit Federal #16-17D-12-15 Report Continued

26. PERFORATION RECOltD (cont.) 27. ACID, FRACTURE, TREATMENT, CEMENT SQUEEZE, ETC. (cont.)
INTERVAL NO. PERFORATION

(Top/Bot-MD) SIZE HOLES STATUS AMOUNT AND TYPE OF MATERIAL
5736' 5746' 0.43" 30 Open Stg 12 70% CO2 foam frac: 78 tons CO2 488 bbis total fluid 48,000# 20/40 White Sand
5834' 5844' 0.43" 30 Open Stg 11 70% CO2 foam frac: 98 tons CO2 622 bb1stotal fluid 72,000# 20/40 White Sand
5878' 5886' 0.43" 24 Open Stg 10 70% CO2 foam frac: 72 tons CO2 489 bb1stotal fluid 39,900# 20/40 White Sand
6003' 6029' 0.43" 33 Open Stg 9 70% CO2 foam frac: 79 tons CO2 584 bbls total fluid 47,900# 20/40 White Sand
6444' 6454' 0.43" 30 Open Stg 8 70% CO2 foam frac: 106 tonsCO2 684 bbls total fluid 67,900# 20/40 White Sand
6515' 6525' 0.43" 30 Open Stg 7 70% CO2 foam frac: 78 tons CO2 730 bbls total fluid 48,000# 20/40 White Sand
6584' 6614' 0.43" 30 Open Stg 6 70% CO2 foam frac: 143 tons CO2 779 bb1stotal fluid 100,000# | 20/40 White Sand
6665' 6700' 0.43" 24 Open Stg 5 70% CO2 foam frac: 152 tons CO2 1078 bbls total fluid 96,100# 20/40 White Sand
6819' 6874' 0.43" 33 Open Stg 4 70% CO2 foam frac: 151 tons CO2 872 bbls total fluid 90,000# 20/40 White Sand
6942' 6990' 0.43" 24 Open Stg 3 70% CO2 foam frac: 117 tons CO2 708 bbls total fluid 80,300# 20/40 White Sand
7024' 7060' 0.43" 30 Open Stg 2 70% CO2 foam frac: 162 tons CO2 826 bbls total fluid 119,900# 20/40 White Sand
7248' 7258' 0.43" 30 Open Stg 1 70% CO2 foam frac: 104 tons CO2 620 bbls total fluid 60,000# 20/40 White Sand

*Depth intervals for frac information same as perforation record



Directional Surveys wellcore
Location Information
Business Unit ' Phase/Area Surface Location
Operations West Tavaputs SWSE-17-12S-15E-W26M

Project Well Name Main Hole:
Uinta Prickly Pear Fed. #16-17D-12-15

Bottom Hole Information Survey Section Details

ÔÑÏ ÃPI # Section KOP KOP Date TMD TVD TD Date
(ft) (ft) (ft)

SESE-17-12S-15E-W26M 43-007-31321

Survey Information
Survey Company Direction of Magnetic Dec.

Vertical Section (°) Correction ( )

weatherford 78.73 11.84

Details Corrected
Extrap. Depth MD Inclination Azimuth TVD SutiSea Northiú N E átiti ÉÑËVëiiiõäl ddti D ég

148.00 0.69 10.59 147.99 -129.99 0.88 N 0.16 E 0.33 0.47
240.00 1.00 301.09 239.98 -221.98 1.84 |N 0.42 W -0.06 1.08
331.00 1.88 242.22 330.95 -312.95 1.55 N 2.42 W -2.07 1.77
424.00 2.94 224.09 423.87 -405.87 0.87 S 5.43 W -5.50 1.39

i 515.00 4.31 207.84 514.68 -496.68 5.57 S 8.65 W -9.57 1.87
607.00 5.00 193.09 606.37 -588.37 12.54 S 11.17 W -13.41 1.50
699.00 5.56 181.72 697.98 -679.98 20.90 S 12.22 W -16.06 1.29
791.00 6.88 171.34 789.43 -771,43 30.80 S 11.52 W -17.32 1.88 i
883.00 7.19 164.59 880.74 -862.74 41.80 S 9.16 W -17.15 0.96
975.00 7.69 155.22 971.97 -953.97 52.94 S 5.05 W -15.30 1.42
1066.00 7.69 145.34 1062.15 -1044.15 63.47 S 0.96 E -11.46 1.45
1157.00 7.69 132.59 1152.33 -1134.33 72.60 S 8.91 E -5.45 1.87
1253.00 7.88 119.47 1247.44 -1229.44 80.18 S 19.37 E 3.32 1.86
1348.00 8.56 107.22 1341.47 -1323.47 85.48 S 31.79 E 14.47 1.97
1469.00 8.94 100.34 1461.06 -1443.06 89.83 S 49.64 E 31.13

,
0.92

1572.00 9.19 99.87 1562.77 -1544.77 92.68 |S 65.62 E 46.24 0.25
1668.00 9.06 90.97 165T.56 -1639.56 94.12 'S 80.73 E 60.77 1.48
1764.00 10.00 77.72 1752.23 -1734.23 92.48 S 96.43 E 76.50 2.48
1861.00 11.31 67.09 1847.55 -1829.55 86.98 S 113.42 E 94.23 2.43
1957.00 13.44 64.97 1941.30 -1923.30 78.60 S 132.20 E 114.29 2.27
2054.00 14.63 68.72 2035.40 -2017.40 69.38 S 153.83 E 137.30 1.54
2150.00 16.81 70.47 2127.79 -2109.79 60.34 S 178.21 E 162.98 2.32
2247.00 16.63 70.59 2220.69 -2202.69 51.04 S 204.52 E 190.60 0.19
2343.00 16.63 70.59 2312.68 -2294.68 41.91 S 230.43 E 217.80 0.00
2438.00 17.00 71.72 2403.62 -2385.62 33.04 S 256.44 E 245.04 0.52
2534.00 17.44 72.34 2495.31 -2477.31 24.27 S 283.47 E 273.26 0.50
2630.00 17.19 73.22 2586.96 -2568.96 15.81 S 310.76 E 301.68 0.38
2726.00 16.94 73.34 2678.73 -2660.73 7.71 S 337.74 E 329.72 0.26
2823.00 18.25 69.22 2771.19 -2753.19 1.73 N 365.48 E 358.77 1.86
2919.00 18.81 65.09 2862.21 -2844.21 13.58 N 393.57 E 388.64 1.49
3015.00 18.94 66.59 2953.05 -2935.05 26.29 IN 421.91 IE 418.91 0.52
3111.00 19.56 67.34 3043.68 -3025.68 38.67 N 451.03 E 449.89 0.70
3207.00 19.25 69.47 3134.23 -3116.23 50.42 N 480.68 E 481.27 0.80
3303.00 18.63 69.34 3225.03 -3207.03 61.38 N 509.85 E 512.01 0.65
3399.00 18.69 70.84 3315.98 -3297.98 71.83 N 538.73 E 542.38 0.50
3495.00 16.69 65.97 3407.43 -3389.43 82.50 N 565.85 E 571.06 2.59
3591.00 15.50 61.97 3499.66 -3481.66 94.14 N 589.76 E 596.79 1.69
3687.00 14.63 61.72 3592.36 -3574.36 105.91 N 611.76 E 620.66 0.91
3783.00 14.75 61.84 3685.22 -3667.22 117.42 N 633.21 E 643.95 0.13
3879.00 12.81 58.84 3778.44 -3760.44 128.70 N 653.09 E 665.65 2.15
3976.00 12.$0 59.47 3873.09 -3855.09 139.59 N 671.34 E 685.67 O 35
4072.00 10.44 58.59 3967.15 -3949.15 149.40 N 687.71 E 703.65 2.15
4168.00 10.31 59.09 4061.59 -4043.59 158.35 N 702.50 E 719.90 0.16
4264.00 9.38 60.22 4156.17 -4138.17 166.65 N 716.66 E 735.41 0.99
4360.00 8.13 60.09 4251.04 -4233.04 173.92 N 729.34 E 749.26 1.30
4452.00 5.63 67.97 4342.36 -4324.36 178.85 N 739.16 E 759.86

,

2.90
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Directional Surveys welicore
Location information
Business Unit Phase/Area Surface Location
Operations West Tavaputs SWSE-17-12S-15E-W26M

Project Well Name MainHole :

Uinta Prickly Pear Fed. #16-17D-12-15

Extrap. Depth MD Inclination Azimuth TVD Sub Sea Northings N/S Eastings E/W Vertical Section Dog Leg

4456.00 7.25 61.09 4346.33 -4328.33 179.05 N 739.56 E 760.29 44.79
4649.00 5.06 69.72 4538.19 -4520.19 187.89 N 758.21 E 80.31 1.23
4745.00 3.88 63.34 4633.89 -4615.89 190.81 N 765.08 E 787.62 1.33
4841.00 2.81 77.22 4729.72 -4711.72 192.79 N 770.28 E 793.10 1.39
4937.00 2.25 76.84 4825.63 -4807.63 193.74 N 774.41 E 797.34 0.58
5033.00 1.00 92.84 4921.58 -4903.58 194.13 N 777.08 IE 800.03 1.37
5130.00 0.81 87.72 5018.57 -5000.57 194.11 N 778.61 E 801.53 0.21
5226.00 0.69 101.72 5114.56 -5096.56 194,02 N 779.85 IE 802.73 0.23
5322.00 0.81 131.97 5210.55 -5192.55 193.45 N 780.92 E 803.67 0.43
5418.00 0.81 134.84 5306.54 -5288.54 192.52 N 781.91 E 804.46 0.04
5514.00 0.75 131.22 5402.54 -5384.54 191.63 N 782.86 E 805.22 0.08
5610.00 0.56 127.84 5498.53 -5480.53 190.92 N 783.71 E 805.91 0.20
5706.00 0.63 149.34 5594.52 -5576.52 190.18 N 784.35 E 806.39 0.24
5802.00 0.81 131.84 5690.52 -5672.52 189.28 N 785.12 E 806.97 0.29
5898.00 0.81 119.72 5786.51 -5768.51 188.49 N 786.22 E 807.89 0.18
5994.00 0.88 116.47 5882.50 -5864.50 187.82 N 787.47 E 808.99 0.09
6090.00 1.06 125.59 5978.48 -5960.48 186.98 N 788.85 E 810.18 0.25
6187.00 0.75 130.22 6075.47 -6057.47 186.04 N 790.06 E 811.19 0.33
6283.00 0.75 132.97 6171.46 -6153.46 185.21 N 791.00 E 811.94 0 04
6379.00 0.94 147.72 6267.45 -6249.45 184.12 N 791.88 E 812.59 0.30
6475.00 0.81 154.84 6363.44 -6345.44 182.84 N 792.59 E 813.04 0.18
6571.00 0.44 165.72 6459.43 -6441.43 181.86 N 792.97 E 813.22 0.40
6798.00 0.44 177.09 6686.43 -6668.43 180.15 N 793.23 E 813.14 0.04
6848.00 0.44 177.09 6736.43 -6718.43 179.77 N 793.25 E 813.08 0.5
7461.00 0.44 177.00 7349.41 -7331.41 175.06 N 793.49 E 812.40 0.00
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STATEOF UTAH FORM6
DEPARTMENTOF NATURALRESOURCES

ÐIVISIONOF OIL,GAS ANDMINING

ENTITYACTIONFORM

Operator. BillBarrett Corporation OperatorAccount Number: N 2165

Address: 1099 18th Street, Suite 2300

city Denver

state CO g¡p 80202 Phone Number: (303) 312-8134

Welli

4300731289 PricklyPear UnitFederal 7-17D-12-15 NESE 17 128 15E Carbon

Action Gode Current Entity New Entity 8 iu¢ D Entity Assignment
Number Number EffectiveDate

C 16 lg 14794 2/20/2008
Co n itychange based on inclusion into participatingarea.

Well2
ARMûm Well Name QQ Sec Twp Rng County
4300731309 PricidyPear UnitFederal 12-17D-12-15 SWSW 17 12S 15E Carbon
Action Code Current Entity New Entity Spad Date Entity Assignment

Number Number Effettive Date

C 16489 14794 £)(
Commen : Entitychange based on well drilledinto existing participatingarea. Well is on co etion. Entity

assignmentto be effectivedate offirst production.

Well 3
API Number Well Name 00 See Twp Rng County
4300731321 PricidyPear UnitFederal 16-17D-12-15 SWSE 17 128 15E Carbon

Action Oude Current Entity New Entity Spud Date Entity Assigmoent
Number Number Effective Date

Com tybchange

ba63e8d2

on inclusion

into1p4a

pating area.

ACTIONCODES:
A - Establish new entityfor new well (single wellonly) Tracey Fallang
B - Add new well to exlsting entity (groupor unitwell) Name ( ease Print)
C - Re-assign wellfrom one existing entityto anotherexistingentity
D - Re-assign well from one existingentity to a newentity 81gnailire
E - Other (Explain in 'comments'section) Permit Analyst 2/2008

TItle Date

et2ooo' RECEIVED
JUNf 6 2008

DIV.0F0ll.,GAS&



Division of Oil, Gas and Mining ROUTING
OPERATOR CHANGE WORKSHEET (for state use only) CDW

X - Change of Operator (Well Sold) Operator Name Change/Merger
The operator of the well(s) listed below has changed, effective: 1/1/2014

FROM: (Old Operator): TO: ( New Operator):
N2165-Bill Barrett Corporation N4040-EnerVest Operating, LLC
1099 18th Street, Suite 230 1001 Fannin Street, Suite 800
Denver, CO 80202 Houston, TX 77002

Phone: 1 (303) 312-8134 Phone: 1 (713) 659-3500

CA No. Unit: Prickly Pear
WELL NAME SEC TWN RNG API NO ENTITY LEASE TYPE WELL WELL

NO TYPE STATUS
See Attached List

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 1/7/2014
2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 1/7/2014
3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 1/28/2014
4a. Is the new operator registered in the State of Utah: Business Number: 8850806-0161
5a. (R649-9-2)Waste Management Plan has been received on: Not Yet
5b. Inspections of LA PA state/fee well sites complete on: Yes
5c. Reports current for Production/Disposition & Sundries on: 1/24/2014
6. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,

or operator change for all wells listed on Federal or Indian leases on: BLM Not Yet BIA N/A
7. Federal and Indian Units:

The BLM or BIA has approved the successor of unit operator for wells listed on: Not Yet
8. Federal and Indian Communization Agreements ("CA"):

The BLM or BIA has approved the operator for all wells listed within a CA on: N/A
9. Underground Injection Control ("UIC") Division has approved UIC Form 5 Transfer of Authority to

Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: Yes
DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 1/28/2014
2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 1/28/2014
3. Bond information entered in RBDMS on: 1/28/2014
4. Fee/State wells attached to bond in RBDMS on: 1/28/2014
5. Injection Projects to new operator in RBDMS on: 1/28/2014
6. Receipt of Acceptance of Drilling Procedures for APD/New on: 1/7/2014
7. Surface Agreement Sundry from NEW operator on Fee Surface wells received on: 1/7/2014
BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: RLB7886
2. Indian well(s) covered by Bond Number: RLB7886
3a. (R649-3-1) The NEW operator of any state/fee well(s) listed covered by Bond Number B008371
3b. The FORMER operator has requested a release of liability from their bond on: N/A

LEASE INTEREST OWNER NOTIFICATION:
4. (R649-2-10) The NEW operator of the fee wells has been contacted and informed by a letter from the Division

of their responsibility to notify all interest owners of this change on: 1/28/2014
COMMENTS:

EnerVest Operating, LLC-Prickly Pear Unitxls



BillBarrett Corporation (N2165) to EnerVest Operating, LLC (N4040)
Effective 1/1/2014
Prickly Pear Unit

Well Name Sec TWN RNG API Number Entity Mineral Lease Surface Lease Well Type Well Status
PPU FED ll-23D-12-15 23 120S 150E 4300731440 Federal Federal GW APD
PPU FED 4-26D-12-15 23 120S 150E 4300731441 Federal Federal GW APD
PPU FED 14-23D-12-15 23 120S 150E 4300731442 Federal Federal GW APD
PPU FED 12-23D-12-15 23 120S 150E 4300731443 Federal Federal GW APD
PRICKLY PEAR U FED 12-7D-12-15 7 120S 150E 4300750094 Federal Federal GW APD
PRICKLY PEAR U FED l1-7D-12-15 7 120S 150E 4300750095 Federal Federal GW APD
PRICKLY PEAR U FED 13-7D-12-15 7 120S 150E 4300750096 Federal Federal GW APD
PRICKLY PEAR U FED 14-7D-12-15 7 120S 150E 4300750097 Federal Federal GW APD
PRICKLYPEARUF ll-8D-12-15 8 120S 150E 4300750124 Federal Federal GW APD
PRICKLY PEARUF 12-8D-12-15 8 120S 150E 4300750125 Federal Federal GW APD
PRICKLY PEAR UF 13-8D-12-15 8 120S 150E 4300750126 Federal Federal GW APD
PRICKLY PEARUF 14-8D-12-15 8 120S 150E 4300750127 Federal Federal GW APD
PRICKLY PEAR UF 9-21D-12-15 21 120S 150E 4300750128 Federal Federal GW APD
PRICKLY PEAR UF 9A-21D-12-15 21 120S 150E 4300750129 Federal Federal GW APD
PRICKLY PEAR UF 10-21D-12-15 21 120S 150E 4300750130 Federal Federal GW APD
PRICKLY PEAR UF 10A-21D-12-15 21 120S 150E 4300750131 Federal Federal GW APD
PRICKLY PEAR UF 15A-21D-12-15 21 120S 150E 4300750132 Federal Federal GW APD
PRICKLY PEAR UF 15X-21D-12-15 21 120S 150E 4300750133 Federal Federal GW APD
PRICKLY PEAR UF l6-21D-12-15 21 120S 150E 4300750134 Federal Federal GW APD
PRICKLY PEAR UF 16A-21D-12-15 21 120S 150E 4300750135 Federal Federal GW APD
PRICKLY PEAR UF 13A-22D-12-15 21 120S 150E 4300750148 Federal Federal GW APD
PRICKLY PEAR UF lA-27D-12-15 22 120S 150E 4300750161 Federal Federal GW APD
PRICKLY PEAR UF 2A-27D-12-15 22 120S 150E 4300750162 Federal Federal GW APD
PRICKLY PEAR UF 3A-27D-12-15 22 120S 150E 4300750163 Federal Federal GW APD
PRICKLY PEAR UF 9A-22D-12-15 22 120S 150E 4300750164 Federal Federal GW APD
PRICKLY PEAR UF l0A-22D-12-15 22 120S l50E 4300750165 Federal Federal GW APD
PRICKLY PEARUF llA-22D-12-15 22 120S 150E 4300750166 Federal Federal GW APD
PRICKLY PEAR UF 12A-22D-12-15 22 120S 150E 4300750167 Federal Federal GW APD
PRICKLY PEAR UF 14A-22D-12-15 22 120S 150E 4300750168 Federal Federal GW APD
PRICKLY PEAR UF l5A-22D-12-15 22 120S l50E 4300750169 Federal Federal GW APD
PRICKLY PEAR UF 16A-22D-12-15 22 120S 150E 4300750170 Federal Federal GW APD
PRICKLYPEARUF15A-15D-12-15 15 120S 150E 4300750180 Federal Federal GW APD
PRICKLYPEARUF llB-15D-12-15 15 120S 150E 4300750181 Federal Federal GW APD
PRICKLY PEAR UF 16A-15D-12-15 15 120S 150E 4300750184 Federal Federal GW APD
PRICKLY PEAR UF 3A-18D-12-15 7 120S 150E 4300750185 Federal Federal GW APD
PRICKLY PEAR UF 4A-18D-12-15 7 120S 150E 4300750186 Federal Federal GW APD
PRICKLY PEARUF llA-7D-12-15 7 120S 150E 4300750187 Federal Federal GW APD
PRICKLY PEAR UF 2-18D-12-15 7 120S 150E 4300750188 Federal Federal GW APD
PRICKLY PEAR UF 12A-7D-12-15 7 120S 150E 4300750189 Federal Federal GW APD
PRICKLY PEAR UF 13A-7D-12-15 7 120S 150E 4300750190 Federal Federal GW APD
PRICKLY PEAR UF l4A-7D-12-15 7 120S 150E 4300750191 Federal Federal GW APD
PRICKLY PEAR FEDERAL 1-12D-12-14 12 120S 140E 4300750205 Federal Federal GW APD
PRICKLY PEAR UF 2-12D-12-14 12 120S 140E 4300750206 Federal Federal GW APD
PRICKLY PEAR UF 7-12D-12-14 12 120S 140E 4300750207 Federal Federal GW APD
PRICKLY PEAR UF 7A-12D-12-14 12 120S 140E 4300750208 Federal Federal GW APD
PRICKLY PEAR UF 8-12D-12-14 12 120S 140E 4300750209 Federal Federal GW APD
PRICKLY PEAR UF 4-7D-12-15 12 120S 140E 4300750210 Federal Federal GW APD
PRICKLY PEAR UF 5-7D-12-15 12 120S 140E 4300750211 Federal Federal GW APD
PRICKLY PEAR UF 8A-12D-12-14 12 120S 140E 4300750212 Federal Federal GW APD
PRICKLY PEAR UF 5A-7D-12-15 12 120S 140E 4300750213 Federal Federal GW APD
PRICKLY PEAR UF 7-14D-12-15 14 120S 150E 4300750214 Federal Federal GW APD
PRICKLY PEAR UF 7A-14D-12-15 14 120S 150E 4300750215 Federal Federal GW APD
PRICKLY PEAR UF 9-14D-12-15 14 120S 150E 4300750217 Federal Federal GW APD
PRICKLY PEAR UF 9A-14D-12-15 14 120S 150E 4300750218 Federal Federal GW APD
PRICKLY PEAR UF 10-14D-12-15 14 120S 150E 4300750219 Federal Federal GW APD
PRICKLY PEAR UF 10A-14D-12-15 14 120S 150E 4300750220 Federal Federal GW APD



BillBarrett Corporation (N2165) to EnerVest Operating, LLC (N4040)
Effective 1/1/2014
Prickly Pear Unit

Well Name Sec TWN RNG API Number Entity Mineral Lease Surface Lease Well Type Well Status
PRICKLY PEAR UF 15A-14D-12-15 14 120S 150E 4300750222 Federal Federal GW APD
PRICKLY PEAR UF 16-14D-12-15 14 120S 150E 4300750223 Federal Federal GW APD
PRICKLY PEAR UF 16A-14D-12-15 14 120S 150E 4300750224 Federal Federal GW APD
PRICKLY PEAR UF lA-18D-12-15 7 120S 150E 4300750225 Federal Federal GW APD
PRICKLY PEAR UF 2A-18D-12-15 7 120S 150E 4300750226 Federal Federal GW APD
PRICKLY PEAR UF 9A-7D-12-15 7 120S 150E 4300750227 Federal Federal GW APD
PRICKLY PEAR UF 10A-7D-12-15 7 120S 150E 4300750228 Federal Federal GW APD
PRICKLY PEAR UF 15A-7D-12-15 7 120S 150E 4300750229 Federal Federal GW APD
PRICKLY PEAR UF 16A-7D-12-15 7 120S 150E 4300750230 Federal Federal GW APD
PRICKLY PEAR UF 9A-12D-12-14 12 120S 140E 4300750233 Federal Federal GW APD
PRICKLY PEAR UF 10A-12D-12-14 12 120S 140E 4300750234 Federal Federal GW APD
PRICKLY PEAR UF 15A-12D-12-14 12 120S 140E 4300750235 Federal Federal GW APD
PRICKLY PEAR UF 12A-8D-12-15 8 120S 150E 4300750236 Federal Federal GW APD
PRICKLY PEAR UF 16A-12D-12-14 12 120S 140E 4300750237 Federal Federal GW APD
PRICKLY PEAR UF l lA-8D-l2-15 8 120S 150E 4300750238 Federal Federal GW APD
PRICKLY PEAR UF 13A-8D-12-15 8 120S 150E 4300750239 Federal Federal GW APD
PRICKLY PEAR UF 14A-8D-12-15 8 120S 150E 4300750240 Federal Federal GW APD
PRICKLY PEAR UF 5A-8D-12-15 8 120S 150E 4300750260 Federal Federal GW APD
PRICKLY PEAR UF 6A-8D-12-15 8 120S 150E 4300750261 Federal Federal GW APD
PRICKLY PEAR UF 4-8D-12-15 8 120S 150E 4300750262 Federal Federal GW APD
PRICKLY PEAR UF 3-8D-12-15 8 120S 150E 4300750263 Federal Federal GW APD
PRICKLY PEAR UF 2-8D-12-15 8 120S 150E 4300750264 Federal Federal GW APD
PRICKLY PEAR UF 7A-8D-12-15 8 120S 150E 4300750265 Federal Federal GW APD
PRICKLY PEAR UF 7-8D-12-15 8 120S 150E 4300750266 Federal Federal GW APD
PRICKLY PEAR UF 5-8D-12-15 8 120S 150E 4300750267 Federal Federal GW APD
PRICKLY PEAR UF 6-8D-12-15 8 120S 150E 4300750268 Federal Federal GW APD
PRICKLY PEAR UF 10A-8D-12-15 8 120S 150E 4300750269 Federal Federal GW APD
PRICKLY PEAR UF 9A-8D-12-15 8 120S 150E 4300750270 Federal Federal GW APD
PRICKLY PEAR UF 8-8D-l2-15 8 120S 150E 4300750271 Federal Federal GW APD
PRICKLY PEAR UF 1-8D-12-15 8 120S 150E 4300750272 Federal Federal GW APD
PRICKLY PEAR UF 8A-8D-12-15 8 120S 150E 4300750273 Federal Federal GW APD
PRICKLY PEAR UF 5-9D-12-15 9 120S 150E 4300750274 Federal Federal GW APD
PRICKLY PEAR UF 5A-9D-12-15 9 120S 150E 4300750275 Federal Federal GW APD
PRICKLY PEAR UF 4-9D-12-15 9 120S 150E 4300750276 Federal Federal GW APD
PRICKLY PEAR UF 3-9D-12-15 9 120S 150E 4300750277 Federal Federal GW APD
PRICKLY PEAR UF 6A-9D-12-15 9 120S 150E 4300750278 Federal Federal GW APD
PRICKLY PEAR UF l1-9D-12-15 9 120S 150E 4300750279 Federal Federal GW APD
PRICKLY PEAR UF 12A-9D-12-15 9 120S 150E 4300750280 Federal Federal GW APD
PRICKLY PEAR UF 6-9D-12-15 9 120S 150E 4300750281 Federal Federal GW APD
PRICKLY PEAR UF llA-9D-12-15 9 120S 150E 4300750282 Federal Federal GW APD
PRICKLY PEAR US lX-16D-12-15 10 120S 150E 4300750283 State Federal GW APD
PRICKLY PEAR UF 5A-15D-12-15 10 120S 150E 4300750284 Federal Federal GW APD
PRICKLY PEAR UF 6A-15D-12-15 10 120S 150E 4300750285 Federal Federal GW APD
PRICKLY PEAR UF 3-15D-13-15 10 120S 150E 4300750286 Federal Federal GW _ APD
PRICKLY PEAR UF 15A-10D-12-15 15 120S 150E 4300750287 Federal Federal GW APD
PRICKLY PEAR UF 13-10D-l2-15 10 120S 150E 4300750288 Federal Federal GW APD
PRICKLY PEAR UF 15-10D-12-15 15 120S 150E 4300750289 Federal Federal GW APD
PRICKLY PEAR UF 16A-10D-12-15 15 120S 150E 4300750290 Federal Federal GW APD
PRICKLY PEAR UF 9-10D-12-15 15 120S 150E 4300750291 Federal Federal GW APD
PRICKLY PEAR UF 14A-10D-12-15 10 120S 150E 4300750292 Federal Federal GW APD
PRICKLY PEAR UF 10-10D-12-15 15 120S 150E 4300750293 Federal Federal GW APD
PRICKLY PEAR UF 16-10D-12-15 15 120S 150E 4300750294 Federal Federal GW APD
PRICKLY PEAR UF 13-11D-12-15 15 120S 150E 4300750295 Federal Federal GW APD
PRICKLYPEARUF13A-llD-12-15 15120S150E4300750296 Federal Federal GWAPD
PRICKLY PEAR UF 12-11D-12-15 15 120S 150E 4300750297 Federal Federal GW APD
PRICKLY PEAR UF 13A-10D-12-15 10 120S 150E 4300750298 Federal Federal GW APD



BillBarrett Corporation (N2165) to EnerVest Operating, LLC (N4040)
Effective 1/1/2014
Prickly Pear Unit

Well Name Sec TWN RNG API Number Entity Mineral Lease Surface Lease Well Type Well Status
PRICKLY PEAR UF 12-10D-12-15 10 120S 150E 4300750299 Federal Federal GW APD
PRICKLYPEARUFll-10D-12-15 10120Sl50E00750300 Federal Federal GWAPD
PRICKLY PEAR UF 3A-15D-12-15 10 120S 150E 4300750301 Federal Federal GW APD
PRICKLY PEAR UF 12-14D-12-15 14 120S 150E 4300750302 Federal Federal GW APD
PRICKLY PEAR UF 4-15D-12-15 10 120S 150E 4300750303 Federal Federal GW APD
PRICKLY PEAR UF 4A-15D-12-15 10 120S 150E 4300750304 Federal Federal GW APD
PRICKLY PEAR UF 14-10D-12-15 10 120S 150E 4300750305 Federal Federal GW APD
PRICKLY PEAR UF 9A-17D-12-15 17 120S 150E 4300750306 Federal Federal GW APD
PRICKLY PEAR UF 8A-17D-12-15 17 120S 150E 4300750307 Federal Federal GW APD
PRICKLY PEAR UF 10A-17D-12-15 17 120S 150E 4300750308 Federal Federal GW APD
PRICKLY PEAR UF 3-7D-12-15 7 120S 150E 4300750309 Federal Federal GW APD
PRICKLY PEAR UF 16A-17D-12-15 17 120S 150E 4300750310 Federal Federal GW APD
PRICKLY PEAR UF 6-7D-12-15 7 120S 150E 4300750311 Federal Federal GW APD
PRICKLY PEAR UF 15A-17D-12-15 17 120S 150E 4300750312 Federal Federal GW APD
PRICKLY PEAR UF 6A-7D-12-15 7 120S 150E 4300750313 Federal Federal GW APD
PRICKLY PEAR UF 7A-7D-12-15 7 120S 150E 4300750314 Federal Federal GW APD
PRICKLY PEAR UF 8A-7D-12-15 7 120S 150E 4300750315 Federal Federal GW APD
PRICKLY PEAR UF 6X-17D-12-15 17 120S l50E 4300750316 Federal Federal GW APD
PRICKLYPEARUFllA-17D-12-15 17120Sl50E4300750317 Federal Federal GWAPD
PRICKLY PEAR UF 15B-17D-12-15 17 120S 150E 4300750318 Federal Federal GW APD
PRICKLY PEAR UF 8A-20D-12-15 20 120S 150E 4300750319 Federal Federal GW APD
PRICKLY PEAR UF 1-7D-12-15 7 120S 150E 4300750320 Federal Federal GW APD
PRICKLY PEAR UF 7A-20D-12-15 20 120S 150E 4300750321 Federal Federal GW APD
PRICKLY PEAR UF 9A-20D-12-15 20 120S 150E 4300750322 Federal Federal GW APD
PRICKLY PEAR UF 10A-20D-12-15 20 120S 150E 4300750323 Federal Federal GW APD
PRICKLY PEAR UF 10-20D-12-15 20 120S 150E 4300750324 Federal Federal GW APD
PRICKLY PEAR UF 2-7D-12-15 7 120S 150E 4300750325 Federal Federal GW APD
PRICKLY PEAR UF 14A-20D-12-15 20 120S 150E 4300750326 Federal Federal GW APD
PRICKLY PEAR UF 16A-20D-12-15 20 120S 150E 4300750327 Federal Federal GW APD
PRICKLY PEARUF 15A-20D-12-15 20 120S 150E 4300750328 Federal Federal GW APD
PRICKLY PEAR UF 8-7D-12-15 7 120S 150E 4300750329 Federal Federal GW APD
PRICKLY PEAR UF 15-20D-12-15 20 120S 150E 4300750330 Federal Federal GW APD
PRICKLY PEAR UF 7-7D-12-15 7 120S 150E 4300750331 Federal Federal GW APD
PRICKLY PEAR UF 6-10D-12-15 9 120S 150E 4300750332 Federal Federal GW APD
PRICKLY PEAR UF 5A-10D-12-15 9 120S 150E 4300750333 Federal Federal GW APD
PRICKLY PEAR UF l lA-10D-12-15 9 120S 150E 4300750334 Federal Federal GW APD
PRICKLY PEAR UF 6A-10D-12-15 9 120S 150E 4300750335 Federal Federal GW APD
PRICKLY PEAR UF 5-10D-12-15 9 120S 150E 4300750336 Federal Federal GW APD
PRICKLY PEAR UF 12A-10D-12-15 9 120S 150E 4300750338 Federal Federal GW APD
PRICKLY PEAR UF 3-10D-12-15 9 120S 150E 4300750339 Federal Federal GW APD
PRICKLY PEAR UF 4-10D-12-15 9 120S 1505 4300750340 Federal Federal GW APD
PRICKLY PEAR UF 8-9D-12-15 9 120S 150E 4300750341 Federal Federal GW APD
PRICKLY PEAR UF 8A-9D-12-15 9 120S 150E 4300750342 Federal Federal GW APD
PRICKLY PEAR UF 7A-9D-12-15 9 120S 150E 4300750343 Federal Federal GW APD
PRICKLY PEAR UF 7-9D-12-15 9 120S 150E 4300750344 Federal Federal GW APD
PRICKLY PEAR UF 1-9D-12-15 9 120S 1505 4300750345 Federal Federal GW APD
PRICKLY PEAR UF 2-9D-l2-15 9 120S 150E 4300750346 Federal Federal GW APD
PRICKLY PEAR UF 1-24D-12-1 24 120S 150E 4300750348 Federal Federal GW APD
PRICKLY PEAR UF 9-13D-12-15 13 120S 150E 4300750349 Federal Federal GW APD
PRICKLY PEAR U FED 7-21D-12-15 21 120S 150E 4300750055 14794 Federal Federal GW OPS
PRICKLY PEAR US lA-16D-12-15 9 120S 150I 4300750192 14794 State Federal GW OPS
PRICKLY PEAR US 2A-16D-12-15 9 120S 150E 4300750193 14794 State Federal GW OPS
PRICKLY PEAR US 2-16D-12-15 9 120S 150E 4300750194 14794 State Federal GW OPS
PRICKLY PEAR UF 9A-9D-12-15 9 120S 150E 4300750196 14794 Federal Federal GW OPS
PRICKLY PEARUF 10-9D-12-15 9 120S 150E 4300750197 14794 Federal Federal GW OPS
PRICKLY PEAR UF 10A-9D-12-15 9 120S 150E 4300750198 14794 Federal Federal GW OPS



BillBarrett Corporation (N2165) to EnerVest Operating, LLC (N4040)
Effective 1/1/2014
Prickly Pear Unit

Well Name Sec TWN RNG API Number Entity Mineral Lease Surface Lease Well Type Well Status
PRICKLY PEAR UF 14-9D-12-15 9 120S 150E 4300750199 14794 Federal Federal GW OPS
PRICKLY PEAR UF 14A-9D-12-15 9 120S 150E 4300750200 14794 Federal Federal GW OPS
PRICKLY PEAR UF 15-9D-12-15 9 120S 150E 4300750201 14794 Federal Federal GW OPS
PRICKLY PEAR UF 15A-9D-12-15 9 120S 150E 4300750203 14794 Federal Federal GW OPS
PRICKLY PEAR UF 16A-9D-12-15 9 120S 150E 4300750204 14794 Federal Federal GW iPS
STONE CABIN FED 2-B-27 27 120S 150E 4300730018 14794 Federal Federal GW P
PRICKLY PEAR ST 16-15 16 120S 150E 4300730522 14794 State State GW P
PRICKLY PEAR UNIT 21-2 21 120S 150E 4300730828 14794 Federal Federal GW P
PRICKLY PEAR U ST 13-16 16 120S 150E 4300730933 14794 State State GW P
PRICKLY PEAR U ST 11-16 16 120S 150E 4300730944 14794 State State GW P
PRICKLY PEAR U ST 7-16 16 120S 1501 4300730945 14794 State State GW P
PRICKLY PEAR U FED 7-25 25 120S 150E 4300730954 14794 Federal Federal GW P
PRICKLY PEAR U ST 36-06 36 120S 15¾ 4300731018 14794 State State GW P
PRICKLY PEAR U FED 13-23-12-15 23 120S 150E 4300731073 14794 Federal Federal GW P
PRICKLY PEAR U FED 1-27D-12-15 23 120S 150E 4300731074 14794 Federal Federal GW P
PRICKLY PEAR U FED 3-26D-12-15 23 120S 150E 4300731075 14794 Federal Federal GW P
PRICKLY PEAR U FED 15-22D-12-15 23 120S 150E 4300731076 14794 Federal Federal GW P
PRICKLY PEAR U FED 3-28D-12-15 21 120S 150E 4300731121 14794 Federal Federal GW P
PRICKLY PEAR U FED l5-21-12-15 21 120S 150E 4300731164 14794 Federal Federal GW P
PRICKLY PEAR U FED 13-21D-12-15 21 120S 150E 4300731166 14794 Federal Federal GW P
PRICKLY PEAR U FED l l-17D-12-15 17 120S 150E 4300731184 14794 Federal Federal GW P
PRICKLY PEAR U FED 7-22D-12-15 22 120S 150E 4300731186 14794 Federal Federal GW P
PRICKLY PEAR U FED 3-22-12-15 22 120S 150E 4300731187 14794 Federal Federal GW P
PRICKLY PEAR U FED 5-22D-12-15 22 120S 150E 4300731188 14794 Federal Federal GW P
PRICKLY PEAR ll-l5D-12-15 22 120S 150E 4300731189 14794 Federal Federal GW P
PRICKLY PEAR U FED 9-18D-12-15 18 120S 150E 4300731192 14794 Federal Federal GW P
PRICKLY PEAR U FED 15-18-12-15 18 120S 150E 4300731193 14794 Federal Federal GW P
PRICKLY PEAR U FED 16-27D-12-15 27 120S 150E 4300731194 15569 Federal Federal GW P
PRICKLY PEAR U FED 12-27D-12-15 27 120S 150E 4300731195 15568 Federal Federal GW P
PRICKLY PEAR U FED 9-20D-12-15 20 120S 150E 4300731197 14794 Federal Federal GW P
PRICKLY PEAR U FED 7-20-12-15 20 120S 150E 4300731198 14794 Federal Federal GW P
PRICKLY PEAR U FED 1-20-12-15 20 120S 150E 4300731206 14794 Federal Federal GW P
PRICKLY PEAR U ST 4-36-12-15 36 120S 150E 4300731227 14794 State State GW P
PRICKLY PEAR U FED 4-27D-12-15 22 120S 150E 4300731237 14794 Federal Federal GW P
PRICKLY PEAR U FED 13-22-12-15 22 120S 150E 4300731238 14794 Federal Federal GW P
PRICKLY PEAR U FED 3-27D-12-15 22 120s W 4300731239 14794 Federal Federal GW P
PRICKLY PEAR U ST 9-16-12-15 16 120S 150E 4300731240 14794 State State GW P
PRICKLY PEAR U FED 9-28D-12-15 28 120S 150E 4300731241 16028 Federal Federal GW P
PRICKLY PEAR U FED 5-27D-12-15 28 120S 150E 4300731242 14794 Federal Federal GW P
PRICKLY PEAR U FED 1-28-12-15 28 120S 150E 4300731243 14794 Federal Federal GW P
PRICKLY PEAR U FED 8-28D-12-15 28 120S 150E 4300731244 14794 Federal Federal GW P
PRICKLY PEAR U ST 1-16-12-15 16 120S 150E 4300731245 14794 State State GW P
PPU FED 11-18D-12-15 18 120S 150E 4300731257 14794 Federal Federal GW P
PPU FED ll-20D-12-15 20 120S 150E 4300731258 14794 Federal Federal GW P
PPU FED 4-25D-12-15 25 120S 150E 4300731259 14794 Federal Federal GW P
PPU FED 12-25D-12-15 25 120S 150E 4300731260 16068 Federal Federal GW P
PPU FED 14-26D-12-15 35 120S 150E 4300731282 16224 Federal Federal GW P
PPU FED 2-35-12-15 35 120S 150E 4300731283 14794 Federal Federal GW P
PPU FED 10-26D-12-15 35 120S 150E 4300731284 14794 Federal Federal GW P
PPU FED 9-17-12-15 17 120S 150E 4300731287 14794 Federal Federal GW P
PPU FED 1-17D-12-15 17 120S 150E 4300731288 14794 Federal Federal GW P
PPU FED 7-17D-12-15 17 120S 150E 4300731289 14794 Federal Federal GW P
PPU FED 1-18D-12-15 18 120S 150E 4300731294 14794 Federal Federal GW P
PPU FED 7-18D-12-15 18 120S 150E 4300731295 14794 Federal Federal GW P
PPU FED 5-17D-12-15 18 120S 150E 4300731296 14794 Federal Federal GW P
PPU FED 10-17D-12-15 17 120S 150E 4300731307 14794 Federal Federal GW P



BillBarrett Corporation (N2165) to EnerVest Operating, LLC (N4040)
Effective 1/1/2014
Prickly Pear Unit

Well Name Sec TWN RNG API Number Entity Mineral Lease Surface Lease Well Type Well Status
PPU FED 8-17D-12-15 17 120S 150E 4300731308 14794 Federal Federal GW P
PPT]FEI3 12-1713-12-15 17 120S 150E 4300731309 14794 Federal Federal GVV P
PPUFED 13-17D-12-15 17 120S 150E 4300731310 14794 Federal Federal GVV P
PPU FED 14-17D-12-15 17 120S 150E 4300731311 14794 Federal Federal GW P
PPU FED 16-18D-12-15 17 120S 150E 4300731312 14794 Federal Federal GW P
PP1]FEI3 8-18D-12-15 18 120S 150E 4300731313 14794 Federal Federal GVV P
PPU)FED3-18D-12-15 18 120S 150E 4300731314 14794 Federal Federal GNV P
PP1]FEIJ4-18-12-15 18 120S 150E 4300731315 14794 Federal Federal 139V P
PP1]FEI3 5-18D-12-15 18 120S 150E 4300731316 14794 Federal Federal GVV P
PP1]FEI36-18D-12-15 18 120S 150E 4300731317 14794 Federal Federal GVV P
PPU FED 16-17D-l2-15 17 120S 150E 4300731321 14794 Federal Federal GW P
PP1]ST 15-16D-12-15 16 120S 150E 4300731322 14794 State State GNV P
PPU ST 16-16D-12-15 16 120S Ï50E 4300731323 14794 State State GW P
PPU ST 14-16D-12-15 16 120S 150E 4300731324 14794 State State GW P
PPIJFEI33-21D-l2-15 21 120S 150E 4300731328 14794 Federal Federal GNV P
PPUFED4-:21D-12-15 21 120S 150E 4300731329 14794 Federal Federal GNV P
PPT]FEI3 13-15D-12-15 22 120S 150E 4300731358 14794 Federal Federal A39V P
PPlJFED 14-15D-12-15 22 120S 150E 4300731359 14794 Federal Federal GNV P
PP1]FEI34-2213-12-15 22 120S 150E 4300731360 14794 Federal Federal GNV P
PPIJFEI) 6-2213-12-15 22 120S 150E 4300731361 14794 Federal Federal GNV P
PPU FED 2-28D-12-15 28 120S 150E 4300731362 14794 Federal Federal GW P
PPU FED 16X-21D-12-15 28 120S 150E 4300731363 14794 Federal Federal GW P
PPU FED 5A-27D-12-15 28 120S 150E 00731364 14794 Federal Federal GW P
PPIJFEI) lAL-2813-12-15 28 120S 150E 4300731368 14794 Federal Federal GNV P
PPU FED 14A-18D-12-15 18 120S 150E 4300731393 14794 Federal Federal GW P
PPU FED 10-18D-12-15 18 120S 150E 4300731394 14794 Federal Federal GW P
PPUFED 15A-18D-12-15 18 120S 150E 4300731395 14794 Federal Federal GVV P
PPU FED 16A-18D-12-15 18 120S 150E 4300731396 14794 Federal Federal GW P
PPT]FEI3 12-22D-12-15 22 120S 150E 4300731398 14794 Federal Federal (39V P
PPU FED ll-22D-12-15 22 120S 150E 4300731399 14794 Federal Federal GW P
PPU FED 14-22D-12-15 22 120S 150E 4300731400 14794 Federal Federal GW P
PPU FED 4A-27D-12-15 22 120S 150E 4300731401 14794 Federal Federal GW P
PPUFED ll-21D-12-15 21 120S 150E 4300731412 14794 Federal Federal GNV P
PP1]FEI36-2lD-12-15 21 120S 150E 4300731413 14794 Federal Federal (39V P
PPU FED 12-21D-12-15 21 120S 150E 4300731414 14794 Federal Federal GW P
PPU FED 8-20D-12-15 20 120S 150E 4300731419 14794 Federal Federal GW P
PPU FED lA-20D-12-15 20 120S 150E 4300731420 14794 Federal Federal GW P
PP1]FEI32-20:D-12-15 20 120S 150E 4300731421 14794 Federal Federal (39V P
PPU ST 7A-16D-12-15 16 120S 150E 4300731422 14794 State State GW P
PPU ST 6-16D-12-15 16 120S 150E 4300731423 14794 State State GW P
PPUST 10A-16D-12-15 16 120S 150E 4300731424 14794 State State GNV P
PPU ST 3-16D-12-15 16 120S 150E 4300731425 14794 State State GW P
PPU FED 5-21D-12-15 21 120S 150E 4300731451 14794 Federal Federal GW P
PPU ST 8-16D-12-15 16 120S 150E 4300731455 14794 State State GW P
PPU ST 12-16D-12-15 16 120S 150E 4300731456 14794 State State GW P
PPU ST 12A-16D-12-15 16 120S 150E 4300731457 14794 State State GW P
PPU ST 15A-16D-12-15 16 120S 150E 4300731458 14794 State State GW P
PPU ST 10-16D-12-15 16 120S 150E 4300731459 14794 State State GW P
PPU ST 11A-16D-12-15 16 120S 150E 4300731460 14794 State State GW P
PPU ST 13A-16D-12-15 16 120S 150E 4300731461 14794 State State GW P
PP1]FED 10-7D-12-15 7 120S 150E 4300731470 14794 Federal Federal GVV P
PPU FED 15-7D-12-15 7 120S 150E 4300731471 14794 Federal Federal GW P
PPIJFEI)9-713-12-15 7 120S 150E 4300731472 14794 Federal Federal GNV P
PPU FED 16-7D-12-15 7 120S 150E 4300731473 14794 Federal Federal GW P
PPUST6A-16D-12-15 16 120S 150E 4300731477 14794 State State GVV P
PPU ST 4-16D-12-15 16 120S 150E 4300731478 14794 State State GW P





BillBarrett Corporation (N2165) to EnerVest Operating, LLC (N4040)
Effective 1/1/2014
Prickly Pear Unit

Well Name Sec TWN RNG API Number Entity Mineral Lease Surface Lease Well Type Well Status
PRICKLY PEAR UF 8A-18D-12-15 17 120S 150E 4300750137 14794 Federal Federal GW P
PRICKLY PEAR UF 9A-18D-12-15 17 120S 150E 4300750138 14794 Federal Federal GW P
PRICKLY PEAR UF 12-20D-12-15 20 120S 150E 4300750139 14794 Federal Federal GW P
PRICKLY PEAR UF 16A-8D-12-15 8 120S 150E 4300750140 14794 Federal Federal GW P
PRICKLY PEAR UF 15A-8D-12-15 8 120S 150E 4300750141 14794 Federal Federal GW P
PRICKLY PEAR UF 13A-9D-12-15 8 120S 150E 4300750142 14794 Federal Federal GW P
PRICKLY PEAR UF 13-9D-12-15 8 120S 150E 4300750143 14794 Federal Federal GW P
PRICKLY PEAR UF 12-9D-12-15 8 120S 150E 4300750144 14794 Federal Federal GW P
PRICKLY PEAR UF 10-8D-l2-15 8 120S 150E 4300750145 14794 Federal Federal GW P
PRICKLY PEAR UF 9-8D-12-15 8 120S 150E 4300750146 14794 Federal Federal GW P
PRICKLY PEAR UF 2A-17D-12-15 8 120S 150E 4300750147 14794 Federal Federal GW P
PRICKLY PEAR UF lA-22D-12-15 22 120S 150E 4300750171 14794 Federal Federal GW P
PRICKLY PEAR UF 2A-22D-12-15 22 l20S 150E 4300750172 14794 Federal Federal GW P
PRICKLY PEAR UF 6A-22D-l2-15 22 120S 150E 4300750173 14794 Federal Federal GW P
PRICKLY PEAR UF 7A-22D-12-15 22 120S 150E 4300750174 14794 Federal Federal GW P
PRICKLY PEAR UF 8A-22D-12-15 22 120S 150E 4300750175 14794 Federal Federal GW P
PRICKLY PEAR UF 14B-15D-12-15 22 120S 150E 4300750176 14794 Federal Federal GW P
PRICKLY PEAR UF 9-9D-12-15 9 120S 150E 4300750195 14794 Federal Federal GW P
PRICKLY PEAR UF 16-9D-12-15 9 120S 150E 4300750202 14794 Federal Federal GW P
PRICKLY PEAR UF 8-14D-12-15 14 120S 150E 4300750216 18289 Federal Federal GW
PRICKLY PEAR UF 15-14D-12-15 14 120S 150E 4300750221 18290 Federal Federal GW P
PRICKLY PEAR U ST 5-16 16 20S 150E 4300730943 14794 State State GW S
PRICKLY PEAR U FED 7-28D-l2-15 21 120S 150E 4300731165 14794 Federal Federal GW S
PRICKLY PEAR U FED 15-17-12-15 17 120S 150E 4300731183 14794 Federal Federal GW
PRICKLY PEAR U FED 10-27-12-15 27 120S 150E 4300731196 15570 Federal Federal GW S
PPU FED 4-35D-12-15 35 120S 150E 4300731285 16223 Federal Federal GW S
PRICKLY PEAR U FED 12A-17D-12-15 17 120S 150E 430050087 14794 Federal Federal GW S



STATEOFUTAH FORM9
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

(see attached well list)
6. 1FINDIAN,ALLOTTEEOR TRIBE NAME:

SUNDRY NOTICES AND REPORTS ON WELLS N/A
7. UNITor CA AGREEMENT NAME:

Do not use this form for proposals to drill newwells, significantlydeepen existing wells below currentbottom-hole depth, reenter plugged wells, or to
drillhorizontal laterals. Use APPLICATlON FOR PERMIT TO DRILLform for such proposals.

1. TYPE OF WELL 8. WELL NAMEand NUMBER:
OIL WELL GAS WELL OTHER (see attached well list)

2. NAMEOFOPERATOR: 9. APINUMBER:

ENERVEST OPERATING, LLC
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. F1ELDAND POOL, OR WILDCAT:

1001 FANNIN,ST. STE 800 CITY HOUSTON STATE TX ZIP77002 (713) 659-3500
4. LOCATIONOF WELL

FOOTAGESATSURFACE: (See attached well list) COUNTY:

QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
UTAH

11. CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

1/1/2014 [ ] CHANGE TO PREVOUS PLANS OPERATOR CHANGE TUBING REPAIR

CHANGE TUBING PLUG AND ABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELL STATUS PRODUCTION (START/RESUME) WATER SHUT-OFF
Date of work completion:

COMMINGLEPRODUC1NGFORMATlONS RECLAMATIONOF WELL SITE OTHER:

CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

ENERVEST OPERATING, LLC IS SUBMITTINGTHIS SUNDRY AS NOTIFICATIONTHATTHE WELLS LISTED ON THE
ATTACHED LIST HAVEBEEN SOLD TO ENERVEST OPERATING, LLC BY BILL BILLBARRETT CORPORATION
EFFECTIVE 1/1/2014. PLEASE REFER ALL FUTURE CORRESPONDENCE TO THE ADDRESS BELOW.

EnerVest Operating, L.L.C.
1001 Fannin, Suite 800
Houston, Texas 77002
ÏZM659 NSD004TL e 9224 , STATE/FEE BOND # ÔO23 | )

BILLBARRETT CORPORATION ENERVEST OPERATING, LLC

Age AVA AME (PLEASE PRINT) pung, i ty.)L36z NAME (PLEASE PRINT)

SIGNATURE y, i SIGNATURE
Senior Vice President- ÒTRECTOR- RE6ULATO
EH&S, Government and Regulatory Affairs L.

NAME(PLEASE PRINT) RONNIE YOUNG TITLE DIRECTOR - REGULATORY

SIGNATURE DATE 12/10/2013

(ThisspaceforStateuseoAPPROVED RECEIVED
JAN28 201g JAN0 7 20M

(5/2000) eeInstructionsonReverseSide) DIV.OF OlL,GAS&



UDOGM CHANGE OF OPERATOR WELLLIST

Well Name Sec TWN RNG API Number Entity Lease Well Type Well Status Unit
JACK CANYON UNIT 8-32 32 120S 160E 4300730460 15167 State WI A
JACK CYN U ST 14-32 32 120S 160E 4300730913 15166 State WD A
PRICKLY PEAR U FED 12-24 24 120S 140E 4300730953 14467 Federal WD A
PPU FED ll-23D-12-15 23 120S 150E 4300731440 Federal GW APD PRICKLY PEAR

PPU FED 4-26D-12-15 23 120S 150E 4300731441 Federal GW APD PRICKLY PEAR
PPU FED 14-23D-12-15 23 120S 150E 4300731442 Federal GW APD PRICKLY PEAR

PPU FED 12-23D-12-15 23 120S 150E 4300731443 Federal GW APD PRICKLY PEAR

PPU FED ll-34D-12-16 34 120S 160E 4300731465 Federal GW APD PETERS POINT

PPU FED 10-34D-12-16 34 120S 160E 4300731469 Federal GW APD PETERS POINT
HORSE BENCH FED 4-27D-12-16 27 120S 160E 4300750092 Federal GW APD
HORSE BENCH FED 5-27D-12-16 27 120S 160E 4300750093 Federal GW APD
PRICKLY PEAR U FED 12-7D-12-15 07 120S 150E 4300750094 Federal GW APD PRICKLY PEAR

PRICKLY PEAR U FED 11-7D-12-15 07 120S 150E 4300750095 Federal GW APD PRICKLY PEAR
PRICKLY PEAR U FED 13-7D-12-15 07 120S 150E 4300750096 Federal GW APD PRICKLY PEAR
PRICKLY PEAR U FED 14-7D-12-15 07 120S 150E 4300750097 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF ll-8D-12-15 08 120S 150E 4300750124 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 12-8D-12-15 08 120S 150E 4300750125 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 13-8D-12-15 08 120S 150E 4300750126 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 14-8D-12-15 08 120S 150E 4300750127 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 9-21D-12-15 21 120S 150E 4300750128 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9A-21D-12-15 21 120S 150E 4300750129 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10-21D-12-15 21 120S 150E 4300750130 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 10A-21D-12-15 21 120S 150E 4300750131 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15A-21D-12-15 21 120S 150E 4300750132 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 15X-21D-12-15 21 120S 150E 4300750133 Federal . GW APD PRICKLY PEAR
PRICKLY PEAR UF 16-21D-12-15 21 120S 150E 4300750134 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 16A-21D-12-15 21 120S 150E 4300750135 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 13A-22D-12-15 21 120S 150E 4300750148 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF lA-27D-12-15 22 120S 150E 4300750161 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 2A-27D-12-15 22 120S 150E 4300750162 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 3A-27D-12-IS 22 120S 150E 4300750163 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9A-22D-12-15 22 120S 150E 4300750164 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 10A-22D-12-15 22 120S 150E 4300750165 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF llA-22D-12-15 22 120S 150E 4300750166 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 12A-22D-12-15 22 120S 150E 4300750167 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 14A-22D-12-15 22 120S 150E 4300750168 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 15A-22D-12-15 22 120S 150E 4300750169 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 16A-22D-12-15 22 120S 150E 4300750170 Federal GW APD PRICKLY PEAR
PETERS POINT UF 15X-36D-12-16 36 120S 160E 4300750178 Federal GW APD PETERS POINT
PRICKLY PEAR UF 15A-15D-12-15 15 120S 150E 4300750180 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 11B-15D-12-15 15 120S 150E 4300750181 Federal GW APD PRICKLY PEAR
PETERS POINT UF 10-lD-13-16 36 120S 160E 4300750182 Federal GW APD PETERS POINT
PETERS POINT UF 9-lD-13-16 36 120S 160E 4300750183 Federal GW APD PETERS POINT
PRICKLY PEAR UF 16A-15D-12-15 15 120S 150E 4300750184 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 3A-18D-12-15 07 120S 150E 4300750185 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 4A-18D-12-15 07 120S 150E 4300750186 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF llA-7D-12-15 07 120S 150E 4300750187 Federal GW APD PRICKLY PEAR
PRICKLY PEAR UF 2-18D-12-15 07 120S 150E 4300750188 Federal GW APD PRICKLY PEAR
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PRICKLY PEAR UF 12A-7D-12-15 07 120S 150E 4300750189 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 13A-7D-12-15 07 120S 150E 4300750190 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 14A-7D-12-15 07 120S 150E 4300750191 Federal GW APD PRICKLY PEAR

PRICKLY PEAR FEDERAL 1-12D-12-14 12 120S 140E 4300750205 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 2-12D-12-14 12 120S 140E 4300750206 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7-12D-12-14 12 120S 140E 4300750207 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7A-12D-12-14 12 120S 140E 4300750208 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 8-12D-12-14 12 120S 140E 4300750209 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 4-7D-12-15 12 120S 140E 4300750210 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 5-7D-12-15 12 120S 140E 4300750211 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 8A-12D-12-14 12 120S 140E 4300750212 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 5A-7D-12-15 12 120S 140E 4300750213 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7-14D-12-15 14 120S 150E 4300750214 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7A-14D-12-15 14 120S 150E 4300750215 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9-14D-12-15 14 120S 150E 4300750217 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9A-14D-12-15 14 120S 150E 4300750218 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10-14D-12-15 14 120S 150E 4300750219 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10A-14D-12-15 14 120S 150E 4300750220 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15A-14D-12-15 14 120S 150E 4300750222 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 16-14D-12-15 14 120S 150E 4300750223 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 16A-14D-12-15 14 120S 150E 4300750224 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF lA-18D-12-15 07 120S 150E 4300750225 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 2A-18D-12-15 07 120S 150E 4300750226 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9A-7D-12-15 07 120S 150E 4300750227 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10A-7D-12-15 07 120S 150E 4300750228 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15A-7D-12-15 07 120S 150E 4300750229 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 16A-7D-12-15 07 120S 150E 4300750230 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9A-12D-12-14 12 120S 140E 4300750233 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10A-12D-12-14 12 120S 140E 4300750234 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15A-12D-12-14 12 120S 140E 4300750235 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 12A-8D-12-15 08 120S 150E 4300750236 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 16A-12D-12-14 12 120S 140E 4300750237 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF llA-8D-12-15 08 120S 150E 4300750238 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 13A-8D-12-15 08 120S 150E 4300750239 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 14A-8D-12-15 08 120S 150E 4300750240 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 5A-8D-12-15 08 120S 150E 4300750260 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6A-8D-12-15 08 120S 150E 4300750261 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 4-8D-12-15 08 120S 150E 4300750262 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 3-8D-12-15 08 120S 150E 4300750263 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 2-8D-12-15 08 120S 150E 4300750264 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7A-8D-12-15 08 120S 150E 4300750265 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7-8D-12-15 08 120S 150E 4300750266 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF S-8D-12-15 08 120S 150E 4300750267 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6-8D-12-15 08 120S 150E 4300750268 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10A-8D-12-15 08 120S 150E 4300750269 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9A-8D-12-15 08 120S 150E 4300750270 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 8-8D-12-15 08 120S 150E 4300750271 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 1-8D-12-15 08 120S 150E 4300750272 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 8A-8D-12-15 08 120S 150E 4300750273 Federal GW APD PRICKLY PEAR
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PRICKLY PEAR UF 5-9D-12-15 09 120S 150E 4300750274 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 5A-9D-12-15 09 120S 150E 4300750275 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 4-9D-12-15 09 120S 150E 4300750276 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 3-9D-12-15 09 120S 150E 4300750277 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6A-9D-12-15 09 120S 150E 4300750278 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF ll-9D-12-15 09 120S 150E 4300750279 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 12A-9D-12-15 09 120S 150E 4300750280 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6-9D-12-15 09 120S 150E 4300750281 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF llA-9D-12-15 09 120S 150E 4300750282 Federal GW APD PRICKLY PEAR

PRICKLY PEAR US 1X-16D-12-15 10 120S 150E 4300750283 State GW APD PRICKLY PEAR

PRICKLY PEAR UF 5A-15D-12-15 10 120S 150E 4300750284 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6A-15D-12-15 10 120S 150E 4300750285 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 3-15D-13-15 10 120S 150E 4300750286 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15A-10D-12-15 15 120S 150E 4300750287 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 13-10D-12-15 10 120S 150E 4300750288 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15-10D-12-15 15 120S 150E 4300750289 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 16A-10D-12-15 15 120S 150E 4300750290 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9-10D-12-15 15 120S 150E 4300750291 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 14A-10D-12-15 10 120S 150E 4300750292 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10-10D-12-15 15 120S 150E 4300750293 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 16-10D-12-15 15 120S 150E 4300750294 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 13-11D-12-15 15 120S 150E 4300750295 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 13A-llD-12-15 15 120S 150E 4300750296 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 12-11D-12-15 15 120S 150E 4300750297 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 13A-10D-12-15 10 120S 150E 4300750298 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 12-10D-12-15 10 120S 150E 4300750299 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF ll-10D-12-15 10 120S 150E 4300750300 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 3A-15D-12-15 10 120S 150E 4300750301 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 12-14D-12-15 14 120S 150E 4300750302 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 4-15D-12-15 10 120S 150E 4300750303 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 4A-15D-12-15 10 120S 150E 4300750304 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 14-10D-12-15 10 120S 150E 4300750305 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9A-17D-12-15 17 120S 150E 4300750306 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 8A-17D-12-15 17 120S 150E 4300750307 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10A-17D-12-15 17 120S 150E 4300750308 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 3-7D-12-15 07 120S 150E 4300750309 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 16A-17D-12-15 17 120S 150E 4300750310 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6-7D-12-15 07 120S 150E 4300750311 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15A-17D-12-15 17 120S 150E 4300750312 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6A-7D-12-15 07 120S 150E 4300750313 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7A-7D-12-15 07 120S 150E 4300750314 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 8A-7D-12-15 07 120S 150E 4300750315 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6X-17D-12-15 17 120S 150E 4300750316 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF llA-17D-12-15 17 120S 150E 4300750317 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15B-17D-12-15 17 120S 150E 4300750318 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 8A-20D-12-15 20 120S 150E 4300750319 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 1-7D-12-15 07 120S 150E 4300750320 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7A-20D-12-15 20 120S 150E 4300750321 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9A-20D-12-15 20 120S 150E 4300750322 Federal GW APD PRICKLY PEAR
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PRICKLY PEAR UF 10A-20D-12-15 20 120S 150E 4300750323 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 10-20D-12-15 20 120S 150E 4300750324 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 2-7D-12-15 07 120S 150E 4300750325 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 14A-20D-12-15 20 120S 150E 4300750326 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 16A-20D-12-15 20 120S 150E 4300750327 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15A-20D-12-15 20 120S 150E 4300750328 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 8-7D-12-15 07 120S 150E 4300750329 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 15-20D-12-15 20 120S 150E 4300750330 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7-7D-12-15 07 120S 150E 4300750331 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6-10D-12-15 09 120S 150E 4300750332 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 5A-10D-12-15 09 120S 150E 4300750333 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 11A-10D-12-15 09 120S 150E 4300750334 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 6A-10D-12-15 09 120S 150E 4300750335 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 5-10D-12-15 09 120S 150E 4300750336 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 12A-10D-12-15 09 120S 150E 4300750338 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 3-10D-12-15 09 120S 150E 4300750339 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 4-10D-12-15 09 120S 150E 4300750340 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 8-9D-12-15 09 120S 150E 4300750341 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 8A-9D-lg-15 09 120S 150E 4300750342 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7A-9D-12-15 09 120S 150E 4300750343 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 7-9D-12-15 09 120S 150E 4300750344 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 1-9D-12-15 09 120S 150E 4300750345 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 2-9D-12-15 09 120S 150E 4300750346 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 1-24D-12-1 24 120S 150E 4300750348 Federal GW APD PRICKLY PEAR

PRICKLY PEAR UF 9-13D-12-15 13 120S 150E 4300750349 Federal GW APD PRICKLY PEAR

HORSE BENCH FED 4-20D-12-17 19 120S 170E 4300750350 Federal GW APD
Horse Bench Federal 16-18D-12-17 19 120S 170E 4300750351 Federal GW APD

PPU FED 9-34D-12-16 34 120S 160E 4300731430 17225 Federal GW OPS PETERS POINT

PPU FED 15-35D-12-16 35 120S 160E 4300731475 2470 Federal GW OPS PETERS POINT

PETERS POINT U FED 12A-6D-13-17 31 120S 170E 4300750034 2470 Federal GW OPS PETERS POINT

PETERS POINT U FED llA-31D-12-17 31 120S 170E 4300750036 2470 Federal GW OPS PETERS POINT

PRICKLY PEAR U FED 7-21D-12-15 21 120S 150E 4300750055 14794 Federal GW OPS PRICKLY PEAR

PETERS POINT U FED 9-6D-13-17 06 130S 170E 4300750120 2470 Federal GW OPS PETERS POINT

PETERS POINT U FED 14-6D-13-17 06 130S 170E 4300750121 2470 Federal GW OPS PETERS POINT

PETERS POINT U FED 15-6D-13-17 06 130S 170E 4300750122 2470 Federal GW OPS PETERS POINT

PETERS POINT UF 2-7D-13-17 06 130S 170E 4300750149 2470 Federal GW OPS PETERS POINT

PETERS POINT UF 1-7D-13-17 06 130S 170E 4300750150 2470 Federal GW OPS PETERS POINT

PRICKLY PEAR US lA-16D-12-15 09 120S 150E 4300750192 14794 State GW OPS PRICKLY PEAR

PRICKLY PEAR US 2A-16D-12-15 09 120S 150E 4300750193 14794 State GW OPS PRICKLY PEAR

PRICKLY PEAR US 2-16D-12-15 09 120S 150E 4300750194 14794 State GW OPS PRICKLY PEAR

PRICKLY PEAR UF 9A-9D-12-15 09 120S 150E 4300750196 14794 Federal GW OPS PRICKLY PEAR

PRICKLY PEAR UF 10-9D-12-15 09 120S 150E 4300750197 14794 Federal GW OPS PRICKLY PEAR

PRICKLY PEAR UF 10A-9D-12-15 09 120S 150E 4300750198 14794 Federal GW OPS PRICKLY PEAR

PRICKLY PEAR UF 14-9D-12-15 09 120S 150E 4300750199 14794 Federal GW OPS PRICKLY PEAR

PRICKLY PEAR UF 14A-9D-12-15 09 120S 150E 4300750200 14794 Federal GW OPS PRICKLY PEAR

PRICKLY PEAR UF 15-9D-12-15 09 120S 150E 4300750201 14794 Federal GW OPS PRICKLY PEAR

PRICKLY PEAR UF 15A-9D-12-15 09 120S 150E 4300750203 14794 Federal GW OPS PRICKLY PEAR

PRICKLY PEAR UF 16A-9D-12-15 09 120S 150E 4300750204 14794 Federal GW OPS PRICKLY PEAR

SHARPLES 1 GOVT PICKRELL 11 120S 150E 4300716045 7030 Federal GW P
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STONE CABIN UNIT 1 13 120S 140E 4300716542 12052 Federal GW P

STONE CABIN FED 1-11 11 120S 140E 4300730014 6046 Federal GW P

STONE CABIN FED 2-B-27 27 120S 150E 4300730018 14794 Federal GW P PRICKLY PEAR

JACK CANYON 101-A 33 120S 160E 4300730049 2455 Federal GW P

PETERS POINT ST 2-2-13-16 02 130S 160E 4300730521 14387 State GW P

PRICKLY PEAR ST 16-15 16 120S 150E 4300730522 14794 State GW P PRICKLY PEAR

PETERS POINT U FED 36-2 36 120S 160E 4300730761 2470 Federal GW P PETERS POINT

PETERS POINT U FED 36-3 36 120S 160E 4300730762 2470 Federal GW P PETERS POINT

PETERS POINT U FED 36-4 36 120S 160E 4300730763 2470 Federal GW P PETERS POINT

PETERS POINT U FED 14-25D-12-16 36 120S 160E 4300730764 2470 Federal GW P PETERS POINT

HUNT RANCH 3-4 03 120S 150E 4300730775 13158 State GW P

PETERS POINT U FED 4-31D-12-17 36 120S 160E 4300730810 2470 Federal GW P PETERS POINT

PETERS POINT U FED 16-26D-12-16 36 120S 160E 4300730812 2470 Federal GW P PETERS POINT

PRICKLY PEAR UNIT 13-4 13 120S 140E 4300730825 14353 Federal GW P

PRICKLY PEAR UNIT 21-2 21 120S 150E 4300730828 14794 Federal GW P PRICKLY PEAR

PETERS POINT U FED 6-7D-13-17 06 130S 170E 4300730859 14692 Federal GW P PETERS POINT

PETERS POINT ST 4-2-13-16 02 130S 160E 4300730866 14386 State GW P

PRICKLY PEAR U ST 13-16 16 120S 150E 4300730933 14794 State GW P PRICKLY PEAR

PRICKLY PEAR U ST 11-16 16 120S 150E 4300730944 14794 State GW P PRICKLY PEAR

PRICKLY PEAR U ST 7-16 16 120S 150E 4300730945 14794 State GW P PRICKLY PEAR

PRICKLY PEAR U FED 7-25 25 120S 150E 4300730954 14794 Federal GW P PRICKLY PEAR

PETERS POINT U FED 16-35 35 120S 160E 4300730965 2470 Federal GW P PETERS POINT

PETERS POINT U FED 11-6-13-17 06 130S 170E 4300730982 2470 Federal GW P PETERS POINT

PETERS POINT U FED 16-6D-13-17 06 130S 170E 4300731004 2470 Federal GW P PETERS POINT

PETERS POINT U FED 16-31D-12-17 06 130S 170E 4300731005 2470 Federal GW P PETERS POINT

PRICKLY PEAR U FED 5-13-12-14 13 120S 140E 4300731008 14897 Federal GW P

PETERS POINT U FED 12-31D-12-17 36 120S 160E 4300731009 2470 Federal GW P PETERS POINT

PETERS POINT U FED 2-36D-12-16 36 120S 160E 4300731010 2470 Federal GW P PETERS POINT

PETERS POINT U FED 9-36-12-16 36 120S 160E 4300731011 2470 Federal GW P PETERS POINT

PRICKLY PEAR U ST 36-06 36 120S 150E 4300731018 14794 State GW P PRICKLY PEAR

PETERS POINT U FED 8-35D-12-16 36 120S 160E 4300731024 2470 Federal GW P PETERS POINT

PETERS POINT U FED 4-12D-13-16 02 130S 160E 4300731049 14692 Federal GW P PETERS POINT

PETERS POINT ST 5-2D-13-16 DEEP 02 130S 160E 4300731056 15909 State GW P

PRICKLY PEAR U FED 13-23-12-15 23 120S 150E 4300731073 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 1-27D-12-15 23 120S 150E 4300731074 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 3-26D-12-15 23 120S 150E 4300731075 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 15-22D-12-15 23 120S 150E 4300731076 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 3-28D-12-15 21 120S 150E 4300731121 14794 Federal GW P PRICKLY PEAR

PETERS POINT U FED 2-12D-13-16 06 130S 170E 4300731158 14692 Federal GW P PETERS POINT

PRICKLY PEAR U FED 15-21-12-15 21 120S 150E 4300731164 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 7-28D-12-15 21 120S 150E 4300731165 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 13-21D-12-15 21 120S 150E 4300731166 14794 Federal GW P PRICKLY PEAR

PETERS POINT U FED 10-36D-12-16 36 120S 160E 4300731174 2470 Federal GW P PETERS POINT

PETERS POINT U FED 12-36D-12-16 36 120S 160E 4300731175 2470 Federal GW P PETERS POINT

PRICKLY PEAR U FED 15-17-12-15 17 120S 150E 4300731183 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 11-17D-12-15 17 120S 150E 4300731184 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 7-22D-12-15 22 120S 150E 4300731186 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 3-22-12-15 22 120S 150E 4300731187 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 5-22D-12-15 22 120S 150E 4300731188 14794 Federal GW P PRICKLY PEAR
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PRICKLY PEAR 11-15D-12-15 22 120S 150E 4300731189 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 9-18D-12-15 18 120S 150E 4300731192 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 15-18-12-15 18 120S 150E 4300731193 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 16-27D-12-15 27 120S 150E 4300731194 15569 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 12-27D-12-15 27 120S 150E 4300731195 15568 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 10-27-12-15 27 120S 150E 4300731196 15570 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 9-20D-12-15 20 120S 150E 4300731197 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 7-20-12-15 20 120S 150E 4300731198 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 1-20-12-15 20 120S 150E 4300731206 14794 Federal GW P PRICKLY PEAR
PRICKLYPEARLIST2-36-12-15 36 120S 150E 4300731226 15719 State (IY/ P

PRICKLY PEAR U ST 4-36-12-15 36 120S 150E 4300731227 14794 State GW P PRICKLY PEAR

PRICKLY PEAR U FED 4-27D-12-15 22 120S 150E 4300731237 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 13-22-12-15 22 120S 150E 4300731238 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 3-27D-12-15 22 120S 150E 4300731239 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U ST 9-16-12-15 16 120S 150E 4300731240 14794 State GW P PRICKLY PEAR

PRICKLY PEAR U FED 9-28D-12-15 28 120S 150E 4300731241 16028 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 5-27D-12-15 28 120S 150E 4300731242 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 1-28-12-15 28 120S 150E 4300731243 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 8-28D-12-15 28 120S 150E 4300731244 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U ST 1-16-12-15 16 120S 150E 4300731245 14794 State GW P PRICKLY PEAR

PPU FED ll-18D-12-15 18 120S 150E 4300731257 14794 Federal GW P PRICKLY PEAR

PPU FED l1-20D-12-15 20 120S 150E 4300731258 14794 Federal GW P PRICKLY PEAR

PPU FED 4-25D-12-15 25 120S 150E 4300731259 14794 Federal GW P PRICKLY PEAR

PPU FED 12-25D-12-15 25 120S 150E 4300731260 16068 Federal GW P PRICKLY PEAR

PPU FED 15-6D-13-17 06 130S 170E 4300731261 16103 Federal GW P PETERS POINT

PP UF 3-36-12-16 36 120S 160E 4300731271 2470 Federal GW P PETERS POINT

PP UF 6-36-12-16 36 120S 160E 4300731272 2470 Federal GW P PETERS POINT

PPU FED 6-35D-12-16 35 120S 160E 4300731275 2470 Federal GW P PETERS POINT

PPU FED 14-26D-12-16 26 120S 160E 4300731277 2470 Federal GW P PETERS POINT

PPIJFED 8-34-12-16 34 120S 160E 4300731279 2470 Federal GVV P PETERS P(3DST

PP ST8-2D-13-16 (DEEP) 02 130S 160E 4300731280 16069 State (TY/ P

PPU FED 6-34D-12-16 34 120S 160E 4300731281 2470 Federal GW P PETERS POINT

PPU FED 14-26D-12-15 35 120S 150E 4300731282 16224 Federal GW P PRICKLY PEAR

PPU FED 2-35-12-15 35 120S 150E 4300731283 14794 Federal GW P PRICKLY PEAR

PPU FED 10-26D-12-15 35 120S 150E 4300731284 14794 Federal GW P PRICKLY PEAR
PPUFED9-17-12-15 17 120S 150E 4300731287 14794 Federed CinT P PRlC3CLYPEAdì

PPU FED 1-17D-12-15 17 120S 150E 4300731288 14794 Federal GW P PRICKLY PEAR

PPU FED 7-17D-12-15 17 120S 150E 4300731289 14794 Federal GW P PRICKLY PEAR

PPU FED 7-lD-13-16 ULTRA DEEP 06 130S 170E 4300731293 14692 Federal GW P PETERS POINT

PPUFED 1-18D-12-15 18 120S 150E 4300731294 14794 Federed CPN P PRICSCLYPEAR

PPU FED 7-18D-12-15 18 120S 150E 4300731295 14794 Federal GW P PRICKLY PEAR

PPU FED 5-17D-12-15 18 120S 150E 4300731296 14794 Federal GW P PRICKLY PEAR

PPU FED 10-17D-12-15 17 120S 150E 4300731307 14794 Federal GW P PRICKLY PEAR

PPU FED 8-17D-12-15 17 120S 150E 4300731308 14794 Federal GW P PRICKLY PEAR

PPU FED 12-17D-12-15 17 120S 150E 4300731309 14794 Federal GW P PRICKLY PEAR

PPU FED 13-17D-12-15 17 120S 150E 4300731310 14794 Federal GW P PRICKLY PEAR

PPU FED 14-17D-12-15 17 120S 150E 4300731311 14794 Federal GW P PRICKLY PEAR

PPU FED 16-18D-12-15 17 120S 150E 4300731312 14794 Federal GW P PRICKLY PEAR

PPU FED 8-18D-12-15 18 120S 150E 4300731313 14794 Federal GW P PRICKLY PEAR
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PPU FED 3-18D-12-15 18 120S 150E 4300731314 14794 Federal GW P PRICKLY PEAR

PPU FED 4-18-12-15 18 120S 150E 4300731315 14794 Federal GW P PRICKLY PEAR

PPU FED 5-18D-12-15 18 120S 150E 4300731316 14794 Federal GW P PRICKLY PEAR

PPU FED 6-18D-12-15 18 120S 150E 4300731317 14794 Federal GW P PRICKLY PEAR

PPU FED 16-27-12-16 27 120S 160E 4300731318 2470 Federal GW P PETERS POINT

PPU FED 10-27D-12-16 27 120S 160E 4300731319 2470 Federal GW P PETERS POINT

PPU FED 2-34D-12-16 34 120S 160E 4300731320 2470 Federal GW P PETERS POINT

PPU FED 16-17D-12-15 17 120S 150E 4300731321 14794 Federal GW P PRICKLY PEAR

PPU ST 15-16D-12-15 16 120S 150E 4300731322 14794 State GW P PRICKLY PEAR

PPU ST 16-16D-12-15 16 120S 150E 4300731323 14794 State GW P PRICKLY PEAR

PPU ST 14-16D-12-15 16 120S 150E 4300731324 14794 State GW P PRICKLY PEAR

PPU FED 2-7D-13-17 DEEP 06 130S 170E 4300731326 14692 Federal GW P PETERS POINT

PPU FED 3-21D-12-15 21 120S 150E 4300731328 14794 Federal GW P PRICKLY PEAR

PPU FED 4-21D-12-15 21 120S 150E 4300731329 14794 Federal GW P PRICKLY PEAR

PPU FED 2-35D-12-16 35 120S 160E 4300731345 2470 Federal GW P PETERS POINT

PPU FED 7-35D-12-16 35 120S 160E 4300731346 2470 Federal GW P PETERS POINT

PPU FED 4-35D-12-16 35 120S 160E 4300731347 2470 Federal GW P PETERS POINT

PPU FED 7-36D-12-16 36 120S 160E 4300731348 2470 Federal GW P PETERS POINT

PPU FED ll-36D-12-16 36 120S 160E 4300731349 2470 Federal GW P PETERS POINT

PPU FED 15-25D-12-16 36 120S 160E 4300731351 2470 Federal GW P PETERS POINT

PPU FED 13-25D-12-16 36 120S 160E 4300731352 2470 Federal GW P PETERS POINT

PPU FED 4-36D-12-16 36 120S 160E 4300731353 2470 Federal GW P PETERS POINT

PPU FED 13-15D-12-15 22 120S 150E 4300731358 14794 Federal GW P PRICKLY PEAR

PPU FED 14-15D-12-15 22 120S 150E 4300731359 14794 Federal GW P PRICKLY PEAR

PPU FED 4-22D-12-15 22 120S 150E 4300731360 14794 Federal GW P PRICKLY PEAR

PPU FED 6-22D-12-15 22 120S 150E 4300731361 14794 Federal GW P PRICKLY PEAR

PPU FED 2-28D-12-15 28 120S 150E 4300731362 14794 Federal GW P PRICKLY PEAR

PPU FED 16X-21D-12-15 28 120S 150E 4300731363 14794 Federal GW P PRICKLY PEAR

PPU FED 5A-27D-12-15 28 120S 150E 4300731364 14794 Federal GW P PRICKLY PEAR

PPU FED l-35D-12-16 35 120S 160E 4300731365 2470 Federal GW P PETERS POINT

PPU FED lA-28D-12-15 28 120S 150E 4300731368 14794 Federal GW P PRICKLY PEAR

PPU FED 14A-18D-12-15 18 120S 150E 4300731393 14794 Federal GW P PRICKLY PEAR

PPU FED 10-18D-12-15 18 120S 150E 4300731394 14794 Federal GW P PRICKLY PEAR

PPU FED 15A-18D-12-15 18 120S 150E 4300731395 14794 Federal GW P PRICKLY PEAR

PPU FED 16A-18D-12-15 18 120S 150E 4300731396 14794 Federal GW P PRICKLY PEAR

PPU FED 12-22D-12-15 22 120S 150E 4300731398 14794 Federal GW P PRICKLY PEAR

PPU FED ll-22D-12-15 22 120S 150E 4300731399 14794 Federal GW P PRICKLY PEAR

PPU FED 14-22D-12-15 22 120S 150E 4300731400 14794 Federal GW P PRICKLY PEAR

PPU FED 4A-27D-12-15 22 120S 150E 4300731401 14794 Federal GW P PRICKLY PEAR

PPU FED 13-26D-12-16 26 120S 160E 4300731403 2470 Federal GW P PETERS POINT

PPU FED 15-26D-12-16 26 120S 160E 4300731404 2470 Federal GW P PETERS POINT

PPU FED 3-35D-12-16 26 120S 160E 4300731405 2470 Federal GW P PETERS POINT

PPU FED 10-26D-12-16 26 120S 160E 4300731406 2470 Federal GW P PETERS POINT

PPU FED ll-26D-12-16 26 120S 160E 4300731407 2470 Federal GW P PETERS POINT

PPU FED 12-26D-12-16 26 120S 160E 4300731408 2470 Federal GW P PETERS POINT

PPU FED ll-27D-12-16 27 120S 160E 4300731409 2470 Federal GW P PETERS POINT

PPU FED 15-27D-12-16 27 120S 160E 4300731410 2470 Federal GW P PETERS POINT

PPU FED 9-27D-12-16 27 120S 160E 4300731411 2470 Federal GW P PETERS POINT

PPU FED ll-2lD-12-15 21 120S 150E 4300731412 14794 Federal GW P PRICKLY PEAR
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PPU FED 6-21D-12-15 21 120S 150E 4300731413 14794 Federal GW P PRICKLY PEAR

PPU FED 12-21D-12-15 21 120S 150E 4300731414 14794 Federal GW P PRICKLY PEAR

PPU FED 8-20D-12-15 20 120S 150E 4300731419 14794 Federal GW P PRICKLY PEAR

PPU FED lA-20D-12-15 20 120S 150E 4300731420 14794 Federal GW P PRICKLY PEAR

PPU FED 2-20D-12-15 20 120S 150E 4300731421 14794 Federal GW P PRICKLY PEAR

PPU ST 7A-16D-12-15 16 120S 150E 4300731422 14794 State GW P PRICKLY PEAR

PPU ST 6-16D-12-15 16 120S 150E 4300731423 14794 State GW P PRICKLY PEAR

PPU ST 10A-16D-12-15 16 120S 150E 4300731424 14794 State GW P PRICKLY PEAR

PPU ST 3-16D-12-15 16 120S 150E 4300731425 14794 State GW P PRICKLY PEAR

PPU FED 1-34D-12-16 34 120S 160E 4300731427 2470 Federal GW P PETERS POINT

PPU FED 7-34D-12-16 34 120S 160E 4300731428 2470 Federal GW P PETERS POINT

PPU FED 5-35D-12-16 34 120S 160E 4300731429 2470 Federal GW P PETERS POINT

PPU FED 5-21D-12-15 21 120S 150E 4300731451 14794 Federal GW P PRICKLY PEAR

PPU ST 8-16D-12-15 16 120S 150E 4300731455 14794 State GW P PRICKLY PEAR

PPU ST 12-16D-12-15 16 120S 150E 4300731456 14794 State GW P PRICKLY PEAR

PPU ST 12A-16D-12-15 16 120S 150E 4300731457 14794 State GW P PRICKLY PEAR

PPU ST 15A-16D-12-15 16 120S 150E 4300731458 14794 State GW P PRICKLY PEAR

PPU ST 10-16D-12-15 16 120S 150E 4300731459 14794 State GW P PRICKLY PEAR

PPU ST 11A-16D-12-15 16 120S 150E 4300731460 14794 State GW P PRICKLY PEAR

PPU ST 13A-16D-12-15 16 120S 150E 4300731461 14794 State GW P PRICKLY PEAR

PPU FED 3-34D-12-16 34 120S 160E 4300731466 2470 Federal GW P PETERS POINT

PPU FED 5-34D-12-16 34 120S 160E 4300731467 2470 Federal GW P PETERS POINT

PPU FED 4-34D-12-16 34 120S 160E 4300731468 2470 Federal GW P PETERS POINT

PPU FED 10-7D-12-15 07 120S 150E 4300731470 14794 Federal GW P PRICKLY PEAR

PPU FED 15-7D-12-15 07 120S 150E 4300731471 14794 Federal GW P PRICKLY PEAR

PPU FED 9-7D-12-15 07 120S 150E 4300731472 14794 Federal GW P PRICKLY PEAR

PPU FED 16-7D-12-15 07 120S 150E 4300731473 14794 Federal GW P PRICKLY PEAR

PPU FED 10-35D-12-16 35 120S 160E 4300731474 2470 Federal GW P PETERS POINT

PPU FED 9-35D-12-16 35 120S 160E 4300731476 2470 Federal GW P PETERS POINT

PPU ST 6A-16D-12-15 16 120S 150E 4300731477 14794 State GW P PRICKLY PEAR

PPU ST 4-16D-12-15 16 120S 150E 4300731478 14794 State GW P PRICKLY PEAR

PPU ST 4A-16D-12-15 16 120S 150E 4300731479 14794 State GW P PRICKLY PEAR

PPU ST SA-16D-12-15 16 120S 150E 4300731480 14794 State GW P PRICKLY PEAR

PPU ST 3A-16D-12-15 16 120S 150E 4300731481 14794 State GW P PRICKLY PEAR

PPU ST 16A-16D-12-15 16 120S 150E 4300731484 14794 State GW P PRICKLY PEAR

PPU ST 9A-16D-12-15 16 120S 150E 4300731485 14794 State GW P PRICKLY PEAR

PPU ST 16B-16D-12-15 16 120S 150E 4300731514 14794 State GW P PRICKLY PEAR

PPU ST 14B-16D-12-15 16 120S 150E 4300731515 14794 State GW P PRICKLY PEAR

PPU ST 13B-16D-12-15 16 120S 150E 4300731516 14794 State GW P PRICKLY PEAR

PETERS POINT U FED 9-26D-12-16 25 120S 160E 4300750021 2470 Federal GW P PETERS POINT

PETERS POINT U FED ll-25D-12-16 25 120S 160E 4300750022 2470 Federal GW P PETERS POINT

PETERS POINT U FED 10-31D-12-17 31 120S 170E 4300750023 2470 Federal GW P PETERS POINT

PETERS POINT U FED ll-31D-12-17 31 120S 170E 4300750024 2470 Federal GW P PETERS POINT

PETERS POINT U FED 13A-31D-12-17 31 120S 170E 4300750025 2470 Federal GW P PETERS POINT

PETERS POINT U FED 13-31D-12-17 31 120S 170E 4300750026 2470 Federal GW P PETERS POINT

PETERS POINT U FED 14-31D-12-17 31 120S 170E 4300750027 2470 Federal GW P PETERS POINT

PETERS POINT U FED 14A-31D-12-17 31 120S 170E 4300750028 2470 Federal GW P PETERS POINT

PETERS POINT U FED 12-25D-12-16 25 120S 160E 4300750029 2470 Federal GW P PETERS POINT

PETERS POINT U FED 12-6D-13-17 31 120S 170E 4300750033 2470 Federal GW P PETERS POINT
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PETERS POINT U FED 10-25D-12-16 25 120S 160E 4300750035 2470 Federal GW P PETERS POINT

PETERS POINT U FED 13-36D-12-16 36 120S 160E 4300750037 2470 Federal GW P PETERS POINT

PETERS POINT U FED 15-36D-12-16 36 120S 160E 4300750038 2470 Federal GW P PETERS POINT

PETERS POINT U FED ll-lD-13-16 36 120S 160E 4300750039 2470 Federal GW P PETERS POINT

PETERS POINT U FED 12-lD-13-16 36 120S 160E 4300750040 2470 Federal GW P PETERS POINT

PRICKLY PEAR U FED 9-22D-12-15 22 120S 150E 4300750041 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 10-22D-12-15 22 120S 150E 4300750042 14794 Federal GW P PRICKLY PEAR

PRICIŒY PEAR U FED 16-22D-12-15 22 120S 150E 4300750043 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 2-27D-12-15 22 120S 150E 4300750044 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 16-15D-12-15 15 120S 150E 4300750045 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 15-15D-12-15 15 120S 150E 4300750046 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 10-15D-12-15 15 120S 150E 4300750047 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 9-15D-12-15 15 120S 150E 4300750048 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED llA-15D-12-15 15 120S 150E 4300750049 14794 Federal GW P PRICKLY PEAR

PRICIŒY PEAR U FED 1-21D-12-15 21 120S 150E 4300750050 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 2-21D-12-15 21 120S 150E 4300750051 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 2A-21D-12-15 21 120S 150E 4300750052 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 4A-22D-12-15 21 120S 150E 4300750053 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 5A-22D-12-15 21 120S 150E 4300750054 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 7A-2lD-12-15 21 120S 150E 4300750056 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 8-21D-12-15 21 120S 150E 4300750057 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 8A-21D-12-15 21 120S 150E 4300750058 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 16-8D-12-15 08 120S 150E 4300750059 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 15-8D-12-15 08 120S 150E 4300750060 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 2-17D-12-15 08 120S 150E 4300750061 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED lA-17D-12-15 08 120S 150E 4300750062 14794 Federal GW P PRICKLY PEAR

PETERS POINT U FED 3A-34D-12-16 27 120S 160E 4300750063 2470 Federal GW P PETERS POINT

PETERS POINT U FED 4A-34D-12-16 27 120S 160E 4300750064 2470 Federal GW P PETERS POINT

PETERS POINT U FED 12-27D-12-16 27 120S 160E 4300750065 2470 Federal GW P PETERS POINT

PETERS POINT U FED 13-27D-12-16 27 120S 160E 4300750066 2470 Federal GW P PETERS POINT

PETERS POINT U FED 13A-27D-12-16 27 120S 160E 4300750067 2470 Federal GW P PETERS POINT

PETERS POINT U FED 14-27D-12-16 27 120S 160E 4300750068 18204 Federal GW P

PETERS POINT U FED 14A-27D-12-16 27 120S 160E 4300750069 2470 Federal GW P PETERS POINT

PRICKLY PEAR U FED 1-22D-12-15 22 120S 150E 4300750076 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 2-22D-12-15 22 120S 150E 4300750077 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 8-22D-12-15 22 120S 150E 4300750078 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 3-17D-12-15 17 120S 150E 4300750079 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 3A-17D-12-15 17 120S 150E 4300750080 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 4-17D-12-15 17 120S 150E 4300750081 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 4A-17D-12-15 17 120S 150E 4300750082 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 5A-17D-12-15 17 120S 150E 4300750083 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 6-17D-12-15 17 120S 150E 4300750084 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 6A-17D-12-15 17 120S 150E 4300750085 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 7A-17D-12-15 17 120S 150E 4300750086 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 12A-17D-12-15 17 120S 150E 4300750087 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 9-12D-12-14 12 120S 140E 4300750088 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 10-12D-12-14 12 120S 140E 4300750089 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 15-12D-12-14 12 120S 140E 4300750090 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 16-12D-12-14 12 120S 140E 4300750091 14794 Federal GW P PRICKLY PEAR
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PRICKLY PEAR U FED 3-20D-12-15 20 120S 150E 4300750098 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 3A-20D-12-15 20 120S 150E 4300750099 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 4-20D-12-15 20 120S 150E 4300750100 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 4A-20D-12-15 20 120S 150E 4300750101 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 5-20D-12-15 20 120S 150E 4300750102 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 6-20D-12-15 20 120S 150E 4300750104 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 6A-20D-12-15 20 120S 150E 4300750105 14794 Federal. GW P PRICKLY PEAR

PRICKLY PEAR U FED llA-20D-12-15 20 120S 150E 4300750106 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR U FED 12A-20D-12-15 20 120S 150E 4300750107 14794 Federal GW P PRICKLY PEAR

PETERS POINT U FED 5-31D-12-17 36 120S 160E 4300750109 2470 Federal GW P PETERS POINT

PETERS POINT U FED 6-31D-12-17 36 120S 160E 4300750116 2470 Federal GW P PETERS POINT

PETERS POINT U FED 9X-36D-12-16 36 120S 160E 4300750117 2470 Federal GW P PETERS POINT

PETERS POINT U FED 1-36D-12-16 36 120S 160E 4300750118 2470 Federal GW P PETERS POINT

PETERS POINT U FED 10-6D-13-17 06 130S 170E 4300750119 2470 Federal GW P PETERS POINT

PETERS POINT U FED 15-31D-12-17 06 130S 170E 4300750123 2470 Federal GW P PETERS POINT

PRICKLY PEAR UF 7A-18D-12-15 17 120S 150E 4300750136 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 8A-18D-12-15 17 120S 150E 4300750137 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 9A-18D-12-15 17 120S 150E 4300750138 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 12-20D-12-15 20 120S 150E 4300750139 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 16A-8D-12-15 08 120S 150E 4300750140 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 15A-8D-12-15 08 120S 150E 4300750141 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 13A-9D-12-15 08 120S 150E 4300750142 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 13-9D-12-15 08 120S 150E 4300750143 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 12-9D-12-15 08 120S 150E 4300750144 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 10-8D-12-15 08 120S 150E 4300750145 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 9-8D-12-15 08 120S 150E 4300750146 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 2A-17D-12-15 08 120S 150E 4300750147 14794 Federal GW P PRICKLY PEAR

PETERS POINT UF 12-5D-13-17 06 130S 170E 4300750151 2470 Federal GW P PETERS POINT

PETERS POINT UF 13-5D-13-17 06 130S 170E 4300750152 2470 Federal GW P PETERS POINT

PETERS POINT UF 13-30D-12-17 30 120S 170E 4300750153 18347 Federal GW P PETERS POINT

PETERS POINT UF 14-30D-12-17 30 120S 170E 4300750154 18350 Federal GW P PETERS POINT

PETERS POINT UF 12-30D-12-17 30 120S 170E 4300750155 18346 Federal GW P PETERS POINT

PETERS POINT UF ll-30D-12-17 30 120S 170E 4300750156 18348 Federal GW P PETERS POINT

PETERS POINT UF 3-31D-12-17 30 120S 170E 4300750157 2470 Federal GW P PETERS POINT

PETERS POINT UF 2-31D-12-17 30 120S 170E 4300750158 18349 Federal GW P PETERS POINT

PETERS POINT UF 16-25D-12-16 30 120S 170E 4300750159 2470 Federal GW P PETERS POINT

PETERS POINT UF 9-25D-12-16 30 120S 170E 4300750160 2470 Federal GW P PETERS POINT

PRICKLY PEAR UF lA-22D-12-15 22 120S 150E 4300750171 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 6A-22D-12-15 22 120S 150E 4300750173 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 7A-22D-12-15 22 120S 150E 4300750174 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 8A-22D-12-15 22 120S 150E 4300750175 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 14B-15D-12-15 22 120S 150E 4300750176 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 9-9D-12-15 09 120S 150E 4300750195 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 16-9D-12-15 09 120S 150E 4300750202 14794 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 8-14D-12-15 14 120S 150E 4300750216 18289 Federal GW P PRICKLY PEAR

PRICKLY PEAR UF 15-14D-12-15 14 120S 150E 4300750221 18290 Federal GW P PRICKLY PEAR

PETERS POINT UF 7X-36D-12-16 36 120S 160E 4300750231 2470 Federal GW P PETERS POINT

PETERS POINT UF 8-36D-12-16 36 120S 160E 4300750232 2470 Federal GW P PETERS POINT

PETERS POINT ST 6-2D-13-16 02 130S 160E 4300731017 14472 State D PA
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UDOGM CHANGE OF OPERATOR WELLLIST

PTS 33-36 STATE 36 110S 140E 4301330486 6190 State GW PA ARGYLE

PRICKLY PEAR U FED 10-4 10 120S 140E 4300730823 14462 Federal GW S

PRICKLY PEAR U FASSELIN 5-19-12-15 19 120S 150E 4300730860 14853 Fee GW S

PRICKLY PEAR U ST 5-16 16 120S 150E 4300730943 14794 State GW S PRICKLY PEAR

PRICKLY PEAR U FED 7-33D-12-15 33 120S 150E 4300730985 14771 Federal GW S

PETERS POINT ST 8-2D-13-16 02 130S 160E 4300731016 14471 State GW S

PPU FED 4-35D-12-15 35 120S 150E 4300731285 16223 Federal GW S PRICKLY PEAR

PPU FED 5-36D-12-16 36 120S 160E 4300731350 2470 Federal GW S PETERS POINT

PRICKLY PEAR U FED 5A-20D-12-15 20 120S 150E 4300750103 14794 Federal GW S PRICKLY PEAR

PRICKLY PEAR U FED 13A-17D-12-15 20 120S 150E 4300750108 14794 Federal GW S PRICKLY PEAR

PRICKLY PEAR UF 2A-22D-12-15 22 120S 150E 4300750172 14794 Federal GW S PRICKLY PEAR
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